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Abstract 

According to the forecasts of numerous regional models (eg. REMO, ALADIN, PREGIS), the number of predicted rainfall events decreases, 

but they are not accompanied by considerably less precipitation. It represents an increase in rainfall intensity. It is logical to ask (if the limitations 

of the models make it possible) to what extent rainfall intensity is likely to change and where these changes are likely to occur in the long run. 

Rain intensity is considered to be one of the key causes of soil erosion. If we know which areas are affected by more intense rain erosion, we 

can identify the areas that are likely to be affected by stronger soil erosion, and we can also choose effective measures to reduce erosion. This 

information is necessary to achieve the neutral erosion effect as targeted by the EU. We collected the precipitation data of four stations every 

30 minute between 2000 and 2013, and we calculated the estimated level of intensity characterizing the Carpathian Basin. Based on these data, 

we calculated the correlation of the measured data of intensity with the values of the MFI index (the correlation was 0.75). According to a 

combination of regional climate models, precipitation data could be estimated until 2100, and by calculating the statistical relationship between 

the previous correlation and this data sequence, we could estimate the spatial and temporal changes of rainfall intensity. 

Keywords: rainfall intensity, regional differences of R, data of REMO and ALADIN models 

INTRODUCTION 

Soil erosion is one of the greatest environmental threats, 

which causes significant environmental damage in Hungary. 

Its extent has been estimated lots of times, and it affects about 

2 million hectares (Stefanovics, 1992). In order to prepare 

long-time estimations concerning the regional change 

tendencies of soil erosion, we have to pre-estimate dynamic 

parameters and factors. (In 2015, the EU set an ambitious 

goal to reduce the extent of soil erosion to zero.) The aim of 

the present analysis is to pre-estimate the temporal changes 

of rainfall erosion potential of the dynamic parameters. By 

doing so, we will receive information about one of the most 

important factors of soil erosion. Even if it is all about 

tendencies, detecting temporal and spatial changes in rainfall 

intensity may serve as important information to take 

extended-range measures to reduce the effects of erosion. In 

addition to geomorphological and soil data, dynamic (land 

cover) as well as numerous static factors may also be 

required to estimate the extent of soil erosion. Our study aims 

at revealing major changes of the R value in the present 

study. There are lots of uncertainties that result from using 

the data of the applied regional climate models, and, besides 

these, we also have to take into account that such social and 

economic changes may happen in the next few decades that 

may also change climate and land cover data predicted 

earlier. Our results must be interpreted within these 

limitations. 

Soil erosion processes are characterized by a lot of 

theoretical and empirical models. However, the parameters 

of the processes can be well-defined. For example, rainfall 

intensity and land cover (C) are dynamic parameters in the 

Universal Soil Loss Equation (USLE), while the others are 

static ones. It is a complex task to calculate rainfall intensity 

and the erosion potential associated with it. Rainfall erosivity 

factor (R) is expressed by summarizing the energy values of 

each rainfall event in a given period (Wischmeier - Smith, 

1978, Wischmeier, 1959). The rainfall erosivity factor is 

calculated by multiplying the kinetic energy of precipitation 

(E) by the maximum rainfall intensity during a period of 30-

minutes for each rainstorm (ExI30). Rainfall erosivity (R) 

expresses the collective erosivity value of locally occurring 

rainstorms (Table 1). The logic of the calculation dates back 

to the 1961s (Wischmeier, 1959), but it gained wide 

recognition when the Universal Soil Loss Equaiton became 

commonly used (1978) as it was one of its parameters. 

Table 1 Calculating the rainfall erosivity factor 

Rainfall 

erosivity factor 

(R) 

(MJ/ha.cm/h) 

R = E x I30/ 100, where 

I30 – maximum rainfall intensity during 

a period of 30-minutes for each 

rainstorm (cm/h),  

E – total kinetic energy of precipitation 

(J/m2) 

Total kinetic 

energy of 

precipitation 

(E) (J/m2) 

E = ∑ E𝑖
𝑛
𝑖=1 , where  

Ei - the kinetic energy of the i segment 

of precipitation (n is the number of 

segments) 

Ei = (206 + 87 log Isi) x Hsi , where  

Isi – the intensity of the i segment of 

precipitation (cm/h),  

Hsi – the amount of the i segment of 

precipitation (cm) 
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In Hungary, R factor values vary between 360 and 

1,000 (Panagos et al., 2015), and they are characterized by 

small-scale variance as a result of the homogeneous 

environmental features of the country. (The calculation is 

based on the ten-minute precipitation data of 30 rain 

gauges between 1998 and 2013.) It has an average value 

compared to other European data, and it is also far below 

the great, 4,000 to 6,000 MJ/ha rainfall intensivity values 

of the continent. Former Hungarian local test results 

usually recorded data in this interval (Kertész and Richter, 

1997: 49-59 MJ/ha; Centeri, 2002: 76 MJ/ha; Jordán et 

al., 2004: 809 MJ/ha; Szűcs, 2012: 60-512 MJ/ha). 

Homogeneity is expressed in the elevation, the climate 

type, and the general water balance, although different 

soil conditions would require different land use in order 

to reduce soil erosion. Despite the relative homogeneity 

of the environmental factors, territorial differences are 

visible (if not otherwise, then their impact is). We also 

aimed at estimating this spatial difference concerning the 

future periods. 

Rainfall intensity can be calculated by two different 

methods. One of them operates with great temporal 

resolution using a minimum of 30-minute precipitation 

data. The other one does not have such high temporal 

resolution data, it calculates intensity with more easily 

accessible precipitation data by employing parameters 

which are significantly correlated with R. The frequent 

use of the latter method also shows that there is no 

widely accepted and widely applied method for 

calculating rainfall intensity. The different precipitation 

data and their correlations can only be used with 

quantitative (eg. with <12.7 mm of rainfall - otherwise 

at EI default event) and qualitative (e.g. fixed drop size 

ratio) prerequisites, and they can be converted to MJha -

1cmh-1 value. A weakness of the commonly used 

empirical formula is that it presupposes the existence of 

precipitation data series dating back to several decades, 

and the correlation was tested on plot-sized areas. The 

erosion factor (R) is usually the average value of the data 

collected during several years. 

There are usually not any data (which would be 

detailed enough) available to calculate the rainfall 

erosivity factor, so a lot of alternative parameters were 

developed by using daily and annual precipitation data 

to substitute the value of the R factor. These parameters 

are typically such indices that are related to smaller 

areas, and they are used at the maximum of meso-level. 

They often show as good correlation with soil erosion as 

the R index (eg. Fournier p²/ P index, REM index Lal's 

Aim index, P/St universal index) (Fournier, 1960; 

Arnoldus, 1980; Daidato, 2007; Onchev, 1985; 

Sauerborn et al., 1999; Renard et al., 1994 - Table 2). 

These indices also show at least as strong a correlation 

with the rainfall erosivity index as the E xI30 calculated 

by Wischmeier. The rainfall erosivity factor (R) was also 

estimated by using other precipitation data, but they 

usually did not live up to the expectations (eg. Deumlich 

et al., 2006). 

The result of the large number of measurements is 

that there is not a one and only sure method of 

calculating the rainfall erosivity factor due to the large 

number of active components and their plot-specific 

nature (although it would be important in order to 

estimate soil erosion, for example). Measuring soil 

Table 2 A compilation of alternative methods of calculating rainfall erosivity 

Authors 
Alternative methods of calculating rainfall 

erosivity 
Remarks 

Fournier, 1960 
F = p2/P, where p is mean monthly precipitation, 

and P is mean annual precipitation 
Fournier Index 

Arnoldus, 1980 
MFI = ∑12

i=1 pi
2/P, where pi is mean monthly 

precipitation, and P is mean annual precipitation 
Modified Fournier Index 

Onchev, 1985 
R = P/St, where P is > 9.5 mm rainfall intensity, St 

is the time of a > 0.18mm/min rainstorm 

Universal Precipitation Event Index / 

Universal Index for Calculating Rainfall 

Erosivity 

Renard – Freimund, 1994 
R = 0.07397 F1.847  

R = 95.77 – 6.08 F + 0.477 F2  

F<55mm 

F>=55mm 

Sauerborn et al., 1999 Rs = - 33.2 + 2 x FIMs (r2 = 0.64) Fournier Index with summer months 

FAO – Colotti, 2004 R =a x MFI + b 
a and b are two regionally defined 

parameters 

Deumlich et al., 2006 
R = - 12.98 + 0.0783 x P, where P is annual 

precipitation 
Mean annual precipitation 

Diodato – Bellocchi, 2007 Rm = b0 x [pm (f(m) + f(E, L)]b1 Rm is based on monthly precipitation 

Eltaif et al., 2010 R = 4x 10-6xF3.5874 Monthly precipitation data 

Hernando – Romana, 2015 

R = 0.15 P, where P is annual precipitation data 

R = 2.51 F, where F is the Fournier Index 

R = 1.05 MFI, where MFI is the Modified Fournier 

Index 

>5-year-long simulation 

> 10-year-long simulation 

>10-year-long simulation 
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erosion requires an extensive collection of both spatial 

and temporal data (eg. 10-to-30-minute precipitation data, 

and a sufficient number of rain gauges, or pluviographs). 

As they often were and/or are available, a lot of methods 

were developed to estimate this factor by employing 

easily obtainable data (Table 2). The R factor was often 

introduced as an index that significantly correlates to soil 

erosion (Wischmeier, 1959; Wischmeier and Smith, 1978; 

Lo et al., 1985). Several alternative indices were also 

connected to rainfall erosivity. Most of these indices had 

a strong correlation with the Fournier Index that uses 

monthly and annual mean precipitation data (1960), 

which index assesses the extent of erosion by using the 

p2/P (average monthly/annual rainfall) correlation. The 

subsequent modification of the Fournier Index (MFI) 

defined an even stronger correlation, and it eventually 

showed its connection with soil erosion. 

Preparing soil erosion models requires such 

precipitation information that is very time-consuming and 

cost-intensive to obtain, and it is often without measurable 

benefits. The R value often correlates well with other 

readily available rainfall data in the long run. Of course, 

the result is usually also true: high erosivity rainfalls result 

in high R values. From the alternative calculations, the 

readily available monthly/annual precipitation data were 

investigated, a lot of researchers also used these data for 

extreme values, e.g. for >100 mm precipitation. Other 

researches preferred to have a greater number of rain 

gauges (>100) or excluded extreme values (eg. >1,000 

mm, exclusion of winter precipitation) in order to secure 

a strong correltaion between the MFI and the R index 

(typically 0.8) (Renard, 1997; van Dijk et al., 2002; 

Hernando 2015). 

STUDY AREA AND METHODS 

In our study the major changes of R were evaluated in Hun-

gary, as study area. The method we applied consisted of 

the following steps: 

Step 1: We calculated the R value on the basis of the 

10-minute rainfall data of 4 meteorological stations in 

Hungary (Szeged, Agárd, Pécs, Debrecen) as shown in 

Table 1, and we used the available data series from 1999 

to 2014. We calculated the Modified Fournier Index on 

the basis of mean monthly and mean annual precipitation 

data as shown in Table 2 for the same period. Then we 

calculated the correlation between the rainfall intensity 

(R) and the Modified Fournier Index (MFI) data series. 

Step 2: We calculated monthly and annual 

precipitation data by averaging the daily data of this century 

on the basis of the REMO and ALADIN regional models 

(Mezősi et al., 2013). These models did not provide 

detailed data on rainfall events, which could have helped to 

estimate the spatial and temporal changes of rainfall 

intensity. These average values were the raw data of the 

MFI values concerning certain intervals of this century. 

Step 3: We used the so-gained correlation between 

the R and the MFI to do the calculations for this century. 

By employing it as a linear relationship, we could 

estimate the R values as we also had knowledge of the 

MFI values of this century. In addition to the linear 

nature of the relationship calculated by FAO (which is 

also used in the study), other relationships can also be 

interpreted (Table 2). 

Step 4: We calculated the R values for the periods 

of 2021-2050, and 2071-2100. For both the near and 

the distant future, we prepared the average results as 

the average of every five years, then we visualized 

these data on maps. We edited the maps by kriging 

which was based on the data relating to the given 

settlements. The small number of data limits the 

preparation of statistical maps. This disadvantage is 

reduced by the nature of the results which were created 

to raise awareness about both time periods. It could not 

be calculated for the target data model limited of 

uncertainty, respectively. We did not aim at preparing 

a more accurate spatial and temporal estimation of 

rainfall intensity as it was restricted by the limitations 

and uncertainty of the computed model data, and the 

limited possibilities of the applied calculation. 

Applying the Gaussian process regression slightly 

improved the geostatistical method that had been based 

on little data. Practically it meant that elevation 

(despite the study area having relatively small 

elevation differences) as a supportive parameter was 

included in generating the pattern of the R factor when 

the maps were being produced (Goovaerts, 1999). 

RESULTS 

We calculated the correlation of the R factor with the 

data measured for the 1999-2014 period by applying 

the Modified Fournier Index (MFI) for a linear 

relationship, (Figure 1). More than three dozens of such 

rainfall events occurred during that period which were 

characterized by >12.7 mm of rainfall. The correlation 

was 0.74 which indicates a significant relationship 

between the two parameters as the limit is 0.4 with a 

1% probability. Hernando and Romana (2015) studied 

a smaller Spanish area with eight stations for a longer 

time period, and calculated a >0.8 correlation. It further 

strengthens the relationship between the R and the 

F/MFI/P that had already been proven by numerous 

researches earlier, however, it does not exclude further 

analyses.  

 

Fig. 1 The correlation between rainfall intensity (R) and the 

calculated MFI value on the basis of 10-minute data recorded 

from 1999 to 2014 
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Changes in rainfall intensity can also be studied 

annually. The annual results of the R value using 

simulated data increase in the 30-year time period. We 

give two examples of our calculations calculated by the 

average values of the REMO and ALADIN models 

between 2021 and 2050. These results demonstrate that 

intensity varies both spatially and temporally (Fig. 2). 

The initial values are characterized by 750 MJ/ha 

intensity, which is characteristic of the average values of 

the past 25 years (Panagos et al., 2014), and their increase 

is clearly observable from 2021 to 2050. Changes in the 

pattern of the R often follow the changes of relief (even if 

elevation differences are modest) and the changes in the 

amount of rainfall. The deviation of the R data shows a 

more significant change which is greater than the increase 

in the R values. Figure 2 represents the annual data disp-

laying this change. The uncertain, simulated basic data 

can be evaluated on the basis of the average values of 

longer time periods.  

Figure 3 displays the R values modeled for a nearer 

time period broken down by five years. The average 

figures for the short period support the fact that these data 

are not sufficient enough to reach an easily recognizable 

and well-established conclusion. However, when 

comparing to the average raw data of the 1961-1990 

interval that served as the base of our study, we can see 

that the R value usually differs positively. The changes do 

not exhibit regional trends though. Therefore, the average 

data of longer periods provide more reliable information. 

Changes in rainfall intensity can be obtained by 

using average model values. The comparison was related 

to the average value calculated for the years between 1961 

and 1990 which served as raw data. The regional climate 

models used in our study do not give the same known 

results when calculating the quantity of rain. The results 

of the models are, therefore, separately included (Table 

3), but regional conclusions were drawn on the basis of 

the average values. The rate of growth both in the 

proximal and distant intervals is significant, it is more 

than 50% of the current value. 

Compared to the raw data, the R value can as well 

be doubled, but it is not extremely high concerning Eu-

ropean data. Other European peak values of the R index 

exceed 4,000, while the maximum mean value is 1,500 

in Hungary. In addition, the environmental features and 

economic conditions of the Carpathian Basin are also 

remarkably different. This increase is in line with the 

projected growth of heavy rainfalls of >30 mm of 

rainfalls in the 21st century as the model results indicate. 

The increase of the mean R value can also be estimated 

locally. The joint calculations of the REMO – ALADIN 

models show the changes of mean values in Figure 4. 

The biggest change can be seen in the central and north-

western parts of the Carpathian Basin in this period. 

 

 

Fig. 2 Rain intensity values in two years of the modeled time period from 2021 to 2050 

 
Fig. 3 Changes in the R value compared to the raw data of the 1961-1990 period 
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DISCUSSION AND CONCLUSION 

According to earlier analyses, the rainfall intensity index of 

the Carpathian Basin increased in the summer over the past 

100 years (Lakatos et al., 2011). Based on the modeled 

characteristics of different climate change scenarios (eg. the 

number of rainy days, >30 mm of rainfalls), the previously 

mentioned growth characterizing the summer is not likely 

to continue, but the annual intensity is likely to increase due 

to fewer but heavier, more intense rainfall events (Tables 4 

and 5). The amount of precipitation will not become less, 

but its annual distribution will be rearranged. The 20% 

reduction in summer precipitation will be compensated by 

the increase in winter precipitation, but the growing number 

of more intensive rainfalls indicates an increase in rainfall 

intensity. 

In order to estimate the R value for this century, we 

used the Modified Fournier Index. We could reveal a 

significant correlation between the R and the MFI by using 

the precipitation data of the past nearly 30 years. By 

applying this trend and the data provided by the model 

results, we calculated a 50-80% increase in rainfall 

intensity for this century. Yet, the estimated 1,000-1,500 

MJ/ha increase in intensity significantly lags behind the 

maximum values (5,000 to 6,000 MJ/ha) of certain regions 

in Italy, Croatia, or Slovenia (as well as western Scotland 

and southern Spain) (Panagos et al., 2014). The estimated 

value of R concerning Hungary comes near to the 

contemporary mean R values (1,300-1,600 MJ/ha) of the 

previously mentioned countries. Of course, it must be taken 

into account that the Carpathian Basin is characterized by 

very different environmental features and land use. 

One of the most obvious effects is how the 

increasing precipitation intensity influences agriculture. 

In order to measure it (either on model or standard 

Hungarian levels), versions of the Wischmeier-Smith 

formula (EPIC, USLE, RUSLE, etc.) are used the most. 

Although they operate with 5-7 variables, rainfall 

intensity (R) is the one that affects the extent of soil 

erosion the most. In terms of the extent of soil erosion, 

slope length, steepness, soil type are also sensitive 

parameters, but they can be considered stable at this 

scale. Land cover is also susceptible to the extent of soil 

erosion. In our case, however, the change should be a 

consequence rather than the cause of soil erosion growth. 

A change in land cover/land use could be a point of 

intervention which could help reduce the extent of 

erosion. Calculating the extent of soil erosion is not easy 

because the critical period from May to September. The 

climate data provided by the models predict greater R 

values and greater erosivity values in the long run 

despite decreasing summer precipitation. Apart from the 

rainfall erosivity factor, the extent of soil erosion is also 

regulated by terrain-, soil-, and land-cover-related data. 

The complexity of the system means that the conclusions 

drawn from the R data can only be considered as the 

mean values of longer periods, but the consequences of 

their possible effect may be useful to provide support for 

regional development. 

Table 3 Changes in the R value compared to the base period (1961-1990) 

 ALADIN REMO 

 2021- 2050 2071-2100 2021- 2050 2071-2100 

Mean +60.45 % +50.99 % +51.93 % +53.17 % 

Minimum +41.38 % +28.79 % +27.86 % +29.81 % 

Maximum +90.37 % +72.61 % +82.11 % +86.19 % 

     

 

Fig. 4 The increase of the mean R value for the years 2071-2100 as calculated with REMO–ALADIN data 

Brought to you by | EP Ipswich
Authenticated

Download Date | 1/4/17 9:25 AM



48 Mezősi and Bata (2016)  

 

On the basis of our results, it is necessary to provide 

more reliable and accurate raw data to define the R value (eg. 

using the ENSEMBLES model), and to further investigate 

soil erosion by applying vegetation change scenarios. 

References 

Arnoldus, H.M.J. 1980. An approximation of the rainfall factor in the 

Universal Soil Loss Equation. In: De Boodt, M., Gabriels, D. (Eds.): 

Assessment of Erosion. John Wiley & Sons, Chichister, 127–132. 
Blanka, V., Mezősi, G., Meyer, B. 2013. Projected changes in the drought 

hazard in Hungary due to climate change, Idõjárás, J.Hungarian 
Meteorol. Serv., 117, 219–237. 

Borrelli, P., Diodato, N.,Panago, P. 2016. Rainfall erosivity in Italy: a 

national scale spatio-temporal assessment. International Journal of 
Digital Earth, 2016 (online first) DOI: 

10.1080/17538947.2016.1148203 

Centeri, Cs. 2002. Az általános talajveszteség becslési egyenlet (USLE) K 
tényezőjének vizsgálata. PhD dissertation. Szent István University. 

Gödöllő  

Deumlich D, Funk R, Frielinghaus M.O., Schmidt, W.A., Nitzsche. O. 
2006. Basics of effective erosion control in German agriculture. 

Journal of Plant Nutrition and Soil Science, 169, 370–381. DOI: 

10.1002/jpln.200621983 
van Dijk AI, Bruijnzeel LA, Rosewell CJ 2002 Rainfall intensity – kinetic 

energy relationships: a critical literature appraisal. J. Hydrol 261, 1–

23. DOI: 10.1016/s0022-1694(02)00020-3 
Diodato, N., Bellochi. G. 2007. Estimating monthly (R)USLE climate in-

put in a Mediterranean region using limited data. J. Hydrol., 345, 

224–236. DOI: 10.1016/j.jhydrol.2007.08.008 
Eltaif, N.I., Gharaibeh, M.A., Al-Zaitawi, F., Alhamad, M.N. 2010. 

Approximation of rainfall erosivity factors in North Jordan. 

Pedosphere 20 (6): 711—717. DOI: 10.1016/s1002-
0160(10)60061-6 

FAO 2004 http://www.fao.org/docrep/006/y5160e/y5160e00.htm 

Fournier, F. 1960. Climat et érosion. La relation entre l'érosion du sol par 
l'eau et les précipitations atmosphériques. [Relationship between 

soil erosion by water and rainfall]. Presses Universitaires de France, 

Paris. (In French.) 
Goovaerts, P. 1999. Geostatistics in soil science: state-of-the-art and 

perspectives. Geoderma 89 (1–2), 1–4. DOI: 10.1016/s0016-

7061(98)00078-0  
Hernando, D., Romana, M.G. 2015. Estimating the rainfall erosivity factor 

from monthly precipitation data in the Madrid Region (Spain). J. 

Hydrol. Hydromech., 63 (1), 55–62. DOI: 10.1515/johh-2015-0003 
Jenece, M., Kubatova, E., Trippl, M. 2006. Revised Determination of the 

Rainfall-runoff Erosivity Factor R for Application of USLE in 

Czech Republic. Soil and Water Res. 2, 65–71. 
Jordán, Gy., van Rompey, A., Szilassi, P., Csillag, G. 2004. Digitális dom-

borzatmodell alkalmazása GIS környezetben a Káli- medence talaj-

erózió vizsgálatában. HUNDEM, Miskolc. 

http://www.uni-miskolc.hu/~fkt/hundem/Cikkek/Jor-

dan%20Gy%20-%20A%20von%20Rompey%20-
%20Szilassi%20P%20-%20Csillag%20G.pdf 

Kertész Á., Richter,G. 1997. Results. Soil loss in the Örvényesi 

watershed In: The Balaton project. ESSC Newsletter 1997. 2-3. 
Bedford. European Society for Soil Conservation, 22–26. 

van der Knijff, J.M., Jones, R.J.A., Montanarella, L. 2000. European 

Commission directorate general JRC joint research centre Space 
Applications Institute European Soil Bureau Soil Erosion Risk 

Assessment. p.38  

http://www.unisdr.org/files/1581_ereurnew2.pdf 
Lakatos, M., Szentirmai, T., Bihari, Z. 2011. Application of gridded 

daily data series for calculation of extreme temperature and 

precipitation indices in Hungary. Idojaras 115 (1-2), 99–109. 
Lo, A., El-Swaify, S.A., Dangler, E.W., Shinshiro, L. 1985. EI30 as an 

erosivity index in Hawaii. In: El-Swaify S.A., Moldenhauer W.C. 

& Lo A. (eds), Soil erosion and conservation. Soil Conservation 
Society of America, Ankeny, 384–392. 

Mezősi, G., Meyer, B.C., Loibl, W., Aubrecht, Ch., Csorba, P., Bata, T. 

2013. Assessment of regional climate change impacts on 
Hungarian landscapes. Regional Environmental Change 13, 

4 797–811. DOI: 10.1007/s10113-012-0326-1 

Onchev, N.G. 1985. Universal index for calculating rainfall erosivity. 
In: El-Swaify, S.A., Moldenhauer, W.C., Lo, A. (Eds.): Soil 

erosion and conservation. Soil Conservation Society of America, 

Ankeny, 424–431. 
Panagos, P., Ballabio, C., Borrelli, P., Meusburger, K., Klik, A., 

Rousseva, S., Tadić, M.P., Michaelides, S., Hrabalíková, M., 

Olsen, P., Aalto, J., Lakatos, M., Rymszewicz, A., Dumitrescu, 
A., Beguería, S., Alew, Ch. 2015. Rainfall erosivity in Europe. 

Science of the Total Environment 511, 801–814. DOI: 

10.1016/j.scitotenv.2015.01.008 
Renard, K.G., Freimund, J.R. 1994. Using monthly precipitation data to 

estimate the R-factor in the revised USLE. J. Hydrol., 157, 287–

306. DOI: 10.1016/0022-1694(94)90110-4 
Sauerborn, P., Klein, A., Botschek, J., Skowronek, A. 1999. Future 

rainfall erosivity derived from large-scale climate models — 
methods and scenarios for a humid region. Geoderma 93. 269–

27. DOI: 10.1016/s0016-7061(99)00068-3 

Stefanovics, P. 1992. Talajtan. Mezőgazda Kiadó, Budapest. 
Szabó, P., Horányi, A., Krüzselyi, I., Szépszó, G. 2011. The climate mo-

delling at Hungarian Meteorological Survey: ALADIN and 

REMO. 36. Meteorológiai Tudományos Napok OMSZ, Buda-
pest, 87–101.  

Szűcs, P. 2012. Az erózió lépték függése. PhD dissertation. Pannon 

Egyetem Keszthely p. 146. 
Wischmeier, W.H. 1959. A rainfall erosion index for a Universal Soil-

Loss Equation. Soil Sci. Soc. Am. Proc. 23 (3), 246–249. DOI: 

10.2136/sssaj1959.03615995002300030027x 
Wischmeier, W.H., Smith, D.D. 1978. Predicting rainfall erosion losses. 

A guide to conservation planning. Agriculture Handbook No. 

537. U.S. Department of Agriculture, Washington, D.C 

Table 4 Changes in the amount of annual precipitation in mm compared to the base data of the 1961-1990 period as calculated by the 

REMO and ALADIN models (Szabó et al., 2011) 

Period Annual mean Spring Summer Autumn Winter 

2021-2050 -1 to 0 -7 to +3 -5 +3 to +14 -10 to +7 

2071-2100 -5 to +3 -2 to +2 - 26 to -20 +10 to +19 -3 to +31 
 

Table 5 Changes in precipitation and temperature compared to the base data of the 1961-1990 period as calculated by the REMO and 

ALADIN models (Blanka et al., 2013) 

Parameter 
The extent of change compared to the mean values of the 1961-1990 period 

REMO 2021-2051 ALADIN 2021-2051 REMO 2071-2100 ALADIN 2071-2100 

Precipitation (mm/year) -42.6 – 58.5 -31.6 – 53.1 -16.5 - 101 -21.4 - (-84.2) 

Temperature (°C/year) 1.2 – 1.5 1.7 - 2 3.4 – 3.7 3.4 – 3.7 

RR> 30 mm (day/year) 0.7 – 1.0 0.6 – 1.2 1.0 – 1.5 0.9 – 1.3 
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