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This study comprises a detailed morphological study of cold-drawn polyethylene monofilaments by Raman spectroscopy,
differential scanning calorimetry (DSC) and X-ray measurements. The structure of the three-phase morphology of the linear low-
density polyethylene monofilaments was investigated by combining these measurements. It was found that the most important
structure variation was found in the intermediate or rigid amorphous phase, whereby the amounts of crystalline and amorphous
phases were nearly constant and almost independent of the cold-draw ratio. The intermediate third phase contains gauche and
transmolecules, and the amount of transmolecules was increased with the cold-draw ratio and was directly related to this cold-draw
ratio. It was found that the two peaks in the Raman spectra, respectively, at 1303 and 1295 cm−1, can be correlated to the amount
of gauche and transmolecules in the polyethylene monofilaments. A good and new insight into the three-phase morphology was
obtained by combining the DSC and X-ray measurements with the amounts of trans- and gauche molecules from the Raman
spectra analysis.

1. Introduction

Polyethylene has been one of the most extensively studied
polymers, and the understanding of the structure-properties
relationship has been one of the main topics of fundamental
research over the past few decades. Linear low-density
polyethylene (LLDPE) is used extensively in environmental
applications, such as packaging and monofilaments for
artificial turf applications.

Polyethylene in the solid state, as part of polyolefin
family, is a semicrystalline polymer which consists of a
three-phase morphology: a crystalline phase surrounded by
a noncrystalline phase comprising a partially ordered layer
(third phase) adjacent to the crystallites and a disordered
phase (amorphous phase) in the intervening spaces [1–3].
The third phase or transition phase is an intermediate com-
ponent in addition to the crystalline and amorphous phases.
The character of the third phase, also referred to as the
interface, the intermediate phase, or rigid amorphous phase,
has been a subject of discussions in several papers. Raman
spectroscopy was introduced to characterize the three-phase

morphological structure of semicrystalline polyethylene [4].
Such investigations demonstrated that chains involved in
the third phase or in the anisotropic disordered phase were
stretched, but lacked lateral order. The same conclusion
was also observed from other results [5], showing that the
noncrystalline interlamellar phase is anisotropic and exhibits
properties that are intermediate between that of a crystalline
solid and of an amorphous melt.

The nonlinear stress strain behavior of polyethylene
material is governed by the relative proportion of the
crystalline and noncrystalline phases, consisting of the amor-
phous and oriented amorphous phase, their orientation,
and their connectivity with respect to one another. Based
on a nonlinear viscoelastic model [6], the amorphous
phase is in a liquid-crystalline state. Young’s modulus
and the strength of semicrystalline polymers are primarily
affected by quasiamorphous interlamellar regions [7] and
contained/consisted of several types of molecules, such
as loops, tails, and bridges which joined-up to lamellae
can be distinguished. The intermediate phase, which may
be summarized as being similar to linking lamellae and
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amorphous [8], forms a surface layer around each lamellae
acting as a wrapping membrane. Some authors [9] assumed
the intermediate phase has mechanical properties slightly
stiffer than a purely amorphous phase. The larger the length-
to-thickness ratio of the lamellae, the stronger the reinforcing
effects of the lamellae on the amorphous matrix [10].

During uniaxial deformation, polymeric materials are
often subjected to large plastic deformations, giving rise to
preferential orientation of macromolecules and morphology,
which may result in a high anisotropy of the structure, thus
resulting in mechanical properties. Furthermore, especially
in thin films, a preferred orientation of the crystalline
component produced by transcrystallization during cooling
and/or by spin casting may give rise to strong anisotropy
and, therefore, can have a profound influence on the
mechanical properties of these films [11–13]. Normally,
uniaxially oriented filaments [4, 9] show good mechanical
properties in the orientation direction and their relaxation
behavior is explained by the presence of amorphous phase.
If the third phase is described as a rigid amorphous phase
and by accepting the presence of these phase, it was possible
to compute the effective elastic properties of polymeric
materials.

The Raman spectra can be used to assess the level of
the three morphological components, by giving cumulative
information with respect to all phases [4, 14–18]. According
to Glotin and Mandelkern [14], Raman spectra are one of
the few available techniques which allow for an assessment
of the interfacial concentration and its structure. As it is
described [15], the internal normal modes between 1000
and 16000 cm−1 are frequently used to study morphological
structure and can be divided into three vibration areas: C–C
stretching between 1000 and 1200 cm−1—sensitive to molec-
ular orientation, stress and conformation; the –CH2– twist-
ing vibrations around 1295 cm−1—can be used as an internal
standard; and the –CH2– bending modes between 1400 and
1470 cm−1—sensitive to chain packing (the 1415 cm−1 bands
is assigned to orthorhombic crystallinity).

X-ray measurements provide a model of three-phase
morphology [19]. Wide angle diffraction (WAXS) scans the
sample, and the scattering intensity is plotted as function of
the angular position 2θ. The results of the X-ray measure-
ments suggested that the amorphous halo of a polyethylene
in a solid state is the sum of scattering from a completely
amorphous, liquid-like phase and from the intermediate,
better-ordered regions that originate during crystallization.

The structure of the interphase, described as anisotropic
[5] and having properties intermediate between that of
semicrystalline solid and amorphous melt, is still not clear;
however, The objective of this work is to obtain a better
insight into the structure of the third phase by combining
DSC, Raman, and X-ray measurements. The structure of the
intermediate or rigid amorphous is changed by uniaxially
stretching the polyethylene samples. For this reason, several
monofilaments of linear low density polyethylene with dif-
ferent draw ratios were investigated and the results analyzed.

2. Materials and Methods

2.1. Materials and Preparation. In this study, the polymer
chosen is linear low-density polyethylene (LLDPE) provided
by DOWLEX 2035G with a density of 0.919 g/cm3, a melt
index of 6 g/10 min. This LLDPE is an ethylene-octene
copolymer with a molecular weight Mw of 66000 and Mw/Mn

of 3.22.
The filaments were produced by extrusion on a Haake

Polydrive Extruder (Thermo Electronic Corporation). It is
a single screw extruder of 25 × D in length and a screw
diameter of 19 mm, with a 3-zone heating system. The
temperature in the die (T) was 220◦C. The die has 5
diamond-shaped openings with a cross section of 2.36 mm2

each. The monofilaments were stretched in the molten stage
(MDR) and pulled directly afterwards through a water bath.
The obtained monofilaments were conditioned in air oven
at 95◦C and stretched to different draw ratios (CDR). The
total draw ratio (TDR) is the same for all the products and
is calculated by multiplying the melt draw ratio (MDR) with
the cold-draw ratio (CDR). The melt and cold-draw ratios
are summarized in Table 1 for all the produced samples. The
final section of all the monofilaments was equal to 0.09 mm2.

2.2. Characterization Methods. Uniaxial tensile deformation
was performed with a Instron 3369 tensile apparatus with a
load cell 500 N. The length of the starting sample between
the Instron clamps was 50 mm. A constant deformation rate,
500 mm/min, was applied to the sample throughout the
tensile deformation. For each sample, 5 tensile deformations
were done and the elastic modulus was calculated from the
mean values of these 5 tensile deformations. The deforma-
tion experiments were carried out at room temperature. The
stress and strain obtained during the tensile deformations
were the engineering stress and engineering strain measured
directly between the clamps.

Differential Scanning Calorimetry (DSC) was performed
on a DSC Q 2000 (TA Instruments), with a standard heating
rate of 10◦C/min in a nitrogen environment.

Calibration of temperature and melting enthalpy was
performed with an indium and tin sample. An enthalpy
of 290 J/g for perfect crystalline polyethylene was used to
calculate the percentage of crystallinity (CRYDSC) using the
following:

%CRYDSC =
(

100∗ ΔHexp

)

ΔH◦ , (1)

where ΔHexp is the experimentally determined heat of
fusion and ΔH◦ is the heat of fusion the perfect crystalline
polyethylene.

Raman measurements were performed on an FT-Perkin
Elmer instrument. The measurements range is from 3500 to
300 cm−1. Three repetitions were performed for each sample,
consisting of 32 scans, and a laser power of 800 mW was
used. The raw Raman spectra were smoothed, and baseline
corrected.

WAXS measurements where done on an ARL-XTRA,
X-ray diffractometer from Thermo Fisher Scientific at
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Table 1: The melt draw ratio (MDR) and cold-draw ratio (CDR)
of the obtained monofilaments. The total draw ratio (TDR) is
calculated by multiplying MDR with CDR.

Production MDR CDR TDR

A-3 3,5 7,2 25,2

A-4 4,1 6,2 25,4

A-5 4,5 5,7 25,7

A-6 5,0 5,0 25,0

A-7 5,7 4,5 25,7

A-8 6,0 4,2 25,2

A-9 6,8 3,7 25,2

the COMOC research group (University of GENT). Such
measurements are used to characterize the crystalline micro-
scopic structure of the polymer. The radiation source Cu
K1 was operated at 45 kV 44 mA. The scanning angle
ranged from 5◦ to 50◦ (2θ), λ = 1.54 Å, 0.02 step-size.
The percentages of amorphous, orthorhombic crystalline
phase, and the monoclinic phase were calculated after the
decomposition of the original spectra using the Gaussian fit
procedure.

3. Results and Discussion

3.1. Stress-Strain Curves. The tensile behavior of the LLDPE
monofilaments with different draw ratios was studied at
room temperature. Figure 1 shows the engineering stress-
strain curves of the different LLDPE monofilaments recorded
during uniaxial tensile deformation at room temperature.
For each sample, the elastic modulus and maximum tensile
force in the stretching experiments were calculated from the
stress-strain curves represented on Figure 1 and the results
are summarized in Table 2.

As can be seen from Table 2, the Elastic modulus
calculated as a slope of stress strain curves is increasing
by increasing the draw ratio. The orientation, induced by
drawing, has a marked effect on the properties of crystalline
polymers and cannot be explained only by the degree of
crystallinity in the oriented samples, but seems to be more
related to the structural changes in the intermediate phase.

3.2. DSC Measurements. From DSC measurements, we
observed that the range of the melting temperatures and
final melting temperature was nearly constant, independent
of the draw ratio, as represented in Figure 2. The DSC
melting endotherms are characterized by a broad melting
range of temperatures between 30◦C and 144◦C. Such a
broad melting range of temperatures are characteristic of
LLDPE materials and are the result of the presence of a broad
distribution of crystal sizes. This is further attributed to a
highly heterogeneous structure that results from nonrandom
incorporation of the comonomer during the polymerization
with a Ziegler-Natta catalyst. The total melting range, from
30◦C up to 144◦C, was used to calculate the melting enthalpy
and the corresponding calculated degree of crystallinity.
The percentage of crystallinity is only increasing with
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Figure 1: Engineering stress-strain curves of the LLDE monofila-
ments at room temperature.

Table 2: Classical tensile properties (Elastic Modulus and Maxi-
mum Tensile force) and crystallinity by DSC of the oriented LLDPE
monofilaments.

Cold-draw ratio E Modulus
(MPa)

Max Tensile
force (N)

DSC
Crystallinity

(%)

A-3 7.2 270 ± 3 100 ± 9 51 ± 1

A-4 6.1 203 ± 8 75 ± 5 50 ± 2

A-5 5.7 165 ± 9 57 ± 4 47 ± 0

A-6 5.0 144 ± 6 59 ± 6 47 ± 2

A-7 4.5 125 ± 4 55 ± 5 47 ± 1

A-8 4.2 112 ± 4 53 ± 2 46 ± 3

A-9 3.7 103 ± 3 45 ± 3 46 ± 0

a small fraction by increasing the draw ratio. The results
for the crystallinity fraction (CRYDSC), the amorphous and
intermediate phase calculated by using (1−CRYDSC)∗100%,
are summarized in Table 2. From the DSC curves (see
Figure 2), it is quite clear that the highest melting peak
temperature is around 123◦C for all the samples; however,
they show slightly different values for the melting enthalpy
as a result of the cold drawing.

3.3. Raman Spectra. Figure 3 shows some of the recorded
Raman spectra in the region of 950–1500 cm−1 and corre-
sponding to the spectra commonly observed for semicrys-
talline polyethylenes.

As represented on Figure 4, the measured Raman spec-
tra were decomposed into individual bands using Gauss
functions in the region between 1250 and 1500 cm−1. A
very good approximation of the measured spectra by these
Gauss deconvolution, using the indicated individual bands,
is obtained as indicated in Figure 4.

The total integral intensity ITW of the CH2–twisting
region (1250–1350 cm−1) is independent from the degree
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Figure 2: DSC curves for samples A-3, A-5, and A-9 at a melting stage.
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Figure 3: Raman spectra of some LLDPE monofilaments.

of crystallinity and is used as an internal standard [16].
The spectrum in this twisting region can be deconvoluted
into a narrow band centered at 1295 cm−1 and a broader
component having its maximum intensity at 1303 cm−1.
In the classical approach [16], the mass fraction of the
crystalline phase (CR) is calculated using the integral
intensity of the band located at 1416 cm−1, and the mass
fraction of the amorphous phase (AR) is calculated using
the integral intensity of the band located at 1303 cm−1. In
another approach, the integral intensity of the band located
at 1295 cm−1 is used to calculate all transmolecules [15].
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Figure 4: Gauss deconvolution of Raman spectra (Sample A-3).

The structures calculated from these Raman approaches
are not necessarily identical with structures formed during
crystallization and drawing of LLDPEs, as characterized by
the other analyzing methods. Based on these published
results with the cited approaches, we define the amount
of the gauche-conformations as the ratio between the total
integral intensity at 1303 cm−1(I1303), relative to ITW and
the corresponding amount of the transconformations as the
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Figure 5: Measured X-ray spectra of some LLDPE monofilaments.

ratio between the total integral intensity at 1295 cm−1 (I1295)
relative to ITW, according to the following:

%Trans =
(
I1295

ITW

)
∗ 100,

%Gauche =
(
I1303

ITW

)
∗ 100.

(2)

The results calculated for the different LLDPE monofila-
ments are summarized in Table 3.

3.4. X-Ray Spectra. The recorded X-ray spectra were used to
calculate the amount of the amorphous phase in the different
LLDPE monofilaments after the Gauss decomposition of
diffraction. The characteristic diffractions are presented in
Figure 5 and the peak band of the amorphous phase at
19.5◦, which is typical for polyethylene polymer, was used to
calculate the amount of the amorphous phase. The results of
the amount of amorphous phase are summarized in Table 3.

The result of decomposition for sample A3 is shown
in Figure 6. Both crystalline peaks and amorphous halos
were represented by Gauss profiles. These results showed
that the monoclinic or triclinic phase was present in the
cold-drawn material. However, the amount of monoclinic
material, determined by X-ray measurements, is rather small.
But the presence of this monoclinic material is an indication
of the presence of a partially ordered component of the
polymer structure, with a lower degree of order than the true
crystalline structure.

The results obtained from DSC, Raman, and X-ray
measurements are summarized in Table 3, together with the
amount and structure of the 3rd phase calculated as the
difference between the noncrystalline structures from DSC
and the amorphous fraction from X-ray measurements.

3.5. Third-Phase Characterization. The Raman measure-
ments together with the X-ray and DSC measurements
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Figure 6: Gauss curve fitting for X-ray spectra (Sample A-3).

will be used to obtain a better and further insight in the
amount and structure of the noncrystalline fraction of the
monofilaments. The crystalline phase is obtained from the
DSC measurements calculated by using formula (1) and the
difference (100% − CRY(DCS)) is the noncrystalline phase
containing the amorphous and intermediate or 3rd phase.
The content of gauche and transmolecules is obtained from
the Raman measurements. The crystalline phase, calculated
from the DSC measurements, contains only transconfor-
mations. The amorphous phase, containing only gauche
molecules and described as a mobile gauche—containing
amorphous component [20], was calculated from the X-
ray measurements. The difference between the noncrys-
talline fraction calculated from DSC and the amorphous
phase calculated by X-ray yields the resulted percentage
of intermediate phase presented in the different samples.
The percentage of the 3rd phase is nearly constant, only
decreasing a little bit by the highest draw ratios.

The differences between the gauche content from Raman
and the fraction of the amorphous phase by X-ray were
calculated, and these values correspond with the amount
of gauche molecules present in the 3rd phase. The content
of transmolecules increases with the draw ratio; and the
maximum draw ratio is obtained if the 3rd phase contained
only transmolecules. At this limit, all the polymer chains in
the 3rd phase are completely stretched in the draw ratio.

The structure of the 3rd phase can be characterized by
combining the DSC, Raman, and X-ray measurements. The
basic assumptions hereby is that the Raman CH2–twisting
vibration can be split up into two bonds, one corresponding
with the trans-(I1295) molecules and the one with the gauche
molecules (I1303). As a result, the splitting of the CH2–
twisting region in the Raman spectra corresponds to the
splitting of the conformers into trans- and gauche molecules
and not into amorphous and ordered structures. This repre-
sents a major difference with the published interpretations of
the Raman spectra.

3.6. Mechanical Properties Related to the Morphology. Upon
stretching, the amount of the transsegments in the 3rd
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Table 3: Structure analysis of the three phases of the LLDPE monofilaments.

CDR
DSC Raman X-ray 3rd phase

CRY
(T) (%)

Amorphous+
3rd phase (%)

Transstructure
(%)

Gauche
structure

(%)

Amorphous
(%)

Trans
(%)

Gauche
(%)

3rd phase
(%)

7.2 51 ± 1 49 64 36 36.0 ± 2.2 13.0 0.0 13.0

6.1 50 ± 2 50 59 41 36.0 ± 1.9 9.0 5.0 14.0

5.7 47 ± 0 53 54 46 38.9 ± 3 7.0 7.1 14.1

5.0 47 ± 2 53 53 47 36.3 ± 1.7 6.0 10.7 16.7

4.5 47 ± 1 53 51 49 37.1 ± 2.1 4.4 11.5 15.9

4.2 46 ± 3 54 50 50 36.5 ± 4 4.0 13.5 17.5

3.7 46 ± 0 54 49 51 36.6 ± 4 3.0 14.4 17.4
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Figure 7: Elasticity modulus as a function of the amount of
transsegments in the LLDPE monofilaments.

phase increases, by a similar amount of the crystalline and
amorphous phase. This is related to the extension of the tie-
molecules in the 3rd phase and has a direct influence on
the mechanical properties of the oriented monofilaments.
Figure 7 shows the influence of the amount of the trans- and
gauche segments on the elasticity modulus of the oriented
monofilaments.

The elasticity modulus is a linear function of the amount
of transsegments in the intermediate phase, starting from a
value of 45 MPa for the intermediate phase containing 100%
of gauche molecules and increasing to 280 MPa for 100%
transsegments. The 3rd phase is the interconnecting phase
between the crystallites, and the mechanical properties of
this 3rd phase are directly related to the overall mechanical
properties of the monofilaments. At/Using this limit, the
monofilaments contain 13% of third phase and an elasticity
modulus of 280 MPa, which give an elasticity modulus of the
third phase of 2150 MPa.

4. Conclusions

LLDPE monofilaments with different cold-drawn ratios were
produced, and the three-phase morphology was character-
ized. The three-phase morphology contains a crystalline
phase, an amorphous phase, and a 3rd, or intermediate,
phase. The combination of Raman spectroscopy, DSC, and

X-ray measurements creates the possibility to characterize
the amounts and composition of the three phases. The
amount of the crystalline and amorphous phase is nearly
constant, independent of the cold-drawn ratio. The amount
of the intermediate phase is also almost constant but the
content of gauche and trans segments is strongly influenced
by the cold-draw ratio; and a linear variation of the content
of trans segments is obtained with the cold-drawn ratio.
The mechanical properties of the oriented monofilaments
are directly correlated to the properties of the intermediate
phase and confirm that the intermediate phase is the linking
phase between the crystallites. These results suggest that the
elasticity modulus is determined by trans segment in the
intermediate phase and that the intermediate phase is related
to the tie molecules. It was found that the two peaks in the
Raman spectra, respectively, at 1303 and 1295 cm−1, can be
correlated to the amount of gauche and transmolecules in the
polyethylene monofilaments. A constructive and new insight
into the three phase morphology was obtained by combining
the DSC and X-ray measurements with the amounts of trans-
and gauche molecules calculated from the Raman spectra
analysis.
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