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ABSTRACT Flexible cooking surfaces have changed the domestic induction heating product paradigm
enabling the use of a wider range of cookware materials, shapes, and positions. In order to implement such
systems, multiple-output resonant inverters featuring high-performance and high-efficiency operation while
achieving a cost-effective implementation are required. This paper proposes a multiple-output zero-voltage-
switching resonant inverter for flexible induction heating appliances. The proposed converter features a
matrix structure, enabling a cost-effective implementation with a reduced number of power devices while
achieving high performance and low switching losses. It has been tested by means of an experimental
prototype featuring 48 induction heating coils, proving the feasibility of the proposed approach.

INDEX TERMS Induction heating, home appliances, resonant power conversion, inverters.

I. INTRODUCTION
Induction heating technology has evolved since its industrial
origins to enable a wide range of industrial, domestic and
biomedical applications [1]. Advances in key enabling tech-
nologies, such as power electronic devices and topologies,
digital control and magnetic components have enabled the
development of high performance and high efficiency sys-
tems outperforming other classical heating technologies.

Among the existing applications, domestic induction heat-
ing [2]–[4] has remarkably become a leading technology in
this category in the last decade [5]. These systems exhibit
faster heating, higher performance and efficiency, more accu-
rate control, and safer operation. In this context, modern
design trends are focused towards flexible IH appliances
(Fig. 1) [6]–[8], aiming to the highest level of flexibility
and user performance yet to come. In order to design and
implement such systems, a special effort must be made on the
design ofmulti-coil power electronics architectures achieving
both high performance and cost-effective implementations.
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FIGURE 1. Flexible IH appliance.

In the last decade, several power converters have been
proposed, all of them having in common the search of an
optimum balance between cost, performance, and control
complexity. These converters can be classified according to
the base architecture from which they are derived, as it is
shown in Fig. 2.

The most straight-forward approach is based on using a
power converter to supply each coil (Fig. 2.(a)). To achieve a
cost-effective solution, typically single-switch class-e invert-
ers [9] have been studied and proposed as a feasible
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FIGURE 2. Flexible IH appliance implementations.

implementation which only requires one power device per
inductor [10]. However, when implementing flexible domes-
tic induction appliances with a high number of coils, this
approach suffers from severe control constraints due to inter-
modulation acoustic noise, power restrictions, and degraded
soft-switching operation. As a consequence, this approach
is usually limited to low power and low inductor number
implementations.

The second approach (Fig. 2.(b)) is based on using a sin-
gle main inverter which is connected through a multiplex-
ing network to the coils [11], [12]. This approach is the
most common nowadays in the market and typically uses
an electromechanic relay network to configure the inverter
output according to the user requirement. While being a cost-
effective solution, this approach has severe limitations due
to the use of relays such as the noise [13], [14] or limited
switching times, and usually requires of complex IH load
identification systems [15]–[17] to ensure proper converter
operation.

Finally, the third approach is based on using a multiple-
output resonant converter to supply several coils simultane-
ously (Fig. 2.(c)). This approach offers a higher performance
and, consequently, has been the target of many researchers
in the past years. In [18], a half-bridge for high-power
concentric-inductor domestic IH is proposed. Considering a
higher number of coils, [11], [19] proposes a three-device
half-bridge structure that achieves a significant cost reduc-
tion [20] focuses on multi-load control, using an intermedi-
ate dc-dc converter to provide higher versatility. A different
approach is proposed in [21], where different resonant fre-
quencies are set at each coil to perform frequency selection.
Finally, in [22]–[24], the series resonant multi-inverter is
proposed as a topology with reduced number of switching
devices and versatile control, which is extended to ac-ac oper-
ation in [25]. When higher output power is required, the third
family of topologies derived from the full-bridge converter
are preferred. In [26]–[29], the association of multiple full-
bridge topologies is proposed to implement a multi-inductor
structure, and in [30] the use of a multiple-output full bridge
converter is proposed to enable a cost-effective high-power
implementation.

This paper is focused on the development of a high-
performance and cost-effective multiple output resonant

FIGURE 3. Splitted inverter branch derivation: (a) half-bridge inverter, (b)
semi-split output inverter, and (c) split-output inverter.

converter for multi-coil IH appliances. The previously
reviewed implementations are derived from single-output
converters and, consequently, have inherent limitations when
used as multiple-output converters. In the past, a matrix
zero current switching (ZCS) converter [31] has been pro-
posed. However, the output power control is severely con-
strained by frequency restrictions to avoid acoustic noise,
being necessary the use of bust-mode operation. In this paper,
a zero-voltage-switching (ZVS) resonant matrix converter is
proposed for multi-coil induction heating appliances. The
proposed converter achieves a reduced number of power
devices while ensuring high efficiency and proper power con-
trol in each coil. Unlike previous proposals, the proposed con-
verter enables full output power control, ensuring the highest
level of user performance and flexibility in any domestic
induction heating appliances.

The remainder of this paper is organized as follows.
Section II introduces the proposed ZVS multiple output res-
onant converter topology. Section III analyzes the converter
operation including its main states, waveforms and expres-
sions determining its operation, as well as the main modula-
tion strategies. Section IV explains the main implementation
and experimental results, detailing an innovative implemen-
tation and the main waveforms obtained. Finally, Section V
draws the main conclusions of this paper.

II. ZVS MULTIPLE-OUTPUT RESONANT CONVERTER
A. PROPOSED TOPOLOGY DERIVATION
To achieve a high-performance and cost-effective imple-
mentation, a ZVS resonant matrix converter is proposed.
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FIGURE 4. Multiple output implementations: (a) redundant half-bridge implementation, (b) multiple-Output
resonant ZVS matrix converter.

The basic building block to implement a ZVS inverter is
the half-bridge configuration (Fig. 3(a)), which uses IGBTs
with antiparallel diodes. From this configuration, the semi-
split output half-bridge inverter is derived, Fig. 3(b), where
an anti-parallel diode is replaced by a series configura-
tion, making possible to build a cascaded arrangement of
low-side devices. Finally, Fig. 3 (c) shows the split-output
inverter configuration, which is usually used to improve
the dynamic performance of the converter with reduced
device number. This will be building block used to con-
struct the proposed multiple-output topology with signifi-
cant advantage over the previously discussed state-of-the-art
converters.

Considering the series-resonant half-bridge inverter, a fea-
sible implementation to achieve a multi-coil implementation
sharing a common bus voltage Vs is shown in Fig. 4 (a).
However, it is clear that this topology requires a high num-
ber of power devices and it is not suitable for flexible IH
appliances. To overcome this limitation, the multiple-output
resonant ZVS matrix converter is proposed (Fig. 4 (b)).

The proposed converter follows a matrix structure, where
the main power devices are placed in a column and row, and
each IH load occupies a position in the matrix. Each column/
row switch is implemented using a combination of transistor
SH,i, SL,i and diode. Besides, IH loads are connected through
a pair of diodes to block voltage. Each induction heating load
(i, j) is modelled by the series connection of an inductor Lr,(i,j)
and a resistor RL,(i,j). Besides, the resonant capacitor Cr,(i,j)
is split to improve input current consumption. Note that each
resonant tank Lr-Cr-RL(i,j) is different, depending on the IH
load placed by the user and being affected by a wide num-
ber of factors: material, geometry, coupling, or temperature,
among others.

The proposed topology achieves the maximum output
power at the resonant frequency and increases it to reduce the
power, operating consequently with inductive load and ZVS
operating conditions. This enables to avoid the acoustic noise
as well as achieving soft-switching turn-on conditions.

One of the main advantages of the proposed topology
is that it achieves a significant reduction in the number of
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required power devices. This enables a cost reduction, not
only due to the power devices, but also due to the driv-
ing and protection circuits, PCB, and improved MTBF. For
instance, a typical 48-coil flexible IH appliance would reduce
the required number of devices from 2n = 96 with an n
half-bridge implementation, to 2 · ceil(

√
n) = 14 by using

the proposed ZVS matrix topology. Also, and considering
a smart coil distribution, this topology makes possible to
design a maximum Po output power at each coil while min-
imizing the maximum appliance power consumption and,
therefore, power device ratings. This is usually a signifi-
cant advantage because although the power per coil can be
600W for a 48-coil implementation, the maximum appliance
power is limited by regulations and/or user constrains to
3600/7200 W. Also, together with the component reduction
power density is also greatly improved, allowing for built-
in implementations, which are mandatory for most houses’
installations.

The second advantage is derived from the full-silicon
implementation and its modulation strategies. The proposed
topology achieves independent output-power control in the
complete operating range individually for each load. Besides,
each coil can be used as pot detection system by activating
individually the desired coil. Consequently, by measuring
the current/voltage in each coil, it is possible to identify
the ones coupled with the target pot. This contrasts with
those low-cost implementations using EM relays, which also
suffer from acoustic noise, and provides a new standard
of performance powering new potential advantages for the
user.

In conclusion, the proposed topology presents significant
advantages from the power electronics, control and imple-
mentation points of view, providing important benefits to
improve the user performance in advanced IH products.
Next sections present a detailed analysis of the topology
and its design and experimental verification, and efficiency
results are discussed and compared in the experimental results
section.

III. ANALYSIS OF THE PROPOSED CONVERTER
A. CONVERTER OPERATION
The proposed converter exhibits an operation corresponding
to a half-bridge series resonant converter [32]. When each
individual cell (i, j) is activated, the converter operation for
the corresponding column switch (sub-index H) and row
switch (sub-index L) is as described in Fig. 5. When the
current is positive, the current flows firstly through the SH
transistor, which is activated under ZVS conditions. Once SH
is deactivated, the current flows through DL (State II) until
the current becomes negative due to the resonant behavior.
The negative current flows then through SL (State III) until
this switch is deactivated and the current flows through DH
(State IV). Moreover, all the transistors operate under ZVS
conditions during the turn-on transition, leading to a high-
efficiency operation.

FIGURE 5. Proposed matrix ZVS resonant inverter topology equivalent
states (a) and main waveforms through transistors T and diodes D (b).

The proposed converter operates under ZVS conditions
provided that it is operated above the resonant frequency
and, consequently, transistor turn-on losses during transitions
IV-I and II-III, respectively, can be neglected. Moreover,
diodes operate only with turn-on losses, which can be also
usually neglected. Therefore, the main power loss sources
are conduction losses and turn-off losses. Considering the
output power/current ranges, and the switching frequency
ranges, typically between 20 kHz, to avoid acoustic noise,
and 100 kHz, IGBT technology is proposed as the best cost-
performance solution.

The operation of the proposed power converter can be
described as a function of the state variable in each IH load,
i.e. inductor current and resonant capacitor voltage. By per-
forming Fourier analysis, the resonant capacitor voltage in
each IH load vc,(i,j)(t) can be expressed as

vc,(i,j)(t) =
H∑
h=0

(
Ah,(i,j) cos(hωst)+ Bh,(i,j) sin(hωst)

)
, (1)
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and, consequently, the output current for each IH load io,(i,j)(t)
is derived as follows

io,(i,j)(t) = ωsCr,(i,j)
H∑
h=1

(
Bh,(i,j)h cos(hωst)

−Ah,(i,j)h sin(hωst)
)
. (2)

Note that the current in each column (SH) and row (SL)
device will be the sum of the current through the active loads
in each column and row, respectively, and that in a standard
operation, the switching frequency,ωs, and duty cycle,D, will
be considered the same for all IH loads at this point.

Since the operation of each IH load is independent, the out-
put power in each load Po,(i,j) can be calculated by the follow-
ing integral expression:

Po,(i,j) =
1
Tsw

Tsw∫
0

vo,(i,j)(t − t0) · io,(i,j)(t)dt, (3)

where the output voltage is expressed as a function of the
switching device states as follows

vo,(i,j)(t) =

{
Vs (0 ≤ t ≤ DTsw)
0 (DTsw < t ≤ Tsw).

(4)

By combining the previous expressions, the output power
can be expressed as a function of the Fourier coefficients and
operation conditions, i.e. switching frequency and duty cycle,

Po,(i,j) =
A0,(i,j)
DTsw

Cr,(i,j)

H∑
h=0

(
Ah,(i,j) [cos(h2πD)− cos(hωst0)]

+Bh,(i,j) [sin(h2πD)− sin(hωst0)]
)
. (5)

Finally, by assuming square waveform modulation, i.e.
symmetrical modulation with D = 0.5, the output power
expression can be simplified to

Po,(i,j) = −4A0,(i,j)fswCr,(i,j)

H∑
h=1,hodd

Ah,(i,j), (6)

and the total output power is calculated as the sum of the
individual IH coil terms Po =

∑
i,j
Po,(i,j) , where the Fourier

coefficients for the considered waveforms are

Ah,(i,j)=−
2VsRL,(i,j)

h2πωsCr,(i,j)

(
R2L,(i,j)+

(
ωshLr,(i,j) − 1

ωshCr,(i,j)

)2) ,
(7)

Bh,(i,j)=−
2Vs

(
ωshLr,(i,j) − 1

ωshCr,(i,j)

)
h2πωsCr,(i,j)

(
R2L,(i,j)+

(
ωshLR,(i,j) − 1

ωshCr,(i,j)

)2) .
(8)

TABLE 1. Main test-bench parameters.

IV. IMPLEMENTATION AND EXPERIMENTAL RESULTS
A. EXPERIMENTAL PROTOTYPE
In order to test and prove the feasibility of the proposed
topology, a domestic induction heating prototype has been
designed and implemented. The experimental test-bench has
been designed to implement a high-end domestic induction
heating appliance featuring a 48-coil configuration. Each coil
has a ratedmaximumpower of 600W, being 3600W themax-
imum simultaneous power consumption to fulfill EMC stan-
dards. Table 1 summarizes the main test-bench parameters.

The design methodology for this converter is similar to
other domestic induction heating systems [22], [32]. The
resonant tank is designed to obtain, at least, the required
maximum power with 230 V rms input voltage, so RL is
defined. After that, and for a given geometry, 8-cm coils
for this flexible implementation, the values of the equivalent
inductance are given Lr. Finally, the resonant capacitor is
set to obtain a resonant frequency above the audible range,
typically above 20 kHz.

Due to the high power-density requirements and the limited
cooling possibilities, the prototype thermal performance is a
key design challenge. In order to take themost of the available
volume and form factor of an IH appliance, a design based on
an insulated metal substrate has been proposed (Fig. 6). The
proposed implementation takes advantage of the distributed
power device implementation and the surface availability, and
it combines IMS technology for power devices and standard
FR4 PCB for control and auxiliary circuits. By doing so,
a proper thermal management can be ensured, and a cost-
effective implementation is achieved thanks to advances and
widespread utilization of IMS technology. Fig. 6 shows a
detailed view of the IMS PCB for power devices (a), the con-
trol and auxiliary circuit board (b), including the mains rec-
tifier, and the complete assembled unit (c). In the last figure,
the IMS board containing the power devices is seen from the
bottom layer to be attached to a heatsink.

Finally, in order to ensure the proper thermal performance,
FEM simulation using COMSOL R© software has been per-
formed. Fig. 7 shows the simulation results for a worst-
case operation consisting on 6 loads activated with maximum
output power, i.e. 3600 W, and located in the same area.
As it can be seen, IMS ensures proper thermal dissipation
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FIGURE 6. Experimental prototype 3D render: (a) IMS power board,
(b) control and resonant capacitor board, and (c) complete assembly.

to the ambient, achieving an operating temperature lower
than 64 ◦C for IMS devices. The highest temperature is
estimated to be at the input rectifier stage, allocated in the
lateral of the heat-sink. Assuming 25 ◦C ambient temperature,
themaximum temperature achieved is below 70 ◦C, being this
design coherent with other commercial designs and proving
the feasibility of this proposal.

B. CONTROL ARCHITECTURE
The control architecture is designed to monitor and control
all the coils present in the proposed topology. To perform this
tsk while ensuring a cost-effective implementation, each IH
cell has been designed as shown in Fig. 9.

The resonant capacitor has been placed following a split
structure in order to improve bus current consumption. In the

FIGURE 7. Thermal simulation (temperature maps, units ◦C): temperature
field (a) and temperature isosurfaces (b) for 3600 W operation.

proposed implementation, the resonant capacitor voltage is
measured. This enables a cheap and efficient method to
estimate the main required parameters, including the output
power and the estimated quality factor, required to identify
the IH load coupling quality [33].

This information is used by the FPGA-based control archi-
tecture to preform three tasks. Firstly, variations in resonant
capacitor voltage enables calculating the output power avoid-
ing the need of expensive current sensors. Consequently,
unlike multiplexed approaches, the output power can be con-
trolled individually at each coil, providing improved heat
distribution and avoiding problems of excessive current in
partially coupled loads. This task is performed using a stan-
dard PI controller, since the dynamics of the power converter
are several orders of magnitude faster than the thermal sys-
tem. Secondly, this information is used to monitor ZVS con-
ditions. As a consequence, the correct and efficient operation
of the inverter can be controlled, ensuring improved effi-
ciency and reliability. Finally, this system enables to perform
a real-time pot detection system (PDS). This enables to detect
the coils covered prior to the heating process, as well as to
track in real time any movement to prevent sudden changes
in the resonant tank.
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FIGURE 8. Experimental prototype: (a) IMS power board and (b) control and resonant capacitor board.

FIGURE 9. Measurement and IH load identification system.

The proposed control architecture is implemented using
FPGA technology to take advantage of its parallel processing,
enabling the real-time control of the whole system. The final
target is an ASIC-based control to obtain a cost-effective
implementation for the domestic induction heating market.

C. EXPERIMENTAL RESULTS
The designed prototype has been implemented and tested
to analyze its performance and prove the feasibility of this
proposal. Fig. 8 shows a detailed view of the complete proto-
type, consisting on 2 IMS power boards containing the power
transistors and diodes (Fig. 8 (a)), and a common control
board containing an FPGA-based control architecture, driv-
ing circuits and resonant capacitors (Fig. 8 (b)).

Fig. 10 (a) shows the main waveforms of the proposed
converter, including the input voltage and current, output volt-
age and current, and one control signal for one specific coil.
From this figure, it can be seen that the converter operates
as expected, and that ZVS is achieved during the turn-on
transition in the power devices. This test is performed using
6 active coils, yielding 3600 W input power and 16.37 A

FIGURE 10. Experimental prototype thermal evolution at maximum
output power (3600 W): temperature in main IGBT, heatsink and IMS
power board.

input RMS current, respectively. Once the correct converter
operation is confirmed at maximum output power, Fig. 10(b)
shows a detailed operation of different coils with different
output power. The output power is controlled by using high-
frequency pulse density modulation, so the power can be
individually controlled in each load.

In order to prove the proper thermal performance, experi-
mental studies operating at maximum power have been per-
formed. Since the nature of the application makes difficult
the use of standard thermography, 3 thermocouples have
been placed in the most relevant points, i.e., the heatsink,
TO-247 component in the lateral of the heatsink, and the
IMS board. The temporal evolution of the temperature for
maximum output power is shown in Fig. 11. As it can
be seen, the proposed converter can operate for more than
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FIGURE 11. Main waveforms of the proposed converter: input voltage and current, and output voltage and current. (a) 6 active coils operating at
maximum power, 3600 W, and (b) 6 active coils (2 represented) operating with pulse density modulation.

10 minutes at maximum power without exceeding a temper-
ature increment higher than 30 ◦C. These results improve
significantly current technology and enable continuous oper-
ation at maximum power for longer cooking times without
power deratings.

Aligned with this analysis, the efficiency of the proposed
power converter has been measured under different config-
urations of output power and active coils, which represents
different cooking configurations with different cookware
(Fig. 12). In this figure, it can be seen that the achieved
efficiency is above 96% in all the operating range. In order
to avoid low efficiency at very low output power levels, PDM
modulation is applied to avoid higher switching frequencies.
Moreover, medium-power operation, which is the most com-
mon for domestic IH appliances, achieve efficiencies above
97%, being a remarkable achievement for IH power convert-
ers featuring cost-effective silicon devices.

Finally, unlike previous proposals, one of the main benefits
of the proposed converter is the ability to detect using the

power converter the presence of an induction heating load.
To illustrate this feature, Fig. 13 shows the main waveforms
obtained when no-load is present (a) and a standard fer-
romagnetic pot is present (b). From this figure, it is clear
that the change in the current shape and consumed power
are evident. Since these parameters are being measured
with the proposed control architecture, this makes possi-
ble to detect and selectively activate only those coils that
have a proper electromagnetic coupling with an IH load.
This contrast with current state-of-the-art implementations
where several coils are shared by a common inverter, making
impossible individual detection and adapting the operating
conditions.

As a conclusion of the experimental design and analy-
sis, the proposed topology has performed as expected from
an operative, thermal, and efficiency points of view. Con-
sequently, the proposed topology is proved to be a high-
performance and cost-effective implementation for future
flexible induction heating appliances.
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FIGURE 12. Experimental efficiency with continuous modulation for different combinations of loads and output powers.

FIGURE 13. Proposed converter waveforms with no-load (a) and with standard ferromagnetic IH load (b). From top to bottom: control signal, output
voltage, mains voltage, and output current (zoom in the lower part of the picture).

V. CONCLUSION
This paper has proposed a multiple-output ZVS resonant
inverter featuring a matrix structure that enables a significant

power device reduction. The proposed topology enables full
power control and IH load detection at each coil, improv-
ing significantly the performance of the power converter.
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Moreover, the high-efficiency ZVS operation together with
an improved thermal design taking advantage of IMS tech-
nology makes possible to achieve a higher performance level.

The proposed topology has been designed and imple-
mented in a 48-coils full-flexible IH appliance. The exper-
imental results, including waveforms, thermal performance
and efficiency prove the feasibility of this proposal. As a
conclusion, the presented topology is proposed to be a high-
performance and cost-effective power converter to push for-
ward flexibility and user-performance in modern induction
heating appliances.
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