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通信システム工学講座（通信方式分野）

安達　文幸

ADACHI Fumiyuki 教授 生年月日 1950年4月24日

大学院工学研究科 · 工学部 通信工学専攻 通信システム工学講座（通信方式分野）
出身学校

東北大学・工学部・電気工学科 1973年 卒業

取得学位
博士 (工学) 東北大学 1984年

略歴
1992年—1995年 NTT移動通信網株式会社研究開発部主幹研究員
1995年—1998年 NTT移動通信網株式会社研究開発部主席研究員
1998年—1999年 NTT移動通信網株式会社ワイヤレス研究所主席研究員
2000年—現在 東北大学　教授（工学研究科）

所属学会
電子情報通信学会, IEEE

学会活動
電子情報通信学会　東北支部評議員 2002年－2004年
電子情報通信学会　通信ソサイエティ · 無線システム研究専門委員会委員長 2002年－2005年
信学会通信ソサイエティ · 英文特集号「次世代移動通信におけるマルチプルア
クセスと信号伝送技術小特集号」2003年 1月号編集委員会　編集委員

2003年－2003年

電子情報通信学会　東北支部評議員 2003年－2004年
電子情報通信学会　評議員（地方） 2003年－2005年
信学会通信ソサイエティ · 英文特集号「多次元移動情報ネットワーク」2003年
7月号編集委員会　編集委員

2003年－2003年

IEEE Sendai Section　 Vice Chair 2004年－2005年
2004年アンテナ伝播国際シンポジウム（ISAP’04），実行委員会　会場委員 2004年－2004年
信学会　評議員（地方） 2006年－2008年
電子情報通信学会　評議員（地方） 2006年－2008年
電子情報通信学会　理事（調査） 2009年－2011年
電子情報通信学会　評議員（地方） 2011年－2013年
電子情報通信学会　副会長 2013年－2015年
IEEE　 Sendai Section Chair 2014年－2015年

専門分野
通信 · ネットワーク工学

研究課題
・ギガビット無線信号処理とネットワークに関する研究

研究キーワード
無線通信工学，無線ネットワーク，無線信号処理

学術受賞
IEEE VTS Best Paper Award 1981年
[IEEE Vehicular Technology Society]

IEEE VTS Best Paper Award 1991年
[IEEE Vehcular Technology Society]
信学会論文賞 1997年
[電子情報通信学会]

信学会論文賞 1999年
[電子情報通信学会]

IEEE VTS Avant Garde 2000年
[IEEE]
東北総合通信局長表彰 2001年
[総務省東北通信局]

The 2001 APCC Paper Award 2001年
[Asia Pacific Conference on Communications]
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安達　文幸

電波功績賞 · 総務大臣表彰 2001年
[社団法人電波産業会]

IEEE Fellow Award 2002年
[IEEE]
電子情報通信学会業績賞 2003年
[電子情報通信学会]

リサーチフロントアワード 2004年
[トムソンサイエンティフィック]

電子情報通信学会フェロー 2007年
[電子情報通信学会]

エリクソン · テレコミュニケーション · アワード 2008年
[日本エリクソン]

第 25回テレコムシステム技術賞 2010年
[電気通信普及財団]

信学会論文賞 2010年
[電子情報通信学会]

全国発明表彰内閣総理大臣発明賞 2010年
[発明協会]

地方発明表彰日本弁理士会会長奨励賞 2010年
[発明協会]

Distinguished Visiting Fellowship 2011年
[Royal Academy of Engineering]

The Chinacom2011 Best Paper Award 2011年
[Chinacom2011]

2012年度 KDDI財団優秀研究賞 2013年
[KDDI財団]

IEEE VTS Conference Chair Award 2014年
[IEEE VTS]

C&C賞 2014年
[NEC C&C財団]

著書

1) 移動通信の基礎（執筆担当部分）第３章「レイリーフェージングの理論」および第７章「ダイバーシチ」.
[(1976)10月]

安達

2) 移動通信（執筆担当部分）第４章「アナログ音声伝送」および 第５章「ディジタル音声伝送」. [(1989)9月]

第４章：安達,第５章：安達,須田

3) ディジタル移動通信（執筆担当部分）第３章の１節—３節. [(1992)9月]

安達

4) CDMA移動通信システム (翻訳). [(1997)5月]

安達

5) Insights into mobile multimedia communications（執筆担当部分）Chap. 33:Orthogonal multi-rate DS-CDMA
for multimedia mobile/personal radio. [(1999)]

F. Adachi, K. Ohno, M. Sawahashi, A. Higashi

6) Wireless Communication Technologies: New multimedia systems（執筆担当部分）Chapter 12:IMT-2000 -
Challenges of wireless millennium. [(2000)7月]

F. Adachi, M. Sawahashi

7) Wireless Communications in the 21st century（執筆担当部分）Chap.5.3. [(2002)1月]
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安達　文幸

F. Adachi

8) Enhanced radio access technologies for next generation mobile communication. [Springer, (2007)2月]

Y. Park, F. Adachi

9) 通信システム工学. [朝倉書店, (2007)2月]

F. Adachi

10) Multi-Carrier Spread Spectrum 2007（執筆担当部分）Chapt.1:Frequency-domain equalization for block CDMA
transmission. [Springer, (2007)5月]

F. Adachi, A. Nakajima, K. Takeda, L. Liu, H. Tomeba, K. Fukuda

11) Distributed Antenna Systems: Open Architecture for Future Wireless Communication（執筆担当部分）
Chapt.14:Multi-hop Virtual Cellular Network. [CRC Press, (2007)6月]

E. Kudoh, F. Adachi

12) Mobile and Wireless Communications: Physical layer development and implementation. [IN-TECH publisher,
(2010)1月]

Salma Ait Fares, Fumiyuki Adachi

13) Mobile and Wireless Communications: Network layer and circuit level design. [IN-TECH publisher, (2010)1月
]

Salma Ait Fares, Fumiyuki Adachi

研究論文

1) 陸上移動無線用フェ-ジングシミュレ-タ. [信学論, 58-B (9), (1975), 449-456]

平出,安倍,花沢,安達

2) Error-rate performance of digital FM with discriminator detection in the presence of co-channel interference
under fast Rayleigh fading environment. [Trans. IECE Japan, E61 (9), (1978), 704-709]

K. Hirade, M. Ishizuka, F. Adachi

3) A periodic switching diversity technique for a digital FM land mobile radio. [IEEE Trans. Veh. Technol.,
VT-27 (4), (1978), 211-218]

F. Adachi, T. Hattori, K. Hirade, T. Kamata

4) Periodic switching diversity effect on co-channel interference performance of a digital FM land mobile radio.
[IEEE Trans. Veh. Technol., VT-27 (4), (1978), 220-223]

F. Adachi

5) ディジタル信号伝送における誤り率特性の導出法について. [信学論, 62-B (1), (1979), 74-75]

安達,石塚,平出

6) 2ブランチ switch and stay形切換ダイバ-シチにおける不等ブランチ電力の影響. [信学論, 62-B (5), (1979),
496-497]

安達

7) Error-rate performance of digital FM with differential detection in land mobile radio channels. [IEEE Trans.
Veh. Technol., VT-28 (3), (1979), 204-212]

K. Hirade, M. Ishizuka, F. Adachi, K. Ohtani

8) 2ブランチ切換ダイバ-シチの改善効果に及ぼすレベル検出器における低域フィルタの効果. [信学論, 62-B
(11), (1979), 1053-1054]

安達

通信システム工学講座（通信方式分野） 0 – 3



安達　文幸

9) Transmitter diversity for a digital FM paging system. [IEEE Trans. Veh. Technol., VT-28 (4), (1979),
333-338]

F. Adachi

10) Theoretical studies of a simulcast digital radio paging system using a carrier frequency offset strategy. [IEEE
Trans. Veh. Technol., VT-29 (1), (1980), 87-95]

T. Hattori, K. Hirade, F. Adachi

11) ディジタル FM陸上移動無線における Postdetectionダイバ-シチ効果. [信学論, 63-B (4), (1980), 349-356]

安達,服部

12) 周波数検波および遅延検波ディジタル FM陸上移動無線における Postdetection選択ダイバ-シチ効果. [信学
論, 63-B (8), (1980), 759-766]

安達

13) 陸上移動無線における受信電圧累積分布の推定誤差. [信学論, 63-B (11), (1980), 1158-1159]

安達,吉田

14) レイリ-フェ-ジングにおける受信電圧中央値の統計的推定. [信学論, J64-B (4), (1981), 336-337]

安達

15) 4値ディジタル FM陸上移動無線におけるポストデテクションダイバ-シチ効果. [信学論, J64-B (5), (1981),
369-376]

安達

16) Selection and scanning diversity effects in a digital FM land mobile radio with limiter discriminator detection.
[Trans. IECE Japan, E64 (6), (1981), 398-405]

F. Adachi

17) レイリ-フェ-ジング下での平均受信電力の統計的推定における有効な標本数および標本化周波数. [信学論,
J64-B (6), (1981), 556-557]

安達,吉田

18) 陸上移動無線における受信電圧累積確率の逐次測定. [信学論, J64-B (10), (1981), 1153-1154]

安達,吉田

19) 陸上移動無線における CCDを用いた受信電圧中央値測定. [信学論, J64-B (12), (1981), 1471-1472]

松本,安達

20) ディジタル FM陸上移動無線における検波後選択ダイバ-シチ効果に及ぼすアンテナ間隔の影響. [信学論,
J65-B (1), (1982), 54-61]

安達

21) Improvement effect of scanning diversity reception on cochannel interference performance of a digital FM land
mobile radio. [Trans. IECE Japan, E65 (7), (1982), 409-410]

F. Adachi

22) スプリットフェ-ズ信号の復号法について. [信学論, J65-B (9), (1982), 1206-1207]

安達

23) 陸上移動無線における受信電圧中央値の劣化検出について. [信学論, J65-B (10), (1982), 1322-1323]

松本,安達

24) 陸上移動無線における短時間平均受信電圧の最適測定時間について. [信学論, J65-B (11), (1982), 1444-1445]

村田,安達

25) Postdetection selection diversity effects on digital FM land mobile radio. [IEEE Trans. Veh. Technol., VT-31
(4), (1982), 166-172]
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F. Adachi

26) Experimental results of dual scanning diversity system. [Trans. IECE Japan, E66 (2), (1983), 159-160]

F. Adachi

27) Advanced scanning diversity for a digital FM land mobile radio. [Trans. IECE Japan, E66 (5), (1983),
283-289]

F. Adachi

28) Scanning diversity effect on channel reuse in a digital FM cellular land mobile radio. [Trans. IECE Japan,
E66 (7), (1983), 453-454]

F. Adachi

29) ディジタルFM陸上移動無線における検波後最大比合成法について. [電子通信学会論文誌, J66-B (9), (1983),
1171-1172]

安達

30) ディジタル FM陸上移動無線における検波後合成ダイバ-シチについて. [電子通信学会論文誌, J66-B (9),
(1983), 1173-1174]

安達

31) Cross-correlation between the envelopes of 900 MHz signals received at a mobile radio base-station site. [IEE
Proc. Pt. F, 133 (6), (1986), 506-512]

F. Adachi, M. T. Feeney, A. G. Williamson, J. D. Parsons

32) Efficient ARQ with time diversity reception - a time diversity ARQ. [Electronics Letters, 22 (23), (1986),
1257-1258]

F. Adachi, S. Itoh

33) Comment on the calculation of the pdf of the output of a two-branch switch and stay diversity system. [IEEE
Trans. Commun., COM-34 (11), (1986), 1150-1151]

J. D. Parsons, A. G. Williamson, F. Adachi, F. P. Payne

34) Postdetection diversity using modified phase correction loop for digital FM mobile radio. [IEE Proc. Pt. F,
134 (1), (1987), 27-34]

F. Adachi, J. D. Parsons

35) An evaluation of specific diversity combiners using signals received by vertically-spaced base-station antennas.
[Journal of the Institution of Electronic and Radio Engineers, 57 (6), (1987), S218-S224]

F. Adachi, M. T. Feeney, J. D. Parsons

36) Half-bit offset decision frequency detection of differentially encoded GMSK signals. [Electronics Letters, 23
(24), (1987), 1311-1312]

K. Ohno, F. Adachi

37) GMSK frequency detection using decision feedback equalisation. [Electronics Letters, 23 (25), (1987), 1350-
1351]

K. Ohno, F. Adachi

38) Effect of correlated fading on level crossing rates and average fade durations with predetection diversity
reception. [IEE Proc. Pt. F, 135 (1), (1988), 11-17]

F. Adachi, M. T. Feeney, J. D. Parsons

39) Block error probability of narrowband digital FM with frequency detection in land mobile radio. [Electronics
Letters, 24 (7), (1988), 422-424]

K. Ohno, F. Adachi

40) Performance analysis of ICMA/CD multiple access for a packet mobile radio. [Electronics Letters, 24 (8),
(1988), 469-471]

通信システム工学講座（通信方式分野） 0 – 5



安達　文幸

F. Adachi, K. Ohno, M. Kitagawa

41) Field experiments of narrowband digital FM transmissions with diversity reception at 1.45 GHz carrier
frequency. [Electronics Letters, 24 (10), (1988), 576-577]

K. Ohno, F. Adachi

42) 4.8 kb/s data transmission over 16 kb/s digital mobile radio channel. [Electronics Letters, 24 (11), (1988),
705-706]

S. Itoh, T. Miki, F. Adachi

43) 無線通信におけるフェ-ジング補償技術. [電子情報通信学会誌, 71 (5), (1988), 483-490]

小牧,安達

44) Performance analysis of GMSK frequency detection with decision feedback equalisation in digital land mobile
radio. [IEE Proc. Pt. F, 135 (3), (1988), 199-207]

F. Adachi, K. Ohno

45) Random FM noise with selection diversity. [IEEE Trans. Commun., 36 (6), (1988), 752-754]

F. Adachi, J. D. Parsons

46) Unified analysis of postdetection diversity for a binary digital FM mobile radio. [IEEE Trans. Veh. Technol.,
37 (4), (1988), 189-198]

F. Adachi, J. D. Parsons

47) Experiments on postdetection diversity for narrowband digital FM mobile radio. [Electronics Letters, 24 (24),
(1988), 1491-1493]

F. Adachi, K. Ohno

48) Block error probability for noncoherent FSK with diversity reception in mobile radio. [Electronics Letters, 24
(24), (1988)]

F. Adachi, K. Ohno

49) Level crossing rate and average fade duration for time diversity reception in Rayleigh fading conditions. [IEE
Proc. Pt.F, 135 (6), (1988), 501-506]

F. Adachi, M. T. Feeney, J. D. Parsons

50) Application of MLSE to GMSK frequency detection. [Electronics Letters, 24 (25), (1988), 1539-1540]

K. Ohno, F. Adachi

51) Performance analysis of a time diversity ARQ in land mobile radio. [IEEE Trans. Commun., COM-37 (2),
(1989), 177-183]

F. Adachi, S. Itoh, K. Ohno

52) Effects of diversity reception on BCH-coded QPSK cellular land mobile radio. [Electronics Letters, 25 (3),
(1989), 188-189]

F. Adachi, H. Suda

53) Error rate performance of digital FM mobile radio with postdetection diversity. [IEEE Trans. Commun., 37
(3), (1989), 200-210]

F. Adachi, J. D. Parsons

54) Effects of postdetection selection diversity reception in QDPSK land mobile radio. [ELectronics Letters, 25
(19), (1989), 1293-1294]

K. Ohno, F. Adachi

55) Experimental evaluation of postdetection diversity reception of narrowband digital FM signals in Rayleigh
fading. [IEEE Trans. Veh. Technol., 38 (4), (1989), 216-221]

F. Adachi, K. Ohno

0 – 6 通信工学専攻
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56) Performance evaluation of various decision schemes for frequency demodulator reception of narrowband digital
FM signals in land mobile radio. [IEEE Trans. Veh. Technol., 39 (2), (1990), 109-116]

K. Ohno, F. Adachi

57) QDPSK移動無線伝送における検波後選択ダイバ-シチ受信の効果. [信学論, J73-B-II (11), (1990), 651-657]

大野公士,安達文幸

58) BER performance of QDPSK with postdetection diversity reception in mobile radio channels. [IEEE Trans.
Veh. Technol., 40 (1), (1991), 237-249]

F. Adachi, K. Ohno

59) Channel coding/diversity reception on packet mobile radio. [Electronics Letters, 27 (7), (1991), 607-608]

M. Kitagawa, K. Ohno, F. Adachi

60) BER performance owing to random FM noise for QDPSK mobile radio with diversity reception. [Electronics
Letters, 27 (8), (1991), 629-631]

F. Adachi, K. Ohno

61) BER analysis of convolutional coded QDPSK in digital mobile radio. [IEEE Trans. Veh. Technol., 40 (2),
(1991), 435-442]

T. Matsumoto, F. Adachi

62) Combined convolutional coding/diversity reception for QDPSK land mobile radio. [Trans. IEICE, E74 (6),
(1991), 1522-1530]

T. Matsumoto, F. Adachi

63) Baseband processing frequency-drift-compensation for QDPSK signal transmission. [Electronics Letters, 27
(17), (1991), 1521-1523]

M. Ikura, K. Ohno, F. Adachi

64) Double symbol error rate and block error rate of MDPSK. [Electronics Letters, 27 (17), (1991), 1571-1573]

F. Adachi, T. Matsumoto

65) Postdetection selection diversity with unequal branch signal power compensation. [Electronics Letters, 27
(17), (1991), 1588-1590]

F. Adachi

66) Postdetection MRC diversity for p/4-shift QDPSK mobile radio. [Electronics Letters, 27 (18), (1991), 1642-
1643]

F. Adachi, K. Ohno

67) A fast clock synchroniser using initial phase presetting DPLL (IPP-DPLL) for burst signal reception.
[Electronics Letters, 27 (21), (1991), 1902-1903]

K. Ohno, F. Adachi

68) QDPSK signal transmission performance with postdetection selection diversity reception in land mobile radio.
[IEEE Trans. Veh. Technol., 40 (4), (1991), 798-804]

K. Ohno, F. Adachi

69) Analysis of DPSK error rate due to multipath channel delay spread. [Electronics Letters, 28 (7), (1992),
623-625]

F. Adachi

70) Baseband-processing feedforward carrier frequency drift compensation for DPSK mobile radio. [Electronics
Letters, 28 (8), (1992), 771-773]

M. Ikura, K. Ohno, F. Adachi

通信システム工学講座（通信方式分野） 0 – 7
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71) Combined effects of antenna hopping and channel coding for digital land mobile radio. [IEEE Trans. Veh.
Technol., 41 (2), (1992), 170-176]

A. Hiroike, F. Adachi, N. Nakajima

72) Postdetection selection diversity reception with correlated, unequal average power Rayleigh fading signals for
p/4-shift QDPSK mobile radio. [IEEE Trans. Veh. Technol., 41 (2), (1992), 199-210]

F. Adachi, K. Ohno, M. Ikura

73) Differential phase noise distribution of Rayleigh faded DPSK signal with selection diversity. [Electronics
Letters, 28 (10), (1992), 898-900]

F. Adachi, M. Sawahashi

74) Distribution of phase angle between two Rayleigh vectors perturbed by Gaussian noise. [Electronics Letters,
28 (10), (1992), 923-925]

F. Adachi, T. T. Tjhung

75) Baseband feedforward frequency drift compensation without false phase locking for burst DPSK signal
reception. [Electronics Letters, 28 (12), (1992), 1165-1167]

M. Ikura, F. Adachi

76) Combined effect of diversity reception/channel coding on error floor due to delay spread in DPSK mobile radio.
[Electronics Letters, 28 (12), (1992), 1131-1133]

K. Ohno, F. Adachi, K. Kawamura

77) Postdetection phase combining diversity for reception of faded DPSK signals. [Electronics Letters, 28 (16),
(1992), 1513-1514]

F. Adachi, K. Ohno, M. Ikura

78) Performance analysis of various 16 level modulation schemes under Rayleigh fading. [Electronics Letters, 28
(17), (1992), 1579-1581]

F. Adachi, M. Sawahashi

79) 最近の移動体通信技術. [テレビジョン学会誌, 46 (8), (1992), 955-960]

安達

80) Performance limits of coded multilevel DPSK in cellular mobile radio. [IEEE Trans.Veh．, 41 (4), (1992),
329-336]

T. Matsumoto, F. Adachi

81) Viterbi-decoding differential detection of DPSK. [Electronics Letters, 28 (23), (1992), 2196-2198]

F. Adachi, M. Sawahashi

82) Postdetection selection diversity with unequal branch power compensation. [Electronics Letters, 28 (25),
(1992)]

K. Ohno, F. Adachi, K. Kawamura

83) Decision feedback multiple-symbol differential detection for M-ary DPSK. [Electronics Letters, 29 (15),
(1993), 1385-1387]

F. Adachi, M. Sawahashi

84) Decision feedback differential detection of 16DAPSK signals. [Electronics Letters, 29 (16), (1993), 1455-1456]

F. Adachi, M. Sawahashi

85) On the error rates of narrowband p/4-DQPSK in Rayleigh fading and Gaussian noise. [IEEE Trans. Veh.
Technol., 42 (3), (1993), 259-265]

F. Adachi
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安達　文幸

86) Phase distributions of Rayleigh faded signal with selection diversity reception. [IEE Proceedings-I, 140 (4),
(1993), 308-316]

F. Adachi, T. T. Tjhung

87) Postdetection optimal diversity combiner for DPSK signal transmission under Rayleigh fading. [IEEE Trans.
Veh. Technol., 42 (3), (1993), 326-337]

C. S. Ng, T. T. Tjhung, F. Adachi, K. M. Lye

88) ディジタル信号処理を用いた高速周波数ホッピング送受信機の構成とその特性. [信学論, J77-B-II (5),
(1994), 233-239]

佐和橋衛,安達文幸

89) Error rate analysis of MDPSK/CPSK with diversity reception under very slow Rayleigh fading and cochannel
interference. [IEEE Trans. Veh. Technol., 43 (2), (1994), 252-263]

F. Adachi, M. Sawahashi

90) Postdetection phase combining diversity. [IEEE Trans. Veh. Technol., 43 (2), (1994), 298-303]

M. Ikura, F. Adachi

91) Effects of non-matched receiver filters on p/4-DQPSK bit error rate in Rayleigh fading. [IEICE Trans.
Commun., E77-B (6), (1994), 800-807]

C.S.Ng, T.T. Tjhung, F. Adachi

92) Approximate maximum likelihood coherent detection of M-ary PSK signals using Viterbi algorithm. [Elec-
tronics Letters, 30 (18), (1994), 1463-1465]

F. Adachi

93) Closed-form error probability formula for narrowband FSK, with limiter-discriminator-integrator detection, in
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