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Painotetun opetuksen oppilasvalikointi 
Suomen kaupunkikouluissa: valintakriteerit 
ja ideaalioppilaan normi 

Terhi Pasu, Piia Seppänen & Sonja Kosunen

ABSTRACT 

Pupil selection to emphasised teaching  
in comprehensive schools in urban Finland: 
selection criteria and the norm of the 
ideal pupil

In this article we research how pupil selection 
inside formally non-selective comprehensive 
schooling in Finland is governed and analyse 
the admission criteria cities (n=12) and 
schools use to select pupils for emphasised 
teaching. We analyse how the pupil selection 
criteria texts present content that requires 
di�erent forms of capital (Bourdieu) to enrol 
to emphasised teaching. Use of the admission 
criteria was vast and varied nationally. It did 
not just evaluate pupil’s aptitudes in a certain 
emphasised discipline as legislation lines but 
applied much more versatile criteria. We argue 
that pupil selection texts create the norm of the 
ideal pupil preferred by emphasised teaching. 
Municipalities and schools are the key actors 
creating routes to social distinction inside 
comprehensive schooling.

Keywords: pupil selection, school choice, 
emphasised teaching, capital, social class

JOHDANTO 

Perusopetus ja sen kouluverkko ovat Suomessa 
kuntien järjestämisvastuulla ja siten  perusopetus 
on erittäin keskeinen kunnallinen sivistystoi-
men peruspalvelu osana lasten, nuorten ja per-
heiden palvelukokonaisuutta (mm. Mattila ym. 
2021). Myös peruskoulujen hallinnollisesta op-
pilaaksiotosta päättävät kunnat ja koulut. Tässä 
artikkelissa tarkastelemme sitä, miten suuret 
suomalaiskaupungit ja niiden peruskoulut ku-
vaavat hallinnollisesti järjestävänsä oppilasva-

lintansa kouluihin ja niiden opetusryhmiin sil-
loin, kun koulut käyttävät painotettua opetusta 
(Perusopetuslaki 628/1998, 28 §) perusteena va-
likoida oppilaitaan. 

Perheet voivat hakea lapselle oppilaspaikkaa 
painotettuun opetukseen joko oppilaalle nime-
tyssä lähikoulussa tai muussa koulussa, jolloin 
he samalla hakevat muuhun kuin kunnan osoit-
tamaan lähikouluun. Painotettuun opetukseen 
valitut oppilaat muodostavat usein oman pysy-
vän opetusryhmänsä, vaikka kuntia ei velvoiteta 
järjestämään painotettua opetusta luokkamuo-
toisesti (Simola ym. 2015). Oppilaiden valikoi-
minen ja ryhmittely pysyväksi opetusryhmäk-
si perheiden tekemien valintojen mukaisesti 
johtaa paljon valintoja tehneiden ja näin ollen 
pääsääntöisesti hyväosaisten oppilaiden eriyty-
miseen omaksi ryhmäkseen sosiaalisen taustan 
perusteella (mm. Kosunen ym. 2016), millä 
tiedetään olevan yhteys koulun sisäisiin sosiaa-
lisiin hierarkioihin arjessa (Peltola 2020), kou-
lumenestykseen (Berisha & Seppänen 2017) ja 
valikoidussa ryhmässä opiskelevien oppilaiden 
käsityksiin itsestään oppijana (Koivuhovi ym. 
2020). Koska opetusryhmien muodostaminen 
on kuntien ja koulujen hallinnollinen toimi, 
oppilaiden ryhmittelykäytännöillä on yhteys sii-
hen, luodaanko lasten sosioekonomisten taus-
tojen suhteen eriarvoistavia rakenteita yhtenäi-
seksi tarkoitetun peruskoulun sisälle (Seppänen 
ym. 2023). 

Peruskoulujärjestelmä rakennettiin siten, et-
tä lakisääteisesti (Laki peruskoulusta 467/1983, 
7 §) kunnat velvoitettiin jakamaan alueensa kou-
lupiireihin, mikä säänteli oppivelvollisten sijoit-
tamista peruskouluihin. Vapaakuntakokeiluista 
1980-luvun lopulta alkaen, sittemmin osana kes-
kusjohtoisen hallinnon hajauttamista 1990-lu-
vulla, kaupunkeja ei enää velvoitettu käyttämään 
koulupiirejä oppilaaksiotossa, ja peruskouluille 
annettiin mahdollisuus valita (osa) oppilaitaan. 

Hallinnon Tutkimus 42 (1), 38–55, 2023 
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the determination of the assigned value. First, a robust sta-
tistical method was utilised for development of assigned 
values based on the participant�s results. Robust mean and 
robust standard deviation were calculated using an Algo-
rithm A, which transformed the original data by a process 
called winsorisation to provide an alternative estimator of 
mean and standard deviation [2]. This method is robust for 
outliers, when the expected proportion of outliers is less 
than 20% [2]. The iterations of the robust mean and stand-
ard deviations were continued until there was no change in 
the 3rd signi�cant �gure of the robust means and standard 
deviations [2]. In this paper, the robust means and standard 
deviations of 55Fe, 63Ni, 14C and 60Co calculated from par-
ticipant�s results are referred to as measured assigned values. 
Second method for determination of the assigned value was 
carried out by calculating the activity concentrations based 
on the activation reactions. These results are referred to as 
calculated assigned values.

Performance assessment was carried out using z score 
[2]. The participant�s results (noted  xi) were assessed against 
both measured assigned values and calculated assigned val-
ues. z score was calculated using Eq.�(1). In cases, when 
the robust standard deviation was large, the uncertainty of 
the assigned value u(xpt) calculated using Eq.�(2) was used 
as �pt. Selection of the u(xpt) as �pt was used so that the 
results that were not �t for purpose received an action signal 
[2]. u(xpt) was used as �pt when robust standard deviation 
was larger than 20%. The analysis results with z score were 
marked as acceptable when z � 2.0, a warning signal was 
given for results with 2.0 < z < 3.0, and results were unac-
ceptable for z � 3.0 [2].

where  xi = the value given by a participant i,  xpt = the 
assigned value, �pt = standard deviation for the pro�ciency 
assessment

where s* = robust standard deviation of the results, p = num-
ber of samples.

Overview of�the�radiochemical analyses

The radiochemical analyses of 55Fe, 63Ni and 14C were 
based on either internal or published procedures. A gen-
eral summary of the procedures is presented by Leskinen 
et�al. [3] and detailed procedures in the references [6�14]. 
Due to anonymity, procedures were not linked with spe-
cific analytical results. In general, the radiochemical 
analysis of 55Fe and 63Ni began with complete digestion 
of the solid material using different acid mixtures with 
and without heating and sometimes using high pressure 

(1)�� � ��� � ��������

(2)������ � ���� � �������

(e.g. microwave oven). The participants reported mainly 
no difficulties in the solubility of the steel samples. How-
ever, in the case when no heating was applied, small black 
particles, which were most likely carbon, remained in the 
acid digestion solution. After the digestion of the solid 
samples, separation of Fe and Ni from other elements 
was carried out using mainly hydroxide precipitation fol-
lowed by an anion exchange resin (AG 1 × 4 resin by Bio-
Rad or Dowex 1 × 4 resin by Dow Chemical Company), 
which separated Fe and Ni from each other. The eluted 
Fe fraction from the anion exchange resin was most of 
the times evaporated to dryness without further purifi-
cation. The evaporated residues were dissolved and ali-
quots were taken for the yield and Liquid Scintillation 
Counting (LSC) measurements. Ni fractions were further 
purified using Ni-resin by Eichrom Technologies once 
or twice, since especially 60Co needs to be efficiently 
removed from the Ni fraction. The eluate was most often 
evaporated to small volumes and aliquots were taken for 
the yield and LSC measurements. Fe and Ni yield meas-
urements were carried out mainly using elemental analy-
sis techniques, generally by ICP techniques but also by 
standard addition.

The analysis of 14C was carried out either using an acid 
digestion with oxidation of carbon to  CO2 or by using a dedi-
cated equipment for volatile radionuclides, namely Oxidizer 
(Perkin Elmer), Pyroxidiser (Eraly) and Pyrolyser (RAD-
DEC). All the dedicated equipment are furnaces with oxygen 
as carrier gas in �rst equipment and air supplemented with 
oxygen in the last two equipment. In all cases, the released 
14C is trapped in a basic solution (generally Carbosorb or 
NaOH) which is then analysed by LSC. 14C yields were 
determined using liquid sources.

Overview of�the�gamma spectrometric analyses

Some participants also carried out analysis of 60Co either in 
solid form or they dissolved the samples �rst before meas-
uring the gamma emissions using HPGe gamma detectors. 
Efficiency calibrations were carried out using calibra-
tion sources or Mirion Technologies softwares ISOCS or 
LabSOCS.

Activation calculation results

Table�2 lists the speci�c activities of the activated steel 
samples calculated with ORIGEN-S. Uncertainties of the 
speci�c activities were calculated using the law of error 
propagation in multiplication. The uncertainties arise from 
the uncertainties in exact original material composition, 
neutron dose, reaction cross sections and decay time. Cross 
section uncertainties were assumed according to reference 
[15]. Uncertainties in material compositions were estimated 
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to be 10% for C, Fe, Co, Ni and 25% for N. Total neutron 
dose based on the semiempirical dosimetry measurements 
was obtained directly from the owner of the material and its 
uncertainty was not available.

Statistical analysis of�55Fe, 63Ni, 14C and�60Co results

In total, 21 55Fe, 15 63Ni, 7 14C and 17 60Co measured data 
entries were statistically analysed. A summary of the statisti-
cally evaluated data, namely standard statistics and robust 
statistics, is shown in Table�3. In comparison of the Table�3 
(measured assigned values) and Table�2 (calculated assigned 
values) results, it can be calculated that in the case of 55Fe, 
measured assigned value was 73% of the calculated assigned 
value. The corresponding percentages for 63Ni was 103%, for 
14C 50% and for 60Co 120%. Therefore, the 63Ni results seem 
to be in an excellent agreement (– 5%), 55Fe and 60Co results 
in tolerable agreement (– 25%) whereas 14C results exhibit 
signi�cant di�erence (– 50%). However, both the calculated 
and measured assigned values are a�ected by several param-
eters and their uncertainties and therefore, further discussion 
is carried out in the following text.

The 55Fe, 63Ni, 14C and 60Co data entries are respectively 
shown in Figs.�1, 2, 3 and�4 together with measured and 
calculated assigned values. Some laboratories analysed rep-
licates and thus some sample numbers have 2 to 4 entries. 
All uncertainties are presented in 2� except for samples 19 
and 20, which were not submitted with uncertainties.   

Table�4 summarises the z score values when the results 
are compared with the measured assigned values and with 
the calculated assigned values. In the case of 55Fe, 63Ni and 

14C, the uncertainty of the assigned value u(xpt) was used 
as �pt (see Eqs.�1, 2), since the robust standard deviations 
were large (30%, 31% and 61%, respectively). The standard 
deviation of the assigned value was 16% for 60Co, thus it was 
used in the z score calculations.

The 55Fe results in Fig.�1 and Table�4 show that when 
measured 55Fe results are compared with the measured 
assigned values, 57% of the results are within 2� of the 
measured assigned value (z � 2.0), 10% in warning signal 
range (2.0 < z < 3.0) and 33% in unacceptable range (z � 3.0). 
The z score calculations do not take into consideration the 
uncertainties of the measured data entries. Therefore, visual 
assessment of the Fig.�1 shows that when the 2� uncertain-
ties of the measured data entries are taken into considera-
tion, 76% of the results are within the 2� uncertainty of the 
measured assigned value. When the measured 55Fe results 
are compared with the calculated assigned value, 28% of 
the results are within 2� of the measured assigned value 
(z � 2.0), 48% in warning signal range (2.0 < z < 3.0) and 
24% in unacceptable range (z � 3.0). Visual assessment 
of the Fig.�1 shows that when the 2� uncertainties of the 
measured data entries are taken into consideration, 67% 
of the results are within the 2� uncertainty of the calcu-
lated assigned value. It can be concluded, that the measured 
assigned value includes higher number of measured 55Fe 
results within the 2� uncertainty. Moreover, it can be noticed 
that when the uncertainties of the measured results are con-
sidered, the distributions of the results are comparable with 
measured and calculated assigned values e.g. the majority 
of the laboratories (76% and 67%, respectively) obtained 
satisfactory results for 55Fe determination.

The 63Ni results in Fig.�2 and Table�4 show that when 
measured 63Ni results are compared with the measured 
assigned values, 60% of the results are within 2� of the 
measured assigned value (z � 2.0) and 40% in unaccepta-
ble range (z � 3.0). Visual assessment of the Fig.�1 shows 
that when the 2� uncertainties of the measured data entries 
are taken into consideration, 73% of the results are within 
the 2� uncertainty of the measured assigned value. When 
the measured 63Ni results are compared with the calculated 
assigned value, 60% of the results are within 2� of the meas-
ured assigned value (z � 2.0), 13% in warning signal range 

Table 2  55Fe, 63Ni, 14C, and 60Co activation calculation results

Radionuclide Calculated activ-
ity concentration 
(Bq�g�1)

55Fe 101,000 – 13,000
63Ni 83,800 – 11,300
14C 1000 – 300
60Co 86,900 – 9100

Table 3  Summary of the 
statistically evaluated measured 
data (activity concentration data 
in Bq�g�1)

* 1 Outlier (sample 20) excluded from the calculations

Nuclide Number of 
data entries

Standard statistics Robust statistics

Median Average – SD Number of 
iterations

Robust mean – SD Uncertainty of 
robust mean (1�)

55Fe 21 72,000 73,200 – 26,000 15 73,700 – 22,300 6100
63Ni 15 88,500 85,200 – 26,000 14 86,400 – 26,400* 8800
14C 7 600 500 – 300 2 500 – 300 200
60Co 17 98,100 104,100 – 14,500 3 104,100 – 16,400 5300
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(2.0 < z < 3.0) and 27% in unacceptable range (z � 3.0). 
Visual assessment of the Fig.�2 shows that when the 2� 
uncertainties of the measured data entries are taken into 

consideration, 73% of the results are within the 2� uncer-
tainty of the calculated assigned value. It can be concluded, 
that whatever the type of assigned value is considered with 

Fig. 1  55Fe data entries with 2� uncertainties in increasing activity concentration order and measured (blue) and calculated (red) assigned values 
with 2� uncertainties. (Color �gure online)

Fig. 2  63Ni data entries with 2� uncertainties in increasing activity concentration order and measured (blue) and calculated (red) assigned values 
with 2� uncertainties. Result of sample number 20 is considered an outlier. (Color �gure online)
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2� uncertainty of the measured data entries, the three-
fourths of participants obtained satisfactory results for 63Ni 
determination.

The 14C results in Fig.�3 and Table�4 show that when 
measured 14C results are compared with the measured 
assigned values, 43% of the results are within 2� of the 
measured assigned value (z � 2.0) and 57% in the warning 
signal range (2.0 < z < 3.0). Visual assessment of the Fig.�3 
shows that when the 2� uncertainties of the measured data 
entries are taken into consideration, 71% of the results are 
within the 2� uncertainty of the measured assigned value. 
The measured assigned value for 14C was derived from 7 
data entries, which is signi�cantly less than data entries 
for 55Fe, 63Ni and 60Co (21, 15 and 17, respectively). Addi-
tionally, 3/7 of the results were provided by one laboratory 
and this may have caused a bias. Additionally, the uncer-
tainties of the 14C analysis results had also a wide range 
(11�41%). When the measured 14C results are compared 
with the calculated assigned value, 57% of the results are 
within 2� of the measured assigned value (z � 2.0), 14% in 
warning signal range (2.0 < z < 3.0) and 29% in unaccepta-
ble range (z � 3.0). Visual assessment of the Fig.�3 shows 
that when the 2� uncertainties of the measured data entries 

are taken into consideration, 57% of the results are within 
the 2� uncertainty of the calculated assigned value. It can 
be concluded, that within the 2� uncertainties of the meas-
ured assigned value includes higher number of results even 
though the uncertainty of the calculated assigned value is 
higher than the corresponding measured value. Moreover, it 
can be noticed that when the uncertainties of the measured 
results are considered, three-fourths of the 14C results are 
satisfactory when compared to the measured assigned value 
whereas only two-thirds of the 14C results are satisfactory 
compared to the calculated assigned value. However, when 
the uncertainties raising from the radiochemical analysis and 
number of data entries are compared with the uncertainties 
arising from the calculations, an overall conclusion can be 
made that the results are aligned well enough and at least in 
same order of magnitude.

Majority of 60Co measurements were carried out in solid 
form. However, some measurements were carried out in 
the acid digested solutions (marked with * in Fig.�4 and in 
Table�4). The results have a consistent trend and no major 
di�erence between measurements in solid and solution can 
be observed. The 60Co results in Fig.�4 and Table�4 show that 
when measured 60Co results are compared with the measured 

Fig. 3  14C data entries with 2� uncertainties in increasing activ-
ity concentration order and measured (blue) and calculated (red) 
assigned values with 2� uncertainties. Acid digestion was used for 

samples 12, 16, 17 and 18 and combustion method for samples 4, 6 
and 13. (Color �gure online)
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assigned values, 100% of the results are within 2� of the 
measured assigned value (z � 2.0). When the measured 60Co 
results are compared with the calculated assigned value, 
59% of the results are within 2� of the measured assigned 
value (z � 2.0), 12% in warning signal range (2.0 < z < 3.0) 
and 29% in unacceptable range (z � 3.0). Visual assessment 
of the Fig.�4 shows that when the 2� uncertainties of the 
measured data entries are taken into consideration, 82% of 
the results are within the 2� uncertainty of the calculated 
assigned value. It can be concluded that when the 2� uncer-
tainties of the measured data entries are considered, all of 
the 60Co results are satisfactory when compared to the meas-
ured assigned value and only three-fourths when compared 
to the calculated assigned value.

Discussion

Critical considerations in�the�radiochemical analysis 
of�55Fe

55Fe decays via electron capture to 55Mn with the emis-
sion of Auger electrons and low-energy X-rays, namely 
5.888�keV, 5.899�keV and 6.490�keV. Low-energy X-rays 
can be measured using low-energy gamma spectrometers, 

gas �ow proportional counters, and LSC. If the low-energy 
gamma spectrometry is the measurement technique of 
choice, the 55Fe analysis results have been reported to be 
comparable with LSC results, but the analysis is a�ected by 
self-attenuation, which depends on geometrical parameters 
and chemical composition of the precipitated sample [16]. 
However, the most common measurement technique is LSC, 
which can detect both the K-Auger electrons and the K X-ray 
emissions. However, due to the low energies, the measure-
ment of 55Fe is challenged by several phenomena related to 
the LSC measurement technique. First, the LSC samples 
need to be dark-adapted long enough time in order to elimi-
nate the chemiluminescence, which exhibits signal in the 
lower channels of the LSC spectrum similar to 55Fe emis-
sions. Normally, chemiluminescence decays away within 
1�h of sample preparation [17], but sometimes cooling of 
the sample to approximately 10�°C at least 1�h and use of 
a coincidence technique has been required to overcome the 
e�ects of the chemiluminescence [18]. Second, the meas-
urement of low energy 55Fe is highly a�ected by quench-
ing, which has an especially signi�cant e�ect on the low 
energy emissions. Since the slope of the counting e�ciency 
curve is steep in the beginning of the graph, even small 
changes in the quenching can result in a signi�cant increase 
or decrease in the counting e�ciency resulting in a bias in 

Fig. 4  60Co data entries with 2� uncertainties in increasing activity concentration order and measured (blue) and calculated (red) assigned values 
with 2� uncertainties. Samples measured in solution marked with *. (Color �gure online)
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the measurement results. In the analysis of 55Fe, the yellow 
colour of Fe(III) is a very e�cient colour quenching agent. 
In order to overcome the colour quenching e�ect, reduc-
tion of Fe(III) to Fe(II) has been carried out using reducing 
agents such as ascorbic acid [19]. However, the reduction 
was not permanent and the colour returned into the LSC 
samples after some days [19]. Another solution is to form 
a stable iron complex such as a colourless Fe-phosphate, 
which can be achieved by dissolving the puri�ed Fe frac-
tion into dilute phosphoric acid [20]. Third, selection of the 
scintillation cocktail has an e�ect on the tolerance for acids 
and hence, measurable amount of Fe [20]. The tolerance of 
acids, namely 1�M HCl and 1�M  HNO3 by di�erent scintilla-
tion cocktails and their e�ect on the counting e�ciency have 
been studied by Warwick [21]. Majority of the participants 
in the intercomparison exercise diluted the 55Fe fractions 
into 1�M  H3PO4 [3]. However, further details in the colours 
of the 55Fe fractions or counting e�ciencies were not sub-
mitted. Nevertheless, after discussions on the preliminary 
results, two participants recalculated the 55Fe results using 

improved quenching analysis resulting in consistent results 
compared with the majority of the submitted results [3]. The 
improved quenching analysis included a preparation of a 
new 55Fe quenching curve and calculation of activity results 
against it and recalculation of the activity results using a 
Hidex provided CoreF function for conversion of TDCR (tri-
ple to double count rate) to counting e�ciency [3]. In the 
�rst case, the activity results decreased on average 38% and 
in the second case, on average 41%. These results empha-
sise the importance of correct quenching correction in the 
analysis of 55Fe via LSC.

In addition to challenges in the LSC measurement tech-
nique, puri�cation of 55Fe from interfering radionuclides 
needs to be carefully carried out. Special care is also needed 
in the evaporation of the Fe fraction in HCl solution to near 
dryness since prolonged heating converts the Fe (III) chlo-
ride residue to a much more persistent oxide [20]. 55Fe 
puri�cation via TRU resin treatment or hydroxide precipi-
tation followed by ion exchange chromatography [3] seemed 
to eliminate all the interfering radionuclides from the Fe 

Table 4  z scores for 55Fe, 63Ni, 
14C and 60Co measured results 
compared with measured 
assigned value (Meas.) and 
calculated assigned value 
(Calc.) in italics when z � 2.0, in 
bold when 2.0 < z < 3.0, and in 
bolditalics when z � 3.0

*60 Co measured in solution

Sample 
number

55Fe 63Ni 14C 60Co

Meas Calc Meas Calc Meas Calc Meas Calc

1 1.6 1.4 0.8 0.4 � � 0.9 3.3

2 0.4 2.1 0.2 0.1 � � 0.7 2.9

3 2.5 1.0 0.6 0.7 � � 1.5 4.3

3 0.5 2.1 1.1 1.1 � � 1.1* 3.6

4 � � � � 1.5 1.0 1.1 3.7

5 � � � � � � 1.1 3.7

6 � � � � 0.8 2.4 0.4 1.0

7 1.2 2.9 0.1 0.2 � � 0.8 0.3

7 � � � � � � 1.2* 0.3

8 0.6 2.6 � � � � 0.3 1.2

8 1.5 3.1 � � � � 0.4* 1.1

9 0.3 2.4 4.5 3.3 � � � �
10 0.2 2.2 � � � � � �
11 0.4 2.5 6.5 4.9 � � � �
12 0.2 2.4 0.1 0.1 2.3 3.2 1.0* 0.1
13 � � � � 2.3 3.3 � �
14 6.8 1.2 1.9 1.7 � � 0.3* 2.3

14 8.4 2.0 1.5 1.4 � � � �
14 4.8 0.2 � � � � � �
14 3.8 0.3 � � � � � �
15 � � � � � � � �
16 0.5 2.5 0.6 0.9 2.1 0.6 0.6 0.8

17 2.5 3.5 4.4 3.7 0.1 1.8 0.7 0.6

18 0.9 2.7 3.2 2.8 2.2 0.6 0.7 0.6

19 5.7 5.2 3.4 2.5 � � 0.7 0.6

20 8.3 6.5 9.6 7.3 � � � �
20 8.7 6.7 � � � � � �
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fraction since none of the participants expressed di�culties 
in the 55Fe sample preparation.

Critical considerations in�the�radiochemical analysis 
of�63Ni

63Ni is a pure beta emitter with a maximum energy of 
66.98�keV. Careful radiochemical puri�cation is required 
prior to LSC detection in order to eliminate the interfering 
radionuclides. 60Co is a problematic interference especially 
in the analysis of 63Ni for two reasons. First, as the radio-
chemical behaviour of these two metals is very similar, Co 
reduces the radiochemical yield of Ni by competing with Ni 
for available sorption sites in extraction chromatographic Ni 
resin. Steel samples may contain both active and inactive 
isotopes of Co and Ni, especially if stable Co and Ni carriers 
have been added to the sample in the beginning of the analy-
sis, leading easily to the exceeded binding capacity of the 
extraction chromatography resin. Second, 60Co is disturbing 
the activity measurements of 63Ni due to overlapping beta 
energies, the endpoint beta energies being 318�keV for 60Co 
and 67�keV for 63Ni.

Stable Ni and Co carriers are often added before radio-
chemical separation of 63Ni from 60Co, for enabling quan-
titative precipitation of 63Ni from the solution and con�rm-
ing the complete separation of 63Ni from 60Co during the 
separation procedure. On the other hand, addition of Co 
carrier in analysis of 63Ni is concluded to be preferable only 
after the extraction chromatography separation step, due to 
fore mentioned competition between Co and Ni in Ni resin 
easily leading to the binding capacity of the resin being 

exceeded [17, 22]. The use of Co and Ni carriers, i.e. mil-
ligram amounts of these metals, can be even seen visually 
while using the separation method by Hazan and Korkisch 
[13]: blue Co and green Ni belts are seen in the resin column 
after elution of Fe, but without using carriers there is only 
a yellow column.

One of the laboratories reported a problem with 60Co in 
the LSC spectrum of puri�ed 63Ni fraction, when Ni had 
been separated with anion exchange in acetone and HCl 
media, as described in reference [13]. Although this sep-
aration method was previously found to be successful for 
purifying 63Ni from 60Co in activated pressure vessel steel, 
it was not adequately e�cient with these intercomparison 
samples for an unknown reason. The presence of 60Co in 
63Ni fraction after anion exchange separation was observed 
both in gamma and LSC spectra (Fig.�5). As seen in Fig.�5, 
the 63Ni beta spectrum peaking at channel region 250�300 is 
overlapped by 60Co beta spectrum peaking at channel region 
500�550. Due to high amount of 60Co compared to 63Ni in 
the LSC spectrum, it was impossible to determine the activ-
ity of 63Ni correctly at this puri�cation stage.

Further puri�cation of the Ni fraction containing 63Ni and 
excessive amounts of 60Co was carried out with Ni resin. As 
seen in Fig.�6, after extraction chromatography separation 
there was only 20% of the 60Co activity left, compared to 
the same sample earlier after anion exchange only (Fig.�5). 
Now it was possible to measure the activity of 63Ni with 
LSC, although there was still a small visible e�ect from 
60Co interfering with the beta spectrum of 63Ni. If a second 
Ni resin separation cycle would have been performed for 

Fig. 5  LSC spectrum of 63Ni after the �rst separation by ion exchange using the method by Hazan and Korkisch [13]. The 63Ni beta spectrum 
peaks at channel region 250�300 and 60Co beta spectrum peaks at channel region 500�550. The measurement time was 360�min
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these samples, then it might have been possible to achieve 
a negligible activity level of 60Co in the 63Ni fractions [23].

The purified 63Ni samples, which first suffered from 
excessive 60Co interference (Fig.�5) and later had only mod-
erate amounts of 60Co in the LSC spectra (Fig.�6), were 
measured by a gamma spectrometer in order to remove the 
e�ect of 60Co in the LSC spectra of the 63Ni fractions. The 
activity of 60Co, obtained by gamma spectrometry, was sub-
tracted from the total beta peaks of 63Ni and 60Co in the LSC 
spectrum. In order to perform this correction for obtaining 
pure 63Ni beta activity, the counting e�ciency of the liq-
uid scintillation counter for the both radionuclides 63Ni and 
60Co was determined, as the e�ciency value is di�erent for 
these two beta energies. In this particular case, the counting 
e�ciency of the Quantulus 1220 liquid scintillation coun-
ter was 71% for 63Ni and 99% for 60Co, respectively, using 
63Ni and 45Ca standard solutions for determining the count-
ing e�ciency. Due to availability reasons 45Ca was used 
instead of 60Co in e�ciency determination for 60Co, but the 
beta energies of 60Co (318�keV) and 45Ca (257�keV) are 
adequately similar enabling the use of 45Ca standard in this 
context. 60Co standard has been used for determination of 
45Ca inversely in a corresponding way [24].

Critical considerations in�the�radiochemical analysis 
of�14C

14C is a pure beta emitter which decays by emitting particles 
with the maximum energy of 156�keV and can be analysed 
using LSC. In the case of irradiated steel samples, 14C is 
mainly produced from neutron capture of trace level nitrogen 

(see Table�1). For this type of matrix, Mibus et�al. [25] 
highlighted, that there is a considerable uncertainty present 
whether 14C produced by activation of 14N will be present in 
the same chemical form as the carbon or nitrogen (e.g. iron 
carbide or nitride forms) present in the steel at the time of 
their production. Additionally, there is a very limited experi-
mental information available on the speciation of 14C and 
its release mechanisms [25, 26]. Many papers deal with the 
measurements of 14C in environmental or biological samples 
[10] but a very few in nuclear waste [8, 14]. The major dif-
�culty of 14C determination in radioactive waste deals with 
its complete extraction from the matrix, especially for steel 
samples [6, 8, 14, 27�29] and the elimination of volatile 
interfering radionuclides such as 3H, 129I, 99Tc or 35S before 
LSC analysis. In agreement with the literature, two methods 
(e.g. acid digestion and furnaces) were applied during the 
intercomparison exercise. Both methods relied on the quan-
titative liberation of 14C from the solid matrix, its conversion 
to  CO2 and trapping in Carbosorbfi, Carbotrapfi or NaOH 
solutions. The trapping solutions were mixed with liquid 
scintillation cocktail and measured using LSC. Whatever 
the implemented procedure, no laboratory observed interfer-
ing radionuclides in the LSC spectra. However, signi�cant 
chemiluminescence was observed in NaOH mixtures with 
liquid scintillation cocktail and therefore, the samples were 
kept in dark over 24�h before LSC measurements.

In order to provide reliable results, quantitative con-
version of carbon to  CO2 needs to be guaranteed. In acid 
digestion, this can be achieved by using e�ective oxidis-
ing acids. In this study, acid mixtures of  H2SO4 + HNO3 
and  HNO3 + HCl + HClO4 were used. In the latter case, 

Fig. 6  LSC spectrum of 63Ni after ion exchange [13] and Ni resin separation. The 63Ni beta spectrum peaks at channel region 250�300 and 60Co 
beta spectrum peaks at channel region 500�550. The measurement time was 480�min
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 HClO4 was added in a second step after aqua regia medium 
in order to optimise the oxidation of carbon to  CO2 [6]. It 
was highlighted that fresh  HClO4 was needed, otherwise 
the carbon was not e�ciently oxidised. As no commercial 
activated steel samples are available, the 14C recovery yield 
for a steel was determined experimentally and assumed to 
behave similarly with the standard liquid sources (approxi-
mately 100%). This hypothesis may induce a bias since liq-
uid source containing 14C may not have the same behaviour 
as carbon contained in solid matrix i.e. steel. In order to 
overcome this di�culty in yield determination, 14C analy-
sis can be carried out using both of the above methods and 
if the results are similar, it can be concluded that analysis 
result (including yield correction) is reliable. Even though 
this approach is widely used in internal method validation, 
intercomparison exercise with several laboratories and data 
entries are required for more reliable method validation. For 
example, samples 12 and 13 were analysed by one laboratory 
using both acid digestion and a furnace giving comparable 
results. However, these results di�er to some extent from the 
other data entries.

The second method applied to extract 14C was the imple-
mentation of oxidative thermal desorption in furnace sys-
tems working either with an oxygen/nitrogen �ow or air �ow 
followed by mixture of oxygen and air in the �nal phase of 
the analysis. Use of oxygen gas enhances the oxidation pro-
cess. After precise weighing, the samples (approx. 0.14�g) 
were introduced in the furnaces. Depending on the device, 
catalysts such as Pt-aluminia, were added in the tube assem-
bly to �nalise the oxidation of 14C into  CO2. As Warwick 
et�al. [29] underlined, the temperature applied during the 
pyro-combustion plays an essential role to extract quanti-
tatively the volatile radionuclides whatever the analysed 
sample. As an example, depending on its speciation and the 
studied matrix, the tritium release temperature varied from 
100�°C up to 900�°C respectively for steel and graphite. 
Typical fusion temperatures for steel samples are around 
1500�°C, which is not achievable by the furnaces mentioned 
in this study, with maximum temperatures of 1100�°C and 
950�°C, respectively. The di�erences in 14C values observed 
in this study could be due to the di�erences of temperatures 
that can be reached by commercial furnaces. One can also 
assume that the 14C recovery yield assumed to be close to 
100% as for liquid standards might be overestimated in the 
case of pyrolysis-combustion and might induce an under-
estimation of the 14C activity concentrations. Actually, as 
reported in [14], the quantity of sample and the time�tem-
perature pro�le also in�uence greatly the extraction yield. 
In the case of concretes, the granulometry of the particles 
also has an impact: the recovery yield can vary from 60% 
up to 85% [14]. The same e�ects might be observed for steel 
samples.

The present intercomparison exercise shows that further 
work is needed in order to determine 14C activity in activated 
steels with a good accuracy. The ideal way to obtain accu-
rate 14C measurements is to have a complete acid digestion 
and quantitative oxidation of carbon to  CO2 or to implement 
furnace analysis using small sample sizes or samples with 
a low granulometry and to achieve temperature higher than 
1100�°C.

Critical considerations in�the�analysis of�60Co

60Co decays with �� sending out X-rays, betas and gammas. 
The two distinctive gamma energies, namely 1173�keV and 
1332�keV, are easily detected via gamma spectrometry and 
thus, 60Co is considered to be an easy to measure radionu-
clide. In this study, even though the statistical analysis car-
ried out for the measured 60Co results showed good results, 
there was 50% di�erence between the lowest and highest 
data point. The di�erence is large when considering that 
60Co is considered to be easy to measure. However, in order 
to obtain reliable results, a few requirements need to be ful-
�lled. First set of requirements include the detector, which 
needs to be properly maintained and calibrated. This is one 
of the main principles of quality control in analytical labo-
ratories and thus it is considered to be self-evident in this 
study.

Secondly, the measurement geometry needs to be suitable 
for the sample size and activity level. For example, depend-
ing on the activity level, signi�cant amount of coincidence 
can be detected in the 60Co gamma spectrum. Without coin-
cidence correction, the analysed results are underestimated. 
The coincidence e�ect is clear with short source-to-detector 
distances and with big detectors and thus the e�ect can be 
minimised by increasing distance between the detector and 
sample. In this study, coincidence corrections were carried 
out when needed.

Thirdly, self-absorption of the sample matrix needs to 
be considered. A traditional way is to dissolve a solid mate-
rial prior to the gamma measurement in order to reduce 
the uncertainty rising from self-absorption. In this study, 
however, the samples were thin (less than 0.2�mm) and the 
measured gamma energies were high and therefore the self-
absorption was considered to be negligible. Some meas-
urements were carried out in liquid form, which can be an 
additional bene�t since the sample sizes were bigger. The 
bigger size may be advantageous if the sample is measured 
near or on the detector, because the e�ciency on the detec-
tor can change rapidly (e.g. heterogeneity in the detector 
crystal) and thus even small changes in the geometry can 
have an e�ect on the results. In both cases (e.g. measure-
ment in solid and liquid form), the measurement geometry 
needs to be kept constant. This can be carried out by using 
a sample holder.
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Fourth parameter to consider is the e�ciency calibration, 
which is the most likely reason behind the discrepancies 
in the 60Co results. The traditional way to measure gamma 
radionuclides from a solid sample is to dissolve the sample 
into a known volume, measure it and calculate the activity 
concentration using e�ciency calibrations, which has been 
carried out using a standard solution with known activities 
and geometries. Another way is to measure the sample from 
such a distance that the sample can be considered to be a 
point source and thus the e�ciency calibration can be made 
by using simple point source. In this study, the laboratories 
also used LabSOCS or ISOCS calibrations in which the e�-
ciency calibration is carried out using modelling. When the 
modelling tools are used, sample parameters (e.g. density, 
size, distance from detector) are submitted in the modelling 
program, which calculates the e�ciency curve. Therefore, 
experimentally determined calibration curves are not needed 
and the sample can be measured as such.

As a summary, the 60Co results show more variation than 
expected in an intercalibration for gamma radionuclides. 
However, the main objective of this intercalibration was the 
analysis of di�cult to measure radionuclides, which means 
that the submitted 60Co results may have not been analysed 
with best e�ort. It can be concluded, though, that even if 
analysis of gamma emitters is expected to be a straightfor-
ward process, reliable results require appropriate attention 
and care.

Critical considerations in�the�activation calculations

The uncertainties in the calculation model arise from the 
uncertainties of the input parameters. First parameter is the 
neutron �ux. In this study, the neutron �ux was provided 
by the material owner as calculated and semiempirical �u-
ences. Calculated �uence used information from irradiation 
source, which was in this case a nuclear reactor. Semiempiri-
cal calculations were explained in the Activation calcula-
tion section. Semiempirical �ux results were considered to 
be more realistic and thus they were used in the activation 
calculations of this study. However, out of interest, when 
calculated �ux was used instead of semiempirical �ux, the 
activation results were 23% lower for 55Fe, 15% lower for 
63Ni, 8% lower for 14C and 14% lower for 60Co.

Second parameter a�ecting the calculation model is the 
material composition, which is not always known in detail 
enough and conservative assumptions need to be made regard-
ing the initial concentrations of the elements which can be 
activated. In many cases, trace level impurities, such as Co 
in steel, are a signi�cant source of activity and thus initial Co 
concentration should be reliably determined. In this study, the 
amounts of Fe, Ni, Co, C, and N were reported as weight per-
centages (Table�1). The amounts of Fe and Ni were 96.8 wt% 
and 1.6 wt%, respectively. The provided Co, C and N amounts 

were below 0.1 wt% (0.09, 0.16 and 0.006, respectively) and 
such low levels of elements require sensitive measurement 
techniques. For example, 0.2�g of studied sample would con-
tain only tens to hundreds of nanograms of Co, C and N. In 
this study, the approximation of the trace level results is not 
known and thus they may be one source of uncertainty in the 
calculated results.

Third parameter a�ecting the calculation model is the cross 
section. The cross sections of the studied nuclides are based on 
empirical research. In activation calculations, thermal neutrons 
are of interest. If fast neutron reactions would be taken into 
account, they would only have a minor impact on the results. 
For example the absorption cross section thermal neutron reac-
tion of 59Co(n,�)60Co is 18.7 barns, whereas the cross section 
for fast neutron reaction 63Cu(n,� )60Co is around the order of 
millibarns. Additionally, irradiation history did not take into 
account maintenance periods during irradiation and thus, the 
�uence was assumed to be accumulated in a single burnup 
period.

Fourth parameter a�ecting the calculation model is the 
decay or cooling time, which should include maintenance peri-
ods when the irradiation source was not in operation and after 
the sample was taken from the irradiation position. The uncer-
tainty of cooling time was estimated to be 1�month. Depending 
on nuclide half-lives, at maximum this can have an e�ect of 
around 2% for 55Fe, whereas for long-lived nuclides 14C and 
63Ni the e�ect is below 0.1%.

Considerations on�uncertainty estimations

Majority of the provided uncertainties of the 14C, 55Fe and 63Ni 
results included both measurement uncertainties (e.g. LSC 
and yield measurements) and uncertainties in the radiochemi-
cal analysis (e.g. weight, volume etc.). 55Fe and 63Ni results 
for samples 19�20 did not include uncertainty estimations. 
Uncertainties in the radiochemical analysis of 55Fe and 63Ni 
in samples 9�11 were considered to be low, when compared to 
the LSC uncertainties and therefore a global 15% uncertainty 
based on the LSC uncertainty was used.

In the case of the 60Co results, the uncertainty estimations 
for samples 1�2, 14�15 and 16�18 included only uncertain-
ties in the gamma spectrometry measurements whereas all the 
other 60Co results included also other uncertainties such as 
uncertainties arising from weight measurements.

In general, signi�cant variations can be seen in the reported 
uncertainties. In Figs.�1, 2, 3 and 4, the 2� uncertainties varied 
from 9 to 23% for 55Fe, from 5 to 23% for 63Ni, from 11 to 41% 
for 14C, and from 1 to 18% for 60Co. Therefore, it can be con-
cluded that open discussion on the uncertainty determinations 
are needed in order to produce representative analysis result 
and thus more e�ort should be given to it, especially when 
DTM radionuclides are analysed.



Journal of Radioanalytical and Nuclear Chemistry 

1 3

Conclusions

In conclusion, beta-emitter radionuclides are di�cult to 
be measured accurately in nuclear wastes and particularly 
in some matrices such as steels and concretes. However, 
their determinations are very important for nuclear waste 
management in order to obtain accurate results for scaling 
factors and to make comparison with calculated activities. 
Intercomparison exercises implemented to validate the 
accuracy of radiochemical procedures are quite common 
in liquid matrix but scarcer in solid matrix. The present 
intercomparison exercise focused on 55Fe, 63Ni and 14C 
measurements in activated steel. It underlined the impor-
tance of comparing the results to others, especially for 
laboratories which have a little experience. No major dif-
�culty was observed for 55Fe analysis for the majority of 
the participants. Concerning 63Ni determination, it can be 
inferred that caution has to be taken towards 60Co, which 
was not totally removed with some puri�cation methods 
and can induce an overestimation of 63Ni activity con-
centration. The intercomparison exercise also emphasized 
that further work has to be undertaken to obtain accurate 
14C measurements due to the uncertainties related to the 
quantitative extraction of 14C from the solid matrix. 60Co is 
an easy to measure radionuclide since it can be quanti�ed 
using gamma spectrometry. However, the results showed 
that even with easy to measure radionuclides, careful anal-
ysis of the measurement data is required.

The overall bene�t for the participating laboratories 
was the validation of the radiochemical methods for 55Fe, 
63Ni and 14C analysis since the results were statistically 
analysed by comparing them to peer provided results 
(measured assigned value) and modelled results (calcu-
lated assigned value). Additionally, the participants ben-
e�ted from the possibility to submit initially preliminary 
results and then �nal results after discussion with the 
peers. Therefore, the intercomparison exercise improved 
the quality of the analytical results, and it had a positive 
impact on the development of the quality assurance in the 
participating laboratories on a long run. The consortium 
will carry out a similar intercomparison exercise for the 
analysis of activated concrete in 2020.
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