Errata To: “Numerical modeling of 3D zero-offset laboratory data by a discretized Kirchhoff integral method,” Anastasiya Tantsereva, Bjørn Ursin, Nathalie Favretto-Cristini, Paul Cristini, and Arkady M. Aizenberg, Geophysics, 79, no. 2, T77-T90

Anastasiya Tantsereva, Bjorn Ursin, Nathalie Favretto-Cristini, Paul Cristini

To cite this version:


HAL Id: hal-01308069
https://hal.archives-ouvertes.fr/hal-01308069
Submitted on 27 Apr 2016

HAL is a multi-disciplinary open access archive for the deposit and dissemination of scientific research documents, whether they are published or not. The documents may come from teaching and research institutions in France or abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est destinée au dépôt et à la diffusion de documents scientifiques de niveau recherche, publiés ou non, émanant des établissements d’enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.

Due to a production error, the captions for Figures 8–13 do not accurately reflect the figures. The corrected captions for Figures 8–13 are below.

Figure 8: Time-frequency representation of the misfits for source positions NB1 (a, d, g), NB2 (b, e, h), and NB3 (c, f, i) for the narrow-beam transducer along the line Y150. (a, b, c) Time-frequency envelope misfit TFEM (t, f), time envelope misfit TEM (t), and frequency envelope misfit FEM (f) for NB1, NB2, and NB3. (d, e, f) Time-frequency phase misfit TFPM (t, f), time phase misfit TPM (t), and frequency phase misfit FPM (f) for NB1, NB2, and NB3. (g, h, i) Comparison of the laboratory (red) and numerical (blue) seismograms.

Figure 9: Time-frequency representation of the misfits for source positions NB1 (a, d, g), NB2 (b, e, h), and NB3 (c, f, i) for the narrow-beam transducer along the line Y200. (a, b, c) Time-frequency envelope misfit TFEM (t, f), time envelope misfit TEM (t), and frequency envelope misfit FEM (f) for NB1, NB2, and NB3. (d, e, f) Time-frequency phase misfit TFPM (t, f), time phase misfit TPM (t), and frequency phase misfit FPM (f) for NB1, NB2, and NB3. (g, h, i) Comparison of the laboratory (red) and numerical (blue) seismograms.

Figure 10: Time-frequency representation of the misfits for source positions NB1 (a, d, g), NB2 (b, e, h), and NB3 (c, f, i) for the narrow-beam transducer along the line Y250. (a, b, c) Time-frequency envelope misfit TFEM (t, f), time envelope misfit TEM (t), and frequency envelope misfit FEM (f) for NB1, NB2, and NB3. (d, e, f) Time-frequency phase misfit TFPM (t, f), time phase misfit TPM (t), and frequency phase misfit FPM (f) for NB1, NB2, and NB3. (g, h, i) Comparison of the laboratory (red) and numerical (blue) seismograms.

Figure 11: Time-frequency representation of the misfits for source positions BB1 (a, d, g), BB2 (b, e, h), and BB3 (c, f, i) for the narrow-beam transducer along the line Y150. (a, b, c) Time-frequency envelope misfit TFEM (t, f), time envelope misfit TEM (t), and frequency envelope misfit FEM (f) for BB1, BB2, and BB3. (d, e, f) Time-frequency phase misfit TFPM (t, f), time phase misfit TPM (t), and frequency phase misfit FPM (f) for BB1, BB2, and BB3. (g, h, i) Comparison of the laboratory (red) and numerical (blue) seismograms.

Figure 12: Time-frequency representation of the misfits for source positions BB1 (a, d, g), BB2 (b, e, h), and BB3 (c, f, i) for the narrow-beam transducer along the line Y200. (a, b, c) Time-frequency envelope misfit TFEM (t, f), time envelope misfit TEM (t), and frequency envelope misfit FEM (f) for BB1, BB2, and BB3. (d, e, f) Time-frequency phase misfit TFPM (t, f), time phase misfit TPM (t), and frequency phase misfit FPM (f) for BB1, BB2, and BB3. (g, h, i) Comparison of the laboratory (red) and numerical (blue) seismograms.

Figure 13: Time-frequency representation of the misfits for source positions BB1 (a, d, g), BB2 (b, e, h), and BB3 (c, f, i) for the narrow-beam transducer along the line Y250. (a, b, c) Time-frequency envelope misfit TFEM (t, f), time envelope misfit TEM (t), and frequency envelope misfit FEM (f) for BB1, BB2, and BB3. (d, e, f) Time-frequency phase misfit TFPM (t, f), time phase misfit TPM (t), and frequency phase misfit FPM (f) for BB1, BB2, and BB3. (g, h, i) Comparison of the laboratory (red) and numerical (blue) seismograms.

In addition, Figures 8 and 10–13 should be cited in the text as follows:

Page T86:
In Figure 8, the (a, d, g) trace corresponds to the reflection from the flat part of the model, the (b, e, h) trace to the reflection from the top of the truncated dome, and the (c, f, i) trace to the reflection from the flat part of the model in the vicinity of the cut of the dome.

Page T87:
... and in Figure 10, the (a, d, g) trace corresponds to the reflection from the top of the full dome, and the (b, e, h) and (c, f, i) traces correspond to the reflection from the flat part of the model.

Page T89:
In Figure 11, the (a, d, g) trace corresponds to the reflection from the slope of the truncated dome and the flat part of the model, the (b, e, h) trace to the reflection from the top of the truncated dome, and the (c, f, i) trace to the diffraction from the cut of the truncated dome and the reflection from the flat part of the model.

In Figure 12, the (a, d, g) trace corresponds to the reflection from the slope of the out-of-plane full dome, the flat part of the model, and the slope of the out-of-plane truncated dome. The (b, e, h) trace corresponds to the reflection from the
slope of the out-of-plane full dome and truncated dome and the flat part of the model. The (c, f, i) trace corresponds to
the reflection from the slope of the fault and the reflection from the flat part of the model.

In Figure 13, the (a, d, g) trace corresponds to the reflection from the top of the full dome, the (b, e, h) trace to the
diffraction from the slope of the pyramid and the reflection from the flat part of the model, and the (c, f, i) trace to the
reflection from the slope of the fault and the reflection from the flat part of the model.