Influence of surface conductivity on the apparent zeta potential of amorphous silica nanoparticles
Philippe Leroy, N. Devau, A. Revil, Mohamed Bizi

To cite this version:
Philippe Leroy, N. Devau, A. Revil, Mohamed Bizi. Influence of surface conductivity on the apparent zeta potential of amorphous silica nanoparticles. Goldsmidt 2013, Aug 2013, Florence, Italy. <hal-00837720>

HAL Id: hal-00837720
https://hal-brgm.archives-ouvertes.fr/hal-00837720
Submitted on 24 Jun 2013

HAL is a multi-disciplinary open access archive for the deposit and dissemination of scientific research documents, whether they are published or not. The documents may come from teaching and research institutions in France or abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est destinée au dépôt et à la diffusion de documents scientifiques de niveau recherche, publiés ou non, émanant des établissements d’enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.
Influence of surface conductivity on the apparent zeta potential of amorphous silica nanoparticles

P. Leroy, N. Devau, A. Revil, and M. Bizi

1 BRGM, 3 Avenue C. Guillemin, 45060 Orléans, France
2 Colorado School of Mines, Green Center, Department of Geophysics, Golden, 80401 CO, USA
3 ISTerre, CNRS, UMR CNRS 5275, Université de Savoie, 73376 cedex, Le Bourget du Lac, France

Zeta potential is a physico-chemical parameter of particular importance in describing ion adsorption and double layer interactions between charged particles [1]. However, for metal oxide nanoparticles, the conversion of electrophoretic mobility measurements into zeta potentials is a complex problem. This complexity arises because of their high surface electrical conductivity, which is inversely proportional to the size of the particle [2].

To describe the electrochemical properties of amorphous silica nanoparticles, we use a basic Stern model whose parameters are independently adjusted by potentiometric titration and electrophoretic mobility measurements at high salinity (10^-1 M NaCl) [3]. At low ionic strengths, because of the strong retardation and relaxation effect due to charged counter-ions at the silica/water interface, amplitude of the predicted zeta potential is significantly higher than that of the apparent zeta potential estimated with electrophoretic mobility measurements and Smoluchowski equation. Electrophoretic mobilities are calculated using Henry's electrokinetic model [4] with the predicted specific surface conductivities and zeta potentials. The very good agreement between calculated and measured electrophoretic mobilities confirms that the magnitude of the true zeta potential corresponds to the magnitude of the electrical potential located at the outer Helmholtz plane. Therefore, the assumption of the presence of a stagnant diffuse layer at the amorphous silica/water interface is not required. This study was done within the framework of the NANOMORPH Project (ANR-2011-NANO-008) coordinated by BRGM.