## CBM

R R
7626 1992 579

1.37

Marnfactiving
Prophetion sefuedullyg
Productivity


AMENDMENT OF HEUTS-SELEN'S LOTSIZING
AND SEQUENCING HEURISTIC FOR SINGLE
STAGE PROCESS MANUFACTURING SYSTEMS
J. Ashayeri, W.H.L. van Esch,
R.M.J. Heuts
FEW 579

Communicated by Prof.dr. F.A. van der Duyn Schouten

# Amendment of Heuts-Selen's Lotsizing and Sequencing Heuristic for Single Stage Process Manufacturing Systems 

J. Ashayeri, W.H.L. Van Esch, R.M.J. Heuts<br>Tilburg University<br>Department of Econometrics<br>P.O. Box 90153, 5000 LE Tilburg<br>The Netherlands


#### Abstract

This paper suggests an improvement procedure for Heuts-Selen's (HS) lotsizing and sequencing heuristic for single stage process manufacturing systems. Potential savings are considerable to incorporate the additional routine in the heuristic. The proposed procedure attempts to minimize the "hidden inventories" caused by the original heuristic without reducing its computational efficiency. A brief literature review is provided before discussion of the amendment. Further ways of extending the heuristic are suggested in this paper.


## 1. INTRODUCTION

The study discussed in this paper is a part of a general investigation of productivity improvement for process manufacturing systems. The typical process industry manufacturer produces a variety of non-differentiable commodities such as foods, drugs, petroleum, cleaning products, fertilizers, paint, etc. which may be sold in bulk for industrial purposes or smaller packages for consumer use. In general, process industries are capital expensive when compared to discrete type of manufacturing systems.

Process industries when compared to discrete manufacturers, have been slow to embrace the planning techniques developed during the last 30 years. Almost half of all manufacturers are process oriented, however, given our experiences, only $15-20$ percent of all manufacturing planning and control systems have been installed in process industries (see also Taylor (1979), Koene (1988), and Buxey (1989)). More recently special attention is given to this matter. Among many other reasons, we believe the trends in globalization forces many process (chemical) industries to combine their activities and improve the use of their resources by better planning and control procedures in order to be competitive. Without an effective means of production planning and control, it is clear that no reasonable economic returns can be expected from these type of industries.

Lotsizing and sequencing is receiving increasing attention in the process industries. In order to highlight its importance, in section 2 we briefly describe the hierarchical planning pertain to these environments. In section 2 we also present an overview of the related literature. The paper continues in section 3 with a discussion on the mathematical model for the joint lotsizing and sequencing problem and its complexity. In section 4, the HS-heuristic is discussed. Section 5 describes the amendment procedure and section 6 presents a computational example. Finally section 7 draws some conclusions.

## 2. PLANNING HIERARCHIES IN PROCESS INDUSTRIES

The hierarchical planning in process industries is slightly different from discrete industries (see Ashayeri and De Paepe (1990)), Taylor (1979), and Taylor et al. (1981). Three levels of hierarchy can be distinguished as follows (see figure 1):

## 1. Strategic Level

This stage is defined as the product / plant selection stage. In many process industries there are alternative sites capable of producing the same product, as such it is important to decide where which products should be produced. The criteria for the selection of the best alternative is to maximize the use of facilities at lowest cost (costs of production and distribution). Optimization tools are found most useful for this stage. However in practice, these decisions are made arbitrary based on intuition.

## 2. Tactical Level

Given a selected set of products and allocation, for each plant, it is necessary to maximize the use of resources (raw materials and facilities) at lowest costs. Of the important problems addressed at this level we can refer to optimizing product blends, determining target safety stocks, developing aggregate production plan, and determining lotsizes and storage requirements. Many process industries are concerned with developing a minimum cost blend of ingredients which meets product specifications. Optimization has been implemented more frequently for blending problems. Some process industries have to produce products to stock and, as a results, have a large finished good inventory to buffer the plant from demand variations. Statistical techniques are useful to size safety stocks but
in practice this decisions are based on rules of thumbs and not much attention is paid to statistical techniques.

Developing aggregate plan and determining lotsizes and storage requirements (intermediate or final storage) are important activities which are usually performed at a tactical level. A combination of optimization and heuristic can provide good solution for these problems. However, in practice, again rules of thumbs are the means of aggregate planning, lotsizing, and storage requirements determination.

## 3. Operational Level

In general, at this stage attention is paid to performance of the system. The aim would be to minimize switch-over times by proper sequencing. Manual planning is practiced in many process manufacturing industries. In the first place "natural" sequencing (see Taylor (1987)) is used where, one tries subsequently to keep the production run long enough whenever the setup time is large. At this level optimization has failed when applied to the real life problem situations, since in many instances the size of problem is large which results in increased computation time beyond realistic bounds. Simulation has been frequently used at this level to verify the impact of manually derived alternative sequences. No need to demonstrate that simulation is not the right tool for screening alternative sets of decisions.

To conclude, in process industries no consistent and rational planning and control system can be found to tackle all three planning levels in relation to MRPII in discrete industries. One of the major problems with the use of MRPII in such environments is the nature of production (e.g. recipe changes as a result of changes in raw material used, input/output imbalance due to evaporation, etc., capacity and technical constraints). In this regard Taylor and Bolander (1988) suggest a process flow scheduling which can replace MRP. Our industrial experiences show that optimization is very useful for problems of the type explained at level 1 or blending at level 2 . In many cases lotsizing and sequencing are not separable. This makes the situation even more complex. As such simple heuristic procedures are required to handle both lotsizing and sequencing problems.


Figure 1: Hierarchical planning in process industries

## Overview of the literature in process industries

Most reported literature on lotsizing and sequencing have tackled the problems separately. Few authors have developed a combined optimization-heuristic procedure for the joint problem but most of these procedures were limited or developed according to demand of a specific user. Despite the fact that procedures may not always be case dependent, the inherent assumptions made reduced the possibility of having a generalized procedure. Table 1 presents some of the work done in this area. A comparative study of two lotsizingsequencing heuristics can be found in Heuts et al. (1992).

| Ref. | Tackled issues | No. of Prod. <br> No. | Constraints |
| :--- | :--- | :--- | :--- | | Solution |
| :---: |
| Stages |



Table 1. Literature review on the joint lotsizing and sequencing problem

## 3. JOINT LOT SIZING-SEQUENCING MODEL

The problem to be analyzed has the following characteristics:

- Multiple products are manufactured on a single bottleneck machine (reactor), after which they are stored in pre-assigned tanks with given capacities.
- The production takes place in batches. Because of chemical reaction properties, the reactor has to be completely filled each time when a batch of a product is processed. The batch size is assumed to be equal for each product.
- Switch-over-times (setup times) between batches of different products are very significant and highly sequence-dependent because of long cleaning operations between batches. Thus, the production sequence in each period is a decision variable.
- Switch-over times between production batches of the same product are relatively short but the cost is significant to be included. We will refer to these as internal switch-overs in
contrast to the switch-over between different products which we call external switchovers.
- For the bottleneck machine, the following is given: the required production capacity per batch of a product, the switch-over times, and the total available production capacity over the horizon.
- Each product has a preassigned storage capacity, i.e. there is restriction on the sum of the beginning inventory and the production in every period for each product.
- The switch-over costs are considered as opportunity cost of lost machine hours on the bottleneck machine, because the capacity is tight and every hour lost results in lost production and sales.
- Inventory costs are calculated in relation to the quantity of each product carried over to the subsequent period.
- Production, switch-over and inventory costs are assumed to be constant over the entire horizon.
- For each product the customers' demand per period is given and must be satisfied. Demand is delivered at the end of a period.

The problem under consideration can be formulated mathematically as follows:

## Notations:

## Indices

i $=$ product index;
j $\quad=$ product index;
t = period index;

## Parameters

T = number of periods in planning horizon;
$\mathbf{A}_{\mathbf{i}} \quad=$ production time in hours for 1 batch of product i
$\mathrm{S}_{\mathrm{ij}} \quad=$ switch-over time from product i to j in hours;
OC = opportunity cost per machine hour;
$\mathrm{I}_{\mathrm{io}} \quad=$ beginning inventory of product i in batches;
$\mathrm{I}_{\mathrm{iT}} \quad=$ end inventory of product i in period T in batches
$\mathrm{D}_{\mathrm{it}} \quad=$ demand for product i in period t in batches;
$\mathrm{H}_{\mathrm{i}} \quad=$ inventory cost per batch per period of product i ;
PC = total available production capacity per period in hours;
$\mathrm{TC}_{\mathrm{i}}=$ tank capacity of product i in batches.

## Decision Variables

$\mathrm{X}_{\mathrm{ijt}} \quad=1$, if a switch-over from product i to j takes place in period t ;
$=0$, otherwise
$\mathrm{Y}_{\mathrm{it}} \quad=$ production in batches of product i in period t ;
$\mathrm{I}_{\mathrm{it}} \quad=$ ending inventory of product i in period t , in batches.

## The Model

$$
\begin{align*}
& \operatorname{Min} . \sum_{t=1}^{\mathrm{T}} \sum_{\mathrm{i}=1}^{\mathrm{N}} \sum_{\mathrm{j}=1}^{\mathrm{N}} \mathrm{X}_{\mathrm{ijt}} * \mathrm{~S}_{\mathrm{ij}} * \mathrm{OC}+\sum_{\mathrm{t}=1}^{\mathrm{T}} \sum_{\mathrm{i}=1}^{\mathrm{N}}\left\{\max .\left(1, \mathrm{Y}_{\mathrm{it}}\right)-1\right\} * \mathrm{~S}_{\mathrm{ii}} \quad * \mathrm{OC} \\
& +\sum_{\mathrm{t}=1}^{\mathrm{T}} \sum_{\mathrm{i}=1}^{\mathrm{N}}\left\{\mathrm{I}_{\mathrm{io}}+\sum_{\tau=1}^{\mathrm{t}}\left(\mathrm{Y}_{\mathrm{i} \tau}-\mathrm{D}_{\mathrm{i} \tau \tau}\right)\right\}^{*} \mathrm{H}_{\mathrm{i}} \\
& \sum_{\mathrm{i}=1, \mathrm{i} \neq \mathrm{j}}^{\mathrm{N}} \mathrm{X}_{\mathrm{ijt}} \leq 1 \\
& \sum_{\mathrm{j}=1, \mathrm{j} \neq \mathrm{i}}^{\mathrm{N}} \mathrm{X}_{\mathrm{ijt}} \leq 1 \\
& \mathrm{Y}_{\mathrm{it}} \leq\left\{\sum_{T=\mathrm{t}}^{\mathrm{T}} \mathrm{D}_{\mathrm{i} \tau}+\mathrm{I}_{\mathrm{iT}}\right\}^{*}\left\{\sum_{\mathrm{j}=1, \mathrm{j} \neq \mathrm{i}}^{\mathrm{N}} \mathrm{X}_{\mathrm{ijt}}\right\}  \tag{2.2}\\
& i=1, \ldots, N ; t=1, \ldots, T \\
& \mathrm{i}=1, \ldots, \mathrm{~N} ; \mathrm{t}=1, \ldots, \mathrm{~T} \\
& \sum_{\mathrm{i}=1}^{\mathrm{N}}\left\{\mathrm{~A}_{\mathrm{i}} * \mathrm{Y}_{\mathrm{it}}+\left[\max .\left(1, \mathrm{Y}_{\mathrm{it}}\right)-1\right] * \mathrm{~S}_{\mathrm{ii}}\right\}+  \tag{3}\\
& \sum_{i=1}^{N} \sum_{j=1, j \neq \mathrm{i}}^{\mathrm{N}} \mathrm{X}_{\mathrm{ijt}} * \mathrm{~S}_{\mathrm{ij}} \leq \mathrm{PC} \\
& \mathrm{I}_{\mathrm{io}}+\sum_{\tau=1}^{\mathrm{t}}\left\{\mathrm{Y}_{\mathrm{i} \tau}-\mathrm{D}_{\mathrm{i} \tau-1}\right\} \leq \mathrm{TC}_{\mathrm{i}} \\
& \mathrm{I}_{\mathrm{io}}+\sum_{\tau=1}^{\mathrm{t}}\left\{\mathrm{Y}_{\mathrm{i} \tau}-\mathrm{D}_{\mathrm{i} \tau}\right\} \geq 0  \tag{6}\\
& i=1, \ldots, N ; t=1, \ldots, T \\
& \text { (5) } \\
& \mathrm{i}=1, \ldots, \mathrm{~N} ; \mathrm{t}=1, \ldots, \mathrm{~T} \\
& \mathrm{X}_{\mathrm{ijt}} \in\{0,1\}  \tag{7}\\
& i \neq j ; i=1, \ldots, N ; j=1, \ldots, N ; t=1, \ldots, T \\
& \mathbf{Y}_{\text {it }} \quad \text { integer } \\
& \mathrm{i}=1, \ldots, \mathrm{~N} ; \mathrm{t}=1, \ldots, \mathrm{~T}
\end{align*}
$$

(8)

The first term of the objective function represents the switch-over costs, the second term states the internal switching costs only. Production costs (like manpower, electricity, etc.)
are not taken into account as they are the same under every possible feasible production plan. The third term indicates the inventory holding costs.

Note that the switch-over costs of the first product in each period are not taken into account (as they are directly dependent on the last produced product in the preceding period). Incorporating this aspect in the mathematical model would complicate the problem considerably, as the sequencing problem would not any more be limited to a single period. The HS-heuristic, which is discussed hereafter, incorporates the linkage among periods when performing the sequencing.

Constraint sets (2.1) and (2.2) ensure that in each period at most one external switch-over takes place from and to each product. Constraint set (3) guarantees that product i will only be produced whenever there is a switch-over for product i. These constraints are not complete since the switch-over for the first product is not considered in any period. Constraint set (4) represents the sum of production, internal and external switch-over times which may not exceed the available production capacity. Constraint set (5) represents the beginning inventory as well as the production of each period which should not surpass the storage capacity. Constraint set (6) avoids backlogging, which is not permitted.

## 4. THE HS-HEURISTIC FOR JOINT LOTSIZING AND SEOUENCING

In this section a global description of the Heuts-Selen heuristic will be given, a more detailed discussion on this heuristic can be found in [9] and [16]. HS-heuristic performs better for tight capacitated single bottleneck machine problems. The heuristic consists of two stages; an initialization stage and an improvement stage. The initialization stage consists of constructing an initial feasible production plan. In constructing such a plan the following shifting rules are considered :

> - The production of a product is shifted to an earlier period whenever the product is already produced in that period (this rule is violated whenever there is no way of solving the tight capacity problem).
> - The production capacity in the period to which shifting takes place should be sufficient.
> - The tank capacity for the periods during which the shifted production is stored, needs to be sufficient.

## A Global Description of the Initialization Procedure

The initialization procedure starts with demand modification for beginning inventories. The demand as well as the beginning inventories in practice are usually continuous quantities (tons). As production takes place in integer batches, the above result has to be rounded up. The so-called net demand per period forms a first production scheme. It can then be checked whether the tank capacity per product is sufficient to store these production quantities. When this is not the case, there is no feasible solution possible. To determine how much production capacity is required the sequencing routine is called for. When the production capacity is sufficient in all periods, then the initialization stage is ended. When this is not the case for a particular period (except the first one), a backward shifting procedure takes place.

The backward shifting procedure is implemented for a particular product to reduce the required machine capacity for that period. The product for which shifting is performed, is the product with the lowest inventory cost, provided that production of the product in the period to be shifted is already planned. In doing so, we consider the fact that the existing production capacity and tank capacity are sufficient in that period. Further, shifting is


Dotted block shows the initial stage
Dashed block shows the amendment parts
High lighted block shows shifting information list
Figure 2 : HS-heuristic Solution Procedure
performed batch by batch until infeasibility is removed. After every shifting, the sequencing routine is called for, to calculate the resulting production capacity requirement. When there is no possibility of shifting to an earlier period where the same product is produced, it is checked whether shifting can be performed to periods where the product is not produced. If all this does not help, there is no feasible starting solution. When at the end of the initialization procedure still a machine capacity problem exist, this would call for modification of the order acceptance plan. Figure 2 provides a schematic view of the solution procedure. The dashed boxes represent the amendment procedure to be discussed in the next section. Details with regard to the improvement stage of the algorithm can be found in [9] and [16].

## 5. AMENDMENT PROCEDURE

In the original initialization stage batches may be shifted to earlier periods to solve bottleneck problems in certain periods. As a result inventories are created, which do not receive further consideration in the remainder of the HS-heuristic. It is obvious that savings can be realized by shifting forward the batches created in the initialization phase to periods where they originated from. The dashed block in figure 2 illustrates the amendment procedure. In order to perform this step, information regarding all the backward shifts are collected in the initialization stage (see the high lighted block in figure 2). The information list in this block consists of the following set of data:
( $\mathrm{i}_{\text {product }}, \mathrm{t}$ from $, \mathrm{t}_{\text {to }}, \mathrm{b}$ number $)$
where,
i product $\quad=$ the product number that is shifted
$t$ from $\quad=$ the period from which shifting takes place
$t$ to $\quad=$ the period to which shifting takes place
$b$ number $\quad=$ the number of batches that is shifted
A backward shifting procedure was developed which is relatively easy and can create substantial savings in the inventory costs with little computation time. In order not to hamper the computational efficiency of the HS-heuristic, we have chosen not to trace exactly where batches during the improvement part of the heuristic are moving to. This means that at the moment that we want to shift the batches forward, we have to look into the following possibilities:
a) the product is not produced any more in $t$
b) the product is not produced any more in $t$

Case (a) means that the last period to which forward shifting takes place is $\max$. $\{\mathrm{t} \mid \mathrm{t} \leq \mathrm{t}$ from $\}$; whereas in case (b) the period from which forward shifting can take place is $\max$. $\left\{\mathrm{t} \mid \mathrm{t} \leq \mathrm{t}_{\text {to }}\right\}$.

We perform the forward shifting of the initialization inventories at the end of the lotsizing sequencing heuristic, as in this way it does not damage the existing heuristic and may create new shifting possibilities. The forward shifting starts with the last period of the horizon, such that forward shifting of batches does not form a blockage, as explained in the following example. Assume that in the initialization stage the following shifting took place:


Here, one batch of a product is shifted from period $t_{2}$ to $t_{1}$ with a corresponding capacity of $\mathrm{C}_{1}$ and a shifting from $\mathrm{t}_{3}$ to $\mathrm{t}_{2}$ with capacity $\mathrm{C}_{2}$. Assume now, that after lotsizingsequencing, a production scheme results with the following Slack Production Capacity (SPC) information :
$\operatorname{SPC}_{\mathrm{t}_{3}}>\mathrm{C}_{2}$ and $\mathrm{C}_{1}-\mathrm{C}_{2} \leq \mathrm{SPC}_{\mathrm{t}_{2}} \leq \mathrm{C}_{1}$
Starting from the last period of the horizon, first $\mathrm{C}_{2}$ can be shifted forward from period $\mathrm{t}_{2}$ to period $t_{3}$, such that it creates extra capacity in period $t_{2}$, and thus $C_{1}$ can also be shifted forward from $t_{1}$ to $t_{2}$. Such shifts are only feasible when also the tank storage capacities are sufficient. Notice that a negative SPC indicates a lack of capacity while a positive SPC shows left-over capacity.

## 6. COMPUTATIONAL EXAMPLE

The above procedure was implemented into the HS-heuristic and programmed in TurboPascal 6 on a microcomputer. In this section the numerical example of Heuts and Selen (1990) is used to demonstrate the benefits of applying the amendment procedure discussed in the previous section. Table 2 illustrates the demand for 15 products over 10 periods. The bottom rows of the table indicate respectively the initial inventory of each product, the processing time per batch of 60 tons (the standard batch size for each product), and the tank capacity dedicated to each product.

| Product Number |  |  |  |  |  |  |  |  |  |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| Period | 1 | 2 | 3 | 45 | 5 | 6 | 7 | 8 | 9 | 10 | 11 | 12 | 13 | 14 | 15 |
| 1 | 6.4 | 4.2 | 3.6 | 6.8 | 3.6 | 4.6 | 2.7 | 4.2 | 5.5 | 7.6 | 4.6 | 3.8 | 9.1 | 2.7 | 2.2 |
| 2 | 6.4 | 4.4 | 5.6 | 8.8 | 5.6 | 5.6 | 2.4 | 2.4 | 6.4 | 7.6 | 4.6 | 3.6 | 6.5 | 2.9 | 2.4 |
| 3 | 6.4 | 4.6 | 6.2 | 8.8 | 4.7 | 5.6 | 2.6 | 2.5 | 5.5 | 7.6 | 4.6 | 3.3 | 6.5 | 2.9 | 2.6 |
| 4 | 8.0 | 4.3 | 5.1 | 7.9 | 7.0 | 5.5 | 4.2 | 2.9 | 4.8 | 8.0 | 4.8 | 5.3 | 8.4 | 3.9 | 3.0 |
| 5 | 6.4 | 2.7 | 4.9 | 7.3 | 5.5 | 4.2 | 3.0 | 2.6 | 5.5 | 7.6 | 4.6 | 3.6 | 6.5 | 3.5 | 3.0 |
| 6 | 6.4 | 2.8 | 4.3 | 6.5 | 6.4 | 2.4 | 3.2 | 2.8 | 5.5 | 8.2 | 4.6 | 3.6 | 6.5 | 3.6 | 3.2 |
| 7 | 8.4 | 3.0 | 4.7 | 6.5 | 6.5 | 2.4 | 3.4 | 3.0 | 6.4 | 8.3 | 4.6 | 3.9 | 6.5 | 3.8 | 3.4 |
| 8 | 6.4 | 8.1 | 5.3 | 6.5 | 5.5 | 2.4 | 3.6 | 2.6 | 5.5 | 8.4 | 4.6 | 4.0 | 6.5 | 4.2 | 3.5 |
| 9 | 8.5 | 3.9 | 6.0 | 7.3 | 8.2 | 3.0 | 4.5 | 3.7 | 6.2 | 9.3 | 6.0 | 5.1 | 7.0 | 5.4 | 4.8 |
| 10 | 8.4 | 5.3 | 7.2 | 6.4 | 6.4 | 2.4 | 4.2 | 3.2 | 5.5 | 8.9 | 4.6 | 4.1 | 6.5 | 4.7 | 3.5 |
| Io | 0.0 | 0.0 | 0.0 | 450 | 0.0 | 50 | 0.0 | 0.0 | 350 | 0.0 | 0.0 | 0.0 | 0.0 | 0.0 | 100 |
| Processing time / batch | $4.0$ | 6.0 | 4.0 | 2.0 | 4.0 | 2.4 | 3.4 | 6.0 | 4.0 | 4.0 | 2.0 | 4.0 | 2.0 | 3.6 | 3.2 |

time / batch
$\begin{array}{llllllllllllllll}\text { Tank } 600 & 500 & 500 & 500 & 500 & 600 & 600 & 600 & 500 & 600 & 600 & 500 & 600 & 500 & 600\end{array}$ capacity

Table 2 : Demand (in batches) and Initial inventories; Io, (in tons), Processing time (in hours), Tank capacity (in tons)

For this problem the inventory holding costs are set at 1000 Guilders per batch per period and the opportunity costs for lost production are set at 20,000 Guilders per hour. The production capacity per period is 336 hours, i.e. two full weeks period or 14 days and three
shifts per day ( 14 days * 24 hours). Other data required to implement the amended HSheuristic procedure are the switch-over times. Table 3 presents the time required to switch over from one product to another, the diagonal line indicating internal switch-overs.

| Product Number |  |  |  |  |  |  |  |  |  |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| Prod. | 1 | 2 | 3 | 4 | 5 | 6 | 7 | 8 | 9 | 10 | 11 | 12 | 13 | 14 | 15 |
| No. |  |  |  |  |  |  |  |  |  |  |  |  |  |  |  |
| 1 | 0.5 | 2.0 | 6.6 | 8.0 | 7.6 | 3.1 | 3.7 | 8.0 | 6.3 | 8.0 | 6.6 | 5.9 | 5.6 | 6.9 | 2.0 |
| 2 | 2.4 | 0.5 | 3.6 | 8.0 | 8.0 | 4.3 | 2.5 | 3.2 | 3.8 | 3.3 | 5.6 | 2.2 | 3.3 | 5.1 | 2.0 |
| 3 | 6.1 | 5.1 | 0.5 | 3.8 | 8.0 | 2.0 | 2.3 | 2.0 | 6.3 | 7.8 | 5.6 | 7.1 | 2.0 | 3.4 | 8.0 |
| 4 | 5.0 | 8.0 | 2.0 | 0.5 | 6.7 | 3.1 | 8.0 | 5.4 | 5.1 | 6.1 | 2.0 | 8.0 | 8.0 | 2.0 | 3.3 |
| 5 | 7.4 | 2.1 | 4.8 | 8.0 | 0.5 | 2.8 | 7.9 | 6.8 | 2.7 | 8.0 | 5.3 | 5.8 | 4.6 | 6.7 | 2.8 |
| 6 | 6.0 | 2.5 | 8.0 | 2.0 | 4.1 | 0.5 | 2.0 | 2.8 | 8.0 | 5.4 | 5.4 | 5.8 | 5.8 | 6.2 | 8.0 |
| 7 | 2.1 | 2.0 | 2.6 | 4.8 | 2.0 | 8.0 | 0.5 | 3.2 | 3.8 | 8.0 | 4.4 | 8.0 | 6.7 | 7.5 | 5.9 |
| 8 | 6.6 | 3.1 | 8.0 | 4.5 | 6.7 | 2.7 | 5.1 | 0.5 | 7.9 | 8.0 | 2.8 | 2.4 | 3.8 | 2.0 | 7.4 |
| 9 | 4.6 | 8.0 | 6.5 | 5.6 | 5.2 | 3.6 | 6.1 | 7.8 | 0.5 | 2.7 | 8.0 | 4.8 | 5.7 | 4.4 | 4.9 |
| 10 | 2.0 | 2.6 | 8.0 | 5.8 | 8.0 | 8.0 | 2.5 | 5.4 | 8.0 | 0.5 | 8.0 | 7.8 | 2.1 | 8.0 | 8.0 |
| 11 | 2.0 | 4.6 | 4.9 | 5.5 | 4.5 | 4.9 | 2.0 | 2.1 | 4.8 | 5.8 | 0.5 | 7.0 | 8.0 | 6.0 | 2.0 |
| 12 | 5.2 | 3.0 | 5.2 | 7.0 | 8.0 | 8.0 | 2.0 | 6.9 | 8.0 | 7.5 | 4.4 | 0.5 | 8.0 | 3.1 | 5.9 |
| 13 | 3.5 | 8.0 | 5.0 | 8.0 | 4.8 | 4.4 | 4.4 | 7.6 | 8.0 | 2.5 | 6.2 | 2.4 | 0.5 | 3.3 | 5.2 |
| 14 | 2.0 | 5.3 | 3.9 | 8.0 | 5.2 | 4.6 | 6.4 | 5.1 | 2.0 | 6.2 | 2.2 | 2.1 | 8.0 | 0.5 | 2.5 |
| 15 | 7.6 | 8.0 | 8.0 | 8.0 | 8.0 | 3.0 | 4.8 | 4.2 | 3.5 | 2.0 | 4.5 | 2.0 | 2.0 | 2.0 | 0.5 |

Table 3 : Switch-over time matrix (in hours)
The first step in the initialization phase is to adjust the initial inventories. As a result, the effective requirement per period for each product is calculated. This information is summarized in table 4. The last two columns of this table represent the total required capacity per period and deviations of the available capacity per period. For example in period 1 up to 3 there are excess-capacities while in period 4 there is a lack of 11.70 hours. As such a number of batches are shifted to earlier periods to satisfy the capacity constraints. The results are as follows:

Product 1 from period 4 to period 3:3
Product 1 from period 8 to period $7: 1$
Product 1 from period 8 to period 6:2
Product 1 from period 9 to period 7:1
Product 1 from period 9 to period 6:7
Product 1 from period 9 to period 5:1
Product 1 from period 10 to period 7:1
Product 1 from period 10 to period 6:4
Product 4 from period 10 to period 8:1
Product 4 from period 10 to period 5:1
Product 4 from period 10 to period 2:1
Shifting the above batches results in the following feasible solution (see table 5). The cost of this production plan amounts to $f l \mathbf{1 2 , 5 6 7 , 9 3 3}$.

| Period | 1 | 2 | 3 | Product Number |  |  |  |  |  | 10 | 11 | 12 | 13 | 14 | 15 | Cap. Req. | SPC |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  |  |  |  | 4 | 5 | 6 | 7 | 8 | 9 |  |  |  |  |  |  |  |  |
| 1 | 7 | 5 | 4 | 0 | 4 | 4 | 3 | 5 | 0 | 8 | 5 | 4 | 10 | 3 | 1 | 287.30 | 48.70 |
| 2 | 6 | 4 | 6 | 9 | 6 | 6 | 3 | 2 | 7 | 8 | 5 | 4 | 6 | 3 | 2 | 327.20 | 8.80 |
| 3 | 7 | 5 | 6 | 8 | 4 | 5 | 2 | 3 | 5 | 7 | 4 | 3 | 7 | 3 | 3 | 312.40 | 23.60 |
| 4 | 8 | 4 | 5 | 8 | 7 | 6 | 4 | 2 | 5 | 8 | 5 | 5 | 8 | 4 | 3 | 347.70 | -11.70 |
| 5 | 6 | 3 | 5 | 8 | 6 | 4 | 3 | 3 | 5 | 8 | 5 | 4 | 6 | 3 | 3 | 309.40 | 26.60 |
| 6 | 6 | 2 | 4 | 6 | 6 | 3 | 4 | 3 | 6 | 8 | 4 | 4 | 7 | 4 | 3 | 304.50 | 31.50 |
| 7 | 9 | 3 | 5 | 7 | 7 | 2 | 3 | 3 | 6 | 8 | 5 | 4 | 6 | 4 | 4 | 331.40 | 4.60 |
| 8 | 6 | 9 | 5 | 6 | 5 | 2 | 4 | 2 | 6 | 9 | 4 | 4 | 7 | 4 | 3 | 345.10 | - 9.10 |
| 9 | 9 | 3 | 6 | 7 | 8 | 3 | 4 | 4 | 6 | 9 | 6 | 5 | 7 | 5 | 5 | 375.50 | -39.50 |
| 10 | 8 | 6 | 7 | 7 | 7 | 3 | 4 | 3 | 5 | 9 | 5 | 4 | 6 | 5 | 3 | 364.10 | -28.10 |

Table 4 : Initial batch production, Required Capacity (in hours), Slack production capacity (in hours) per period

|  | Product Number |  |  |  |  |  |  |  |  |  |  |  |  |  |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |
| Period | 1 | 2 | 3 | 4 | 5 | 6 | 7 | 8 | 9 | 10 | 11 | 12 | 13 | 14 |


| 1 | 8 | 5 | 4 | 0 | 4 | 4 | 3 | 5 | 0 | 8 | 5 | 4 | 10 | 3 | 1 | 291.80 | 44.20 |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |
| 2 | 7 | 4 | 6 | 10 | 6 | 6 | 3 | 2 | 7 | 8 | 5 | 4 | 6 | 3 | 2 | 334.20 | 1.80 |
| 3 | 12 | 5 | 6 | 8 | 4 | 5 | 2 | 3 | 5 | 7 | 4 | 3 | 7 | 3 | 3 | 334.90 | 1.10 |
| 4 | 5 | 4 | 5 | 8 | 7 | 6 | 4 | 2 | 5 | 8 | 5 | 5 | 8 | 4 | 3 | 334.20 | 1.80 |
| 5 | 11 | 3 | 5 | 9 | 6 | 4 | 3 | 3 | 5 | 8 | 5 | 4 | 6 | 3 | 3 | 334.40 | 1.60 |
| 6 | 13 | 2 | 4 | 6 | 6 | 3 | 4 | 3 | 6 | 8 | 4 | 4 | 7 | 4 | 3 | 336.00 | 0.00 |
| 7 | 10 | 3 | 5 | 7 | 7 | 2 | 3 | 3 | 6 | 8 | 5 | 4 | 6 | 4 | 4 | 335.90 | 0.10 |
| 8 | 3 | 9 | 5 | 7 | 5 | 2 | 4 | 2 | 6 | 9 | 4 | 4 | 7 | 4 | 3 | 334.10 | 1.90 |
| 9 | 0 | 3 | 6 | 7 | 8 | 3 | 4 | 4 | 6 | 9 | 6 | 5 | 7 | 5 | 5 | 334.10 | 1.90 |
| 10 | 3 | 6 | 7 | 4 | 7 | 3 | 4 | 3 | 5 | 9 | 5 | 4 | 6 | 5 | 3 | 332.20 | 3.80 |

Table 5 : First feasible production plan
At this stage the HS improvement heuristic comes into picture for constructing a cheaper production schema. The result of implementing the heuristic is given in table 6. This production plan costs $f l 12,266,933$, which provides a saving of $f l 301,000$. But the amendment procedure has not yet been fully implemented. Thus, there are still initial "hidden inventories" which can be saved by forward shifting. The shifts which can take place are:

Product 1 from period 6 to period 9:2
Product 1 from period 5 to period $9: 1$
Product 1 from period 7 to period 10:1
Product 1 from period 6 to period 10:3
Product 4 from period 8 to period 10:1
Product 4 from period 5 to period 10:1
Product 4 from period 2 to period $10: 1$

|  | Product Number |  |  |  |  |  |  |  |  |  |  |  |  |  |  |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |
| Period | 1 | 2 | 3 | 4 | 5 | 6 | 7 | 8 | 9 | 10 | 11 | 12 | 13 | 14 | 15 |
| Cap. Req. | SPC |  |  |  |  |  |  |  |  |  |  |  |  |  |  |


| 1 | 8 | 5 | 4 | 0 | 4 | 4 | 6 | 5 | 0 | 8 | 10 | 8 | 10 | 3 | 1 | 334.00 | 2.00 |
| ---: | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |
| 2 | 7 | 4 | 6 | 10 | 6 | 11 | 0 | 2 | 12 | 8 | 0 | 0 | 6 | 3 | 2 | 326.70 | 9.30 |
| 3 | 12 | 5 | 6 | 8 | 4 | 0 | 2 | 3 | 0 | 7 | 9 | 8 | 7 | 3 | 3 | 332.50 | 3.50 |
| 4 | 5 | 4 | 5 | 8 | 7 | 15 | 7 | 2 | 5 | 8 | 0 | 0 | 8 | 4 | 3 | 332.10 | 3.90 |
| 5 | 11 | 5 | 5 | 9 | 6 | 0 | 0 | 3 | 5 | 8 | 9 | 4 | 6 | 3 | 3 | 335.50 | 0.50 |
| 6 | 13 | 0 | 4 | 6 | 6 | 0 | 4 | 3 | 12 | 8 | 0 | 4 | 7 | 4 | 3 | 328.00 | 8.00 |
| 7 | 10 | 3 | 5 | 7 | 7 | 0 | 3 | 5 | 0 | 8 | 9 | 4 | 6 | 4 | 4 | 325.30 | 10.70 |
| 8 | 3 | 12 | 5 | 7 | 5 | 5 | 4 | 0 | 6 | 9 | 0 | 4 | 7 | 4 | 3 | 333.90 | 2.10 |
| 9 | 0 | 0 | 6 | 7 | 8 | 0 | 4 | 4 | 6 | 9 | 6 | 9 | 7 | 5 | 5 | 322.90 | 13.10 |
| 10 | 3 | 6 | 7 | 4 | 7 | 3 | 4 | 3 | 5 | 9 | 5 | 0 | 6 | 5 | 3 | 313.40 | 22.60 |

Table 6 : HS-heuristic solution structure
The above shifts result in a new production plan given in table 7. The total cost of realizing such a plan is $f l \mathbf{1 2}, 234,933$, saving an additional 32000 Guilders. This is less than what was expected because not every thing could be shifted forward to the periods where it originated from. In this case we try to shift forward in time as far as possible (see the note below) by going through the same cycle another time. The improvement procedure of HS changes the solution structure of table 7 into table 8.

| Period | Product Number |  |  |  |  |  |  |  |  |  |  |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  | 1 | 2 | 3 | 4 | 5 | 6 | 7 | 8 | 9 | 10 | 11 | 12 | 13 | 14 | 15 | Cap. Req. | SPC |
| 1 | 8 | 5 | 4 | 0 | 4 | 4 | 6 | 5 | 0 | 8 | 10 | 8 | 10 | 3 | 1 | 334.00 | 2.00 |
| 2 | 7 | 4 | 6 | 9 | 6 | 11 | 0 | 2 | 12 | 8 | 0 | 0 | 6 | 3 | 2 | 324.20 | 11.80 |
| 3 | 12 | 5 | 6 | 8 | 4 | 0 | 2 | 3 | 0 | 7 | 9 | 8 | 7 | 3 | 3 | 332.50 | 3.50 |
| 4 | 5 | 4 | 5 | 8 | 7 | 15 | 7 | 2 | 5 | 8 | 0 | 0 | 8 | 4 | 3 | 332.10 | 3.90 |
| 5 | 10 | 5 | 5 | 8 | 6 | 0 | 0 | 3 | 5 | 8 | 9 | 4 | 6 | 3 | 3 | 328.50 | 7.50 |
| 6 | 8 | 0 | 4 | 6 | 6 | 0 | 4 | 3 | 12 | 8 | 0 | 4 | 7 | 4 | 3 | 305.50 | 30.50 |
| 7 | 12 | 3 | 5 | 7 | 7 | 0 | 3 | 5 | 0 | 8 | 9 | 4 | 6 | 4 | 4 | 334.30 | 1.70 |
| 8 | 4 | 12 | 5 | 6 | 5 | 5 | 4 | 0 | 6 | 9 | 0 | 4 | 7 | 4 | 3 | 335.90 | 0.10 |
| 9 | 0 | 0 | 6 | 7 | 8 | 0 | 4 | 4 | 6 | 9 | 6 | 9 | 7 | 5 | 5 | 322.90 | 13.10 |
| 10 | 6 | 6 | 7 | 7 | 7 | 3 | 4 | 3 | 5 | 9 | 5 | 0 | 6 | 5 | 3 | 334.40 | 1.60 |

Table 7 : Solution structure, 1st. round of back shifting procedure

|  | Product Number |  |  |  |  |  |  |  |  |  |  |  |  |  |  |  |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |
| Period | 1 | 2 | 3 | 4 | 5 | 6 | 7 | 8 | 9 | 10 | 11 | 12 | 13 | 14 | 15 | Cap. Req. |
| SPC |  |  |  |  |  |  |  |  |  |  |  |  |  |  |  |  |


| 1 | 8 | 5 | 4 | 0 | 4 | 4 | 6 | 5 | 0 | 8 | 10 | 8 | 10 | 3 | 1 | 334.00 | 2.00 |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | ---: |
| 2 | 7 | 4 | 6 | 9 | 6 | 11 | 0 | 2 | 12 | 8 | 0 | 0 | 6 | 3 | 5 | 335.30 | 0.70 |
| 3 | 12 | 5 | 6 | 8 | 4 | 0 | 2 | 3 | 0 | 7 | 9 | 8 | 7 | 3 | 0 | 323.30 | 12.70 |
| 4 | 5 | 4 | 5 | 8 | 7 | 15 | 7 | 2 | 5 | 8 | 0 | 0 | 8 | 4 | 3 | 332.60 | 3.40 |
| 5 | 10 | 5 | 5 | 8 | 6 | 0 | 0 | 3 | 5 | 8 | 9 | 4 | 6 | 3 | 3 | 328.50 | 7.50 |
| 6 | 8 | 0 | 4 | 13 | 6 | 0 | 7 | 3 | 12 | 8 | 0 | 4 | 7 | 4 | 3 | 334.70 | 1.30 |
| 7 | 12 | 3 | 5 | 0 | 7 | 0 | 0 | 5 | 0 | 8 | 9 | 4 | 6 | 8 | 7 | 331.00 | 5.00 |
| 8 | 4 | 12 | 5 | 13 | 5 | 8 | 4 | 0 | 6 | 9 | 0 | 4 | 7 | 0 | 0 | 333.40 | 2.60 |
| 9 | 0 | 0 | 6 | 0 | 8 | 0 | 4 | 4 | 11 | 9 | 6 | 9 | 7 | 5 | 5 | 325.80 | 10.20 |
| 10 | 6 | 6 | 7 | 7 | 7 | 0 | 4 | 3 | 0 | 9 | 5 | 0 | 6 | 5 | 3 | 302.00 | 34.00 |

Table 8 : Solution structure, 2nd. round of back shifting procedure

The total cost of the solution structure presented in table 8 is $f l 12,208,933$, which means an extra savings of $f l 26,000$ is realized. In this structure the following initial shifts can be cancelled.

Product 1 from period 6 to period $10: 1$
Product 1 from period 6 to period $9: 1$
The results are given in the solution structure of table 9. The total relevant cost of this solution is $f l \mathbf{1 2 , 2 0 3 , 9 3 3}$ which gives additional saving of $f l 5,000$.

Note : Cancelling the initialization shifts should save fl $7000(4000+3000=7000)$.
However, this has not happened because the second shift of the list only in part has been shifted back and the other part (one batch) is moved from period 6 to period 7.

|  | Product Number |  |  |  |  |  |  |  |  |  |  |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| Period | 1 | 2 | 3 | 4 | 5 | 6 | 7 | 8 | 9 | 10 | 11 | 12 | 13 | 14 | 15 | Cap. Req. | SPC |
| 1 | 8 | 5 | 4 | 0 | 4 | 4 | 6 | 5 | 0 | 8 | 10 | 8 | 10 | 3 | 1 | 334.00 | 2.00 |
| 2 | 7 | 4 | 6 | 9 | 6 | 11 | 0 | 2 | 12 | 8 | 0 | 0 | 6 | 3 | 5 | 335.30 | 0.70 |
| 3 | 12 | 5 | 6 | 8 | 4 | 0 | 2 | 3 | 0 | 7 | 9 | 8 | 7 | 3 | 0 | 323.30 | 12.70 |
| 4 | 5 | 4 | 5 | 8 | 7 | 15 | 7 | 2 | 5 | 8 | 0 | 0 | 8 | 4 | 3 | 332.60 | 3.40 |
| 5 | 10 | 5 | 5 | 8 | 6 | 0 | 0 | 3 | 5 | 8 | 9 | 4 | 6 | 3 | 3 | 328.50 | 7.50 |
| 6 | 6 | 0 | 4 | 13 | 6 | 0 | 7 | 3 | 12 | 8 | 0 | 4 | 7 | 4 | 3 | 325.70 | 10.30 |
| 7 | 13 | 3 | 5 | 0 | 7 | 0 | 0 | 5 | 0 | 8 | 9 | 4 | 6 | 8 | 7 | 335.50 | 0.50 |
| 8 | 4 | 12 | 5 | 13 | 5 | 8 | 4 | 0 | 6 | 9 | 0 | 4 | 7 | 0 | 0 | 333.40 | 2.60 |
| 9 | 0 | 0 | 6 | 0 | 8 | 0 | 4 | 4 | 11 | 9 | 6 | 9 | 7 | 5 | 5 | 325.80 | 10.20 |
| 10 | 7 | 6 | 7 | 7 | 7 | 0 | 4 | 3 | 0 | 9 | 5 | 0 | 6 | 5 | 3 | 302.00 | 29.50 |

Table 9 : Solution structure, 3rd. round of back shifting procedure
The production sequence of the last solution structure (table 9) is given in table 10.
Sequence
Period

| 1 | 1 | 15 | 14 | 11 | 8 | 12 | 7 | 5 | 13 | 10 | 2 | 3 | 6 |  |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- | :--- |
| 2 | 6 | 4 | 3 | 8 | 14 | 9 | 10 | 1 | 15 | 13 | 5 | 2 |  |  |
| 3 | 2 | 12 | 7 | 5 | 14 | 11 | 8 | 4 | 3 | 13 | 10 | 1 |  |  |
| 4 | 1 | 2 | 15 | 13 | 10 | 7 | 5 | 6 | 4 | 3 | 8 | 14 | 9 |  |
| 5 | 9 | 10 | 1 | 15 | 14 | 11 | 8 | 4 | 3 | 13 | 5 | 2 |  |  |
| 6 | 12 | 7 | 5 | 9 | 4 | 3 | 8 | 14 | 1 | 15 | 10 | 13 | 12 |  |
| 7 | 13 | 10 | 1 | 15 | 14 | 11 | 5 | 2 | 3 | 8 | 12 |  |  |  |
| 8 | 12 | 7 | 5 | 6 | 4 | 3 | 13 | 10 | 1 | 2 | 9 |  |  |  |
| 9 | 9 | 10 | 13 | 12 | 7 | 5 | 3 | 8 | 14 | 11 | 15 |  |  |  |
| 10 | 15 | 14 | 11 | 8 | 8 | 3 | 13 | 10 | 1 | 2 | 7 | 5 |  |  |

Table 10 : Production sequences of last solution structure after back shifting

## 7. CONCLUSIONS

The increased affordable microcomputer power on factory floors, coupled with central data bases, provides the opportunities to develop simple intelligent procedures for effective lotsizing and sequencing. This paper attempted to further improve the HS-heuristic. Here, solutions obtained are on average $3-6 \%$ better than the original heuristic, noting improvement routine worthwhile to be included in the heuristic procedure. The routine is simple and transparent, involving no complicated computation.

Areas for further research may include a combination of existing heuristics developed for similar types of problems. A more educated shifting policy could be developed in the initialization phase which takes care of back-shifting before termination of initialization. This may however, lead to increased computation time. Another dimension of improvement is the sequencing aspect which is solved as a travelling salesman problem. This can be simplified by allowing production of certain products once a major setup takes place (see Carter et al. (1988)).

More research needs to be carried out on the performance measurement of the above heuristic and other similar ones. To measure how well a heuristic finds solutions is a thorny issue, since there is not always an easy way to determine, for a given problem, how good the final solution is. An experimental design which generates several solutions should be conducted. When it is not possible to find the optimal solution, the results should be compared with those generated by an expert with lots of practical experience.

## REFERENCES

1. Aras O.A., (1981), "A Heuristic Soluttion Procedure for the Single Facility Multi-item Dynamic Lotsizing and Sequencing Problem", Working paper Syracusa University.
2. Ashayeri J., De Paepe G., (1990), Dynamic Scheduling in Process Manufacturing, Proceeding of Fifth National Congress on Quantitative Methods for Decision Making, Brussels, Belgium, Jan.18-19, (ed JORBEL).
3. Buxey G., (1989), "Production Scheduling: Practice and Theory", European Journal of Operational Research, Vol. 39, 17-31.
4. Dilts D.M. and Ramsing K.D., (1989), "Joint Lot Sizing and Scheduling of Multiple Items with Sequence-Dependent Setup Costs", Decision Sciences, Vol. 20, No. 1, 120133.
5. Carter M.W., Magazine M.J., and Moon T., (1988), A Warning about Cyclic Lot Scheduling with sequence dependent setup- times, International Journal of Production Reserach, Vol. 26, No. 7, 1281-1288.
6. Egli U.M. and Rippin D.W.T., (1986), "Short-term Scheduling for Multiproduct Batch Chemical Plants", Computers and Chemical Engineering, Vol. 10, No. 4, 303-325.
7. Fleischmann B., (1990), The Discrete Lotsizing and Scheduling Problem", European Journal of Operational Research, Vol. 44, 337-348.
8. Galvin T.M., (1987), "Economic Lot Scheduling Problem with Sequence-Dependent Setup Costs", Production and Inventory Management Journal, Vol. 28, First Quarter, 96-105.
9. Heuts R.M.J., Seidel H.P., and Selen W.J , (1992), "A Comparison of Two Lotsizing Sequencing Heuristics for the Process Industry", European Journal of Operational Research, Vol. 59, 413-424.
10. Jänicke W., (1984), "On the Solution of Scheduling Problems for Multi-Purpose Batch Chemical Plants", Computers and Chemical Engineering, Vol. 8, No. 6, 339-343.
11. Knopf F.C., (1985), "Sequencing A Generalized Two-stage Flowshop with Finite Intermediate Storage", Computers and Chemical Engineering, Vol. 9, No. 3, 207-221.
12. Koene B., (1988), "Logistiek in de Procesindustrie", Tijdschrift voor Inkoop \& Logistiek, Vol. 4, No. 12, 32-35.
13. Leong G.K. and Oliff M.D., (1990), "A Sequencing Heuristic for Dependent Setups in a Batch Process Industry", OMEGA, Vol. 18, No. 3, 283-297.
14. Narro Lopez M.A. and Kingsman B.G., (1990), "The Economic Lot Scheduling Problem: Theory and Practice in a Prolyproplyene Film Manufacturing Situation", Proceeding of the Sixth International Working Seminars on Production Economics, Innsbruck, Austria, Feb. 19-23, 729-753.
15. Prabhakar T., (1974), " A Production Scheduling Problem with Sequencing Consideration", Management Science, Vol. 21, No. 1, 34-42.
16. Selen W.J. and Heuts R.M.J., (1990), "Operational Production Planning in a Chemical Manufacturing Environment", European Journal of Operational Research, Vol. 45, 3846.
17. Simons J.V., (1992), "Heuristics in Flow Shop Scheduling with Sequence Dependent Setup Times", OMEGA, Vol. 20, No. 2, 215-225.
18. Smith-Daniels V.L. and Ritzman L.P., (1988), "A Model for Lotsizing and Sequencing in Process Industries", International Journal of Production Research , Vol. 26, 647-674.
19. Smith-Daniels V.L. and Smith-Daniels D.E., (1986), "A Mixed Integer Programming model for Lotsizing and Sequencing Packaging Lines in the Process Industries", IIE Transactions, Vol. 18, 278-285.
20. Taylor S.G. and Bolander S.F., (1988), "Process Flow Scheduling", Working Paper, The University of Wyoming, College of Commerce and Industry, U.S.A.
21. Taylor, S.G. , Seward S., and Bolander S., (1981), "Why the Process Industries are Different", Production and Inventory Management, Vol. 22, No. 2, 9-24.
22. Taylor, S.G. , Seward S., Bolander S., and Heard R., (1981), "Process Industry Production and Inventory Planning Framework: A Summary", Production and Inventory Management Journal, Vol. 22, No. 1, 15-32.
23. Taylor, S.G., (1979), "Production and Inventory Management in the Process Industries,: A State-of-the-art Survey", Production and Inventory Management Journal, Vol. 20, No. 1, 1-16.
24. Trigeiro W.W. , Thomas J. and McClain J., (1989), "Capacitated Lotsizing with Setup Times", Management Science, Vol. 35, No. 3, 353-366.
25. Trigeiro W.W., (1989), "A Simple Heuristic for Lotsizing with Setup Times", Decision Sciences, Vol. 20, 294-303.
26. Uskup E. and Smith, (1975), "A Branch and Bound Algorithm for Two-stage Production Sequencing Problems", Operations Research, Vol. 23, No. 1, 118-136.
27. Zanakis S.H. and Smith J.S., (1980), "Chemical Production Planning Via Goal Programming", International Journal of Production Research, Vol. 18, No.6, 877-891.

466 Prof.Dr. Th.C.M.J. van de Klundert - Prof.Dr. A.B.T.M. van Schaik Economische groei in Nederland in een internationaal perspectief

467 Dr. Sylvester C.W. Eijffinger
The convergence of monetary policy - Germany and France as an example
468 E. Nijssen
Strategisch gedrag, planning en prestatie. Een inductieve studie binnen de computerbranche

469 Anne van den Nouweland, Peter Borm, Guillermo Owen and Stef Tijs Cost allocation and communication

470 Drs. J. Grazell en Drs. C.H. Veld Motieven voor de uitgifte van converteerbare obligatieleningen en warrant-obligatieleningen: een agency-theoretische benadering
471 P.C. van Batenburg, J. Kriens, W.M. Lammerts van Bueren and R.H. Veenstra

Audit Assurance Model and Bayesian Discovery Sampling
472 Marcel Kerkhofs
Identification and Estimation of Household Production Models
473 Robert P. Gilles, Guillermo Owen, René van den Brink Games with Permission Structures: The Conjunctive Approach

474 Jack P.C. Kleijnen
Sensitivity Analysis of Simulation Experiments: Tutorial on Regression Analysis and Statistical Design

475 C.P.M. van Hoesel
An $O(n \log n)$ algorithm for the two-machine flow shop problem with controllable machine speeds

476 Stephan G. Vanneste A Markov Model for Opportunity Maintenance

477 F.A. van der Duyn Schouten, M.J.G. van Eijs, R.M.J. Heuts Coordinated replenishment systems with discount opportunities

478 A. van den Nouweland, J. Potters, S. Tijs and J. Zarzuelo Cores and related solution concepts for multi-choice games

479 Drs. C.H. Veld Warrant pricing: a review of theoretical and empirical research
480 E. Nijssen
De Miles and Snow-typologie: Een exploratieve studie in de meubelbranche

481 Harry G. Barkema
Are managers indeed motivated by their bonuses?

482 Jacob C. Engwerda, André C.M. Ran, Arie L. Rijkeboer
Necessary and sufficient conditions for the existence of a positive definite solution of the matrix equation $X+A^{\top} X^{-1} A=I$

483 Peter M. Kort
A dynamic model of the firm with uncertain earnings and adjustment costs

484 Raymond H.J.M. Gradus, Peter M. Kort Optimal taxation on profit and pollution within a macroeconomic framework

485 René van den Brink, Robert P. Gilles
Axiomatizations of the Conjunctive Permission Value for Games with Permission Structures

486 A.E. Brouwer \& W.H. Haemers
The Gewirtz graph - an exercise in the theory of graph spectra
487 Pim Adang, Bertrand Melenberg
Intratemporal uncertainty in the multi-good life cycle consumption model: motivation and application

488 J.H.J. Roemen
The long term elasticity of the milk supply with respect to the milk price in the Netherlands in the period 1969-1984

489 Herbert Hamers
The Shapley-Entrance Game
490 Rezaul Kabir and Theo Vermaelen
Insider trading restrictions and the stock market
491 Piet A. Verheyen
The economic explanation of the jump of the co-state variable
492 Drs. F.L.J.W. Manders en Dr. J.A.C. de Haan
De organisatorische aspecten bij systeemontwikkeling
een beschouwing op besturing en verandering
493 Paul C. van Batenburg and J. Kriens
Applications of statistical methods and techniques to auditing and accounting

494 Ruud T. Frambach
The diffusion of innovations: the influence of supply-side factors
495 J.H.J. Roemen
A decision rule for the (des)investments in the dairy cow stock
496 Hans Kremers and Dolf Talman
An SLSPP-algorithm to compute an equilibrium in an economy with linear production technologies

497 L.W.G. Strijbosch and R.M.J. Heuts
Investigating several alternatives for estimating the compound lead time demand in an ( $s, Q$ ) inventory model

498 Bert Bettonvil and Jack P.C. Kleijnen Identifying the important factors in simulation models with many factors

499 Drs. H.C.A. Roest, Drs. F.L. Tijssen
Beheersing van het kwaliteitsperceptieproces bij diensten door middel van keurmerken

500 B.B. van der Genugten Density of the F -statistic in the linear model with arbitrarily normal distributed errors

501 Harry Barkema and Sytse Douma The direction, mode and location of corporate expansions

502 Gert Nieuwenhuis
Bridging the gap between a stationary point process and its Palm distribution

503 Chris Veld
Motives for the use of equity-warrants by Dutch companies
504 Pieter K. Jagersma
Een etiologie van horizontale internationale ondernemingsexpansie
505 B. Kaper
On M-functions and their application to input-output models
506 A.B.T.M. van Schaik
Produktiviteit en Arbeidsparticipatie
507 Peter Borm, Anne van den Nouweland and Stef Tijs Cooperation and communication restrictions: a survey

508 Willy Spanjers, Robert P. Gilles, Pieter H.M. Ruys
Hierarchical trade and downstream information
509 Martijn P. Tummers
The Effect of Systematic Misperception of Income on the Subjective Poverty Line

510 A.G. de Kok
Basics of Inventory Management: Part 1
Renewal theoretic background
511 J.P.C. Blanc, F.A. van der Duyn Schouten, B. Pourbabai Optimizing flow rates in a queueing network with side constraints

512 R. Peeters
On Coloring j-Unit Sphere Graphs

```
513 Drs. J. Dagevos, Drs. L. Oerlemans, Dr. F. Boekema
    Regional economic policy, economic technological innovation and
    networks
514 Erwin van der Krabben
    Het functioneren van stedelijke onroerend-goed-markten in Nederland -
    een theoretisch kader
515 Drs. E. Schaling
    European central bank independence and inflation persistence
516 Peter M. Kort
    Optimal abatement policies within a stochastic dynamic model of the
    firm
517 Pim Adang
    Expenditure versus consumption in the multi-good life cycle consump-
    tion model
518 Pim Adang
    Large, infrequent consumption in the multi-good life cycle consump-
    tion model
519 Raymond Gradus, Sjak Smulders
    Pollution and Endogenous Growth
520 Raymond Gradus en Hugo Keuzenkamp
    Arbeidsongeschiktheid, subjectief ziektegevoel en collectief belang
521 A.G. de Kok
    Basics of inventory management: Part 2
    The ( \(\mathrm{R}, \mathrm{S}\) )-model
522 A.G. de Kok
    Basics of inventory management: Part 3
    The (b,Q)-model
523 A.G. de Kok
    Basics of inventory management: Part 4
    The ( \(\mathrm{s}, \mathrm{S}\) )-model
524 A.G. de Kok
        Basics of inventory management: Part 5
        The ( \(\mathrm{R}, \mathrm{b}, \mathrm{Q}\) )-model
525 A.G. de Kok
        Basics of inventory management: Part 6
        The ( \(\mathrm{R}, \mathrm{s}, \mathrm{S}\) )-model
526 Rob de Groof and Martin van Tuijl
        Financial integration and fiscal policy in interdependent two-sector
        economies with real and nominal wage rigidity
```

527 A.G.M. van Eijs, M.J.G. van Eijs, R.M.J. Heuts Gecoordineerde bestelsystemen een management-georiënteerde benadering

528 M.J.G. van Eijs Multi-item inventory systems with joint ordering and transportation decisions

529 Stephan G. Vanneste Maintenance optimization of a production system with buffercapacity

530 Michel R.R. van Bremen, Jeroen C.G. Zijlstra Het stochastische variantie optiewaarderingsmodel

531 Willy Spanjers
Arbitrage and Walrasian Equilibrium in Economies with Limited Information

```
532 F.G. van den Heuvel en M.R.M. Turlings
Privatisering van arbeidsongeschiktheidsregelingen
Refereed by Prof.Dr. H. Verbon
```

533 J.C. Engwerda, L.G. van Willigenburg
LQ-control of sampled continuous-time systems
Refereed by Prof.dr. J.M. Schumacher
534 J.C. Engwerda, A.C.M. Ran \& A.L. Rijkeboer Necessary and sufficient conditions for the existence of a positive definite solution of the matrix equation $X+A^{*} X^{-1} A=Q$. Refereed by Prof.dr. J.M. Schumacher

535 Jacob C. Engwerda
The indefinite LQ-problem: the finite planning horizon case Refereed by Prof.dr. J.M. Schumacher

536 Gert-Jan Otten, Peter Borm, Ton Storcken, Stef Tijs Effectivity functions and associated claim game correspondences Refereed by Prof.dr. P.H.M. Ruys

537 Jack P.C. Kleijnen, Gustav A. Alink Validation of simulation models: mine-hunting case-study Refereed by Prof.dr.ir. C.A.T. Takkenberg

538 V. Feltkamp and A. van den Nouweland Controlled Communication Networks Refereed by Prof.dr. S.H. Tijs

539 A. van Schaik Productivity, Labour Force Participation and the Solow Growth Model Refereed by Prof.dr. Th.C.M.J. van de Klundert

540 J.J.G. Lemmen and S.C.W. Eijffinger The Degree of Financial Integration in the European Community Refereed by Prof.dr. A.B.T.M. van Schaik

541 J. Bell, P.K. Jagersma Internationale Joint Ventures Refereed by Prof.dr. H.G. Barkema

542 Jack P.C. Kleijnen
Verification and validation of simulation models Refereed by Prof.dr.ir. C.A.T. Takkenberg

543 Gert Nieuwenhuis
Uniform Approximations of the Stationary and Palm Distributions of Marked Point Processes Refereed by Prof.dr. B.B. van der Genugten

544 R. Heuts, P. Nederstigt, W. Roebroek, W. Selen
Multi-Product Cycling with Packaging in the Process Industry Refereed by Prof.dr. F.A. van der Duyn Schouten

545 J.C. Engwerda
Calculation of an approximate solution of the infinite time-varying LQ-problem
Refereed by Prof.dr. J.M. Schumacher
546 Raymond H.J.M. Gradus and Peter M. Kort
On time-inconsistency and pollution control: a macroeconomic approach
Refereed by Prof.dr. A.J. de Zeeuw
547 Drs. Dolph Cantrijn en Dr. Rezaul Kabir
De Invloed van de Invoering van Preferente Beschermingsaandelen op Aandelenkoersen van Nederlandse Beursgenoteerde Ondernemingen
Refereed by Prof.dr. P.W. Moerland
548 Sylvester Eijffinger and Eric Schaling
Central bank independence: criteria and indices
Refereed by Prof.dr. J.J. Sijben
549 Drs. A. Schmeits
Geintegreerde investerings- en financieringsbeslissingen; Implicaties voor Capital Budgeting
Refereed by Prof.dr. P.W. Moerland
550 Peter M. Kort
Standards versus standards: the effects of different pollution restrictions on the firm's dynamic investment policy
Refereed by Prof.dr. F.A. van der Duyn Schouten
551 Niels G. Noorderhaven, Bart Nooteboom and Johannes Berger
Temporal, cognitive and behavioral dimensions of transaction costs;
to an understanding of hybrid vertical inter-firm relations
Refereed by Prof.dr. S.W. Douma
552 Ton Storcken and Harrie de Swart
Towards an axiomatization of orderings
Refereed by Prof.dr. P.H.M. Ruys
553 J.H.J. Roemen
The derivation of a long term milk supply model from an optimization model
Refereed by Prof.dr. F.A. van der Duyn Schouten
554 Geert J. Almekinders and Sylvester C.W. Eijffinger
Daily Bundesbank and Federal Reserve Intervention and the Conditional Variance Tale in DM/\$-Returns
Refereed by Prof.dr. A.B.T.M. van Schaik
555 Dr. M. Hetebrij, Drs. B.F.L. Jonker, Prof.dr. W.H.J. de Freytas "Tussen achterstand en voorsprong" de scholings- en personeelsvoorzieningsproblematiek van bedrijven in de procesindustrie
Refereed by Prof.dr. Th.M.M. Verhallen

## 556 Ton Geerts

Regularity and singularity in linear-quadratic control subject to implicit continuous-time systems
Communicated by Prof.dr. J. Schumacher
557 Ton Geerts
Invariant subspaces and invertibility properties for singular systems: the general case
Communicated by Prof.dr. J. Schumacher
558 Ton Geerts
Solvability conditions, consistency and weak consistency for linear differential-algebraic equations and time-invariant singular systems: the general case
Communicated by Prof.dr. J. Schumacher
559 C. Fricker and M.R. Jaibi
Monotonicity and stability of periodic polling models
Communicated by Prof.dr.ir. O.J. Boxma
560 Ton Geerts
Free end-point linear-quadratic control subject to implicit conti-nuous-time systems: necessary and sufficient conditions for solvability
Communicated by Prof.dr. J. Schumacher
561 Paul G.H. Mulder and Anton L. Hempenius
Expected Utility of Life Time in the Presence of a Chronic Noncommunicable Disease State
Communicated by Prof.dr. B.B. van der Genugten
562 Jan van der Leeuw
The covariance matrix of ARMA-errors in closed form
Communicated by Dr. H.H. Tigelaar
563 J.P.C. Blanc and R.D. van der Mei
Optimization of polling systems with Bernoulli schedules
Communicated by Prof.dr.ir. O.J. Boxma
564 B.B. van der Genugten
Density of the least squares estimator in the multivariate linear model with arbitrarily normal variables
Communicated by Prof.dr. M.H.C. Paardekooper
565 René van den Brink, Robert P. Gilles Measuring Domination in Directed Graphs Communicated by Prof.dr. P.H.M. Ruys

566 Harry G. Barkema
The significance of work incentives from bonuses: some new evidence Communicated by Dr. Th.E. Nijman

567 Rob de Groof and Martin van Tuijl
Commercial integration and fiscal policy in interdependent, financially integrated two-sector economies with real and nominal wage rigidity.
Communicated by Prof.dr. A.L. Bovenberg
568 F.A. van der Duyn Schouten, M.J.G. van Eijs, R.M.J. Heuts The value of information in a fixed order quantity inventory system Communicated by Prof.dr. A.J.J. Talman

569 E.N. Kertzman
Begrotingsnormering en EMU
Communicated by Prof.dr. J.W. van der Dussen
570 A. van den Elzen, D. Talman
Finding a Nash-equilibrium in noncooperative $N$-person games by solving a sequence of linear stationary point problems
Communicated by Prof.dr. S.H. Tijs
571 Jack P.C. Kleijnen
Verification and validation of models
Communicated by Prof.dr. F.A. van der Duyn Schouten
572 Jack P.C. Kleijnen and Willem van Groenendaal Two-stage versus sequential sample-size determination in regression analysis of simulation experiments

573 Pieter K. Jagersma
Het management van multinationale ondernemingen: de concernstructuur
574 A.L. Hempenius
Explaining Changes in External Funds. Part One: Theory Communicated by Prof.Dr.Ir. A. Kapteyn

575 J.P.C. Blanc, R.D. van der Mei
Optimization of Polling Systems by Means of Gradient Methods and the Power-Series Algorithm Communicated by Prof.dr.ir. O.J. Boxma

576 Herbert Hamers
A silent duel over a cake
Communicated by Prof.dr. S.H. Tijs
577 Gerard van der Laan, Dolf Talman, Hans Kremers On the existence and computation of an equilibrium in an economy with constant returns to scale production
Communicated by Prof.dr. P.H.M. Ruys
578 R.Th.A. Wagemakers, J.J.A. Moors, M.J.B.T. Janssens Characterizing distributions by quantile measures
Communicated by Dr. R.M.J. Heuts

Bibliotheek K. U. Brabant


17000011099802

